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		  Datasheet File OCR Text:


		  surface mount emi filters chip ferrite beads blm  r series the blm  r series ferrite beads are designed to minimize signal wave form distortion while exhibiting high impedance characteristics. features   low signal distortion  high impedance characteristics  small size applications   digital interface circuits blm 11 r 121 sk pt chip ferrite  size low distortion impedance code characteristics packaging series 11: 1.6 x 0.8mm r: low at 100mhz code 21: 2.0 x 1.25mm distortion 121: 120 ohms pb: bulk type 471: 470 ohms pt: tape 7  reel pt1: tape 13  reel part numbering system 174 cg01-j operating dimensions: mm part number impedance (ohms) rated current dcr temperature typ. at 100mhz (ma) (ohms max.) range  blm11r121sk 120 0.25  blm11r221sk 220 200 0.3  blm11r471sk 470 0.5  blm11r601sk 600 0.6 ?5?  blm11r102sk 1000 100 0.8 ~  blm21r121sk 120 0.15 +125?  blm21r221sk 220 0.2  blm21r471sk 470 200 0.25  blm21r601sk 600 0.3  blm21r102sk 1000 0.5 0805 0603 specifications 0.4  0.2 1.6  0.15 0.8  0.15 0.8  0.15 0.85  0.2 1.25  0.2 2.0  0.2 0.5  0.2  available as standard through authorized murata electronics distributors.

 surface mount emi filters chip ferrite beads typical impedance characteristics  cg01-j 175 blm  r series blm11r121sk 200 150 100 50 0 impedance (ohms) 1 10 100 1000 frequency (mhz) blm11r221sk 400 300 200 100 0 impedance (ohms) 1 10 100 1000 frequency (mhz) blm11r471sk 600 450 300 150 0 impedance (ohms) 1 10 100 1000 frequency (mhz) blm11r601sk 1000 750 500 250 0 impedance (ohms) 1 10 100 1000 frequency (mhz) blm11r102sk 1200 900 600 300 0 impedance (ohms) 1 10 100 1000 frequency (mhz) blm21r121sk 200 150 100 50 0 impedance (ohms) 1 10 100 1000 frequency (mhz) blm21r221sk 300 225 150 75 0 impedance (ohms) 1 10 100 1000 frequency (mhz) blm21r471sk 600 450 300 150 0 impedance (ohms) 1 10 100 1000 frequency (mhz) blm21r601sk 1000 750 500 250 0 impedance (ohms) 1 10 100 1000 frequency (mhz) blm21r102sk 1200 900 600 300 0 impedance (ohms) 1 10 100 1000 frequency (mhz) surface mount emi filters
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