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		  Datasheet File OCR Text:


		  mk electric - print item information item number: 5504s  circuit protection sentry enclosures ip30 enclosure carton quantity: 1 5504s metal with mounting rail,  earth terminals and  moulded front plate four module these enclosures will accommodate two or four  module sentry rcds or a combination of sentry  modules, excluding contactors.  dimensions: 5504s: 188 x 121 x 74mm (width x height x depth) degree of protection to  bs en 60529: 1992  5504s: ip30 precautions must be taken to maintain the ip rating.  eg. correct use of cable glands and knockouts   click here to view the honeywell privacy statement site designed & developed by viplondon     http://www.mkelectric.co.uk/products/print.asp?rangeid=1051&itemid=671208/02/2007 13:15:08

 sentry 220 circuit protection www.mkelectric.co.uk switch disconnectors double pole two module mcbs  single pole type b one module suitable for installation in sentry consumer units and two or four module enclosures. accepts direct to busbar or cable-in / cable-out connection. category of duty: ac22a for switching of resistive and inductive loads.  positive contact status indication in accordance with 16th edition iee wiring regulations  (537-02-03 and 537-03-02) dimensions:  81 x 36 x 76mm cable capacity: 50mm 2 bs en 60947-3: 1992 5500s  100a 230v 5560s 63a 230v 5 5 suitable for installation in sentry consumer units and two or four module enclosures.  positive contact status indication in accordance with 16th edition iee wiring regulations  (537-02-03 and 537-03-02) dimensions: 83 x 18 x 74mm cable capacity: 3, 6, 10, 16a: 35mm 2 short-circuit breaking capacity: 6ka bs en 60898: 1991 5903s 3a 230v  5906s 6a 230v 5910s 10a 230v 5916s 16a 230v 10 10 10 10 5500s  5560s  5903s            5906s 5910s             5916s enclosures typical applications for enclosures are house extensions, garages and small workshops. these enclosures will accommodate two or four module sentry rcds or a combination of sentry modules, excluding contactors. dimensions: width height depth 5702s: 200 x 123 x 112mm 5704s: 200 x 195 x 112mm 5502s: 149 x 76 x 76mm 5504s: 188 x 121 x 74mm 5604s: 160 x 85 x 68mm K5592S:185 x 119 x 66mm degree of protection to  bs en 60529: 1992   5702s: ip65 5704s: ip65 5502s: ip30 5504s: ip30 5604s: ip30 K5592S: ip30 5702s weatherproof  complete with neutral and earth terminal block accepts up to 4 modules 5704s  weatherproof  complete with neutral and earth terminal block accepts up to 8 modules 1 1 5502s insulated complete with  mounting rail, neutral  and earth terminals two module K5592S rcbo enclosure ?metal two available modules suitable for list nos. 6932s, 6933s, 6934s, 6935s, 6936s, 6937s, 6938s with mounting rail, earth terminals and metal front plate 5504s metal  with mounting rail,  earth terminals and  moulded front plate four module 5604s insulated  with mounting rail,  two integral blanking plates  and tamper-proofing  components four module 1 1 1 1 5704s 5502s  5702s  5604s  5504s  ip65 weatherproof enclosure K5592S suitable for sentry single module rcbo. precautions must be taken to maintain the ip rating, eg. correct use of cable glands and knockouts ip65 enclosures to en 60670 K5592S  ip30 enclosure skeleton units for mounting in a  mantel/clifton type  enclosure  these units are suitable for use in  most mantel and clifton type  enclosures. factory assembled units are available  for specific installations. dimensions: width height depth 6000s: 222 x 333 x 90mm 6001s: 222 x 333 x 90mm degree of protection to  bs en 60529: 1992  ip30 precautions must be taken to maintain the ip rating, eg. correct use of cable glands and knockouts. bs en 60439-3: 1994 6000s accepts 14  one module products  (1 integral neutral bar) 6001s   100a switch disconnector  and 63a 30ma rcd.  accepts a further 10  one module products  in any configuration of rcd protected  and unprotected circuits between 2/8 and 8/2 1 1 6000s  6001s 
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