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		  Datasheet File OCR Text:


		  conduit and conduit adapters www.glenair.com e-mail: sales@glenair.com g-4 glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912 ? 2002 glenair, inc. printed in u.s.a. cage codes 06324 composite connector backshell adapter for helical convoluted tubing fits mil-dtl-38999 series lll & iv fiber optic connectors 189-038 - straight, 45 o  and 90 o notes: 1. metric dimensions (mm) are in parentheses and are for reference only. 2. material: adapter, coupling and compression nuts - high-grade engineering thermoplastic. o-ring - fluorosilicone or silicone. anti-rotation device: corrosion resistant material. 3. unless otherwise specified, the backshell body to be supplied finished per table iii. all other components to be supplied without plating. product series connector designator (d38999 series iii & iv angular function s = straight t = 45 o  elbow w = 90 o  elbow basic part number k = peek (omit for pfa, etfe or fep) tubing size dash number (see table i) shell size (see table ii) finish (see table iii) d = with black dacron overbraid (omit for none) a thread 2.000 (50.8) 120-100 convoluted tubing shown for reference only. for dacron overbraiding, see glenair p/n 120-103 j tubing i.d. c g h e f raised configuration s - straight w - 90 o t - 45 o 189  h  s  038  xw  17  16  k -  d

 conduit and conduit adapters www.glenair.com e-mail: sales@glenair.com g-5 glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912 ? 2002 glenair, inc. printed in u.s.a. cage codes 06324 symbol xm xw xo finish description electroless nickel cadmium olive drab over electroless nickel no plating - base table iii: finish composite connector backshell adapter for helical convoluted tubing fits mil-dtl-38999 series lll fiber optic connectors 189-038 - straight, 45 o  and 90 o metric dimensions (mm) are in parentheses and are for reference only. j dia max .790 (20.1) .985 (25.0) .985 (25.0) 1.035 (26.3) 1.100 (27.9) 1.160 (29.5) 1.285 (32.6) 1.480 (37.6) 1.670 (42.4) 1.720 (43.7) 2.100 (53.3) 2.420 (61.5) dash no. 06 09 10 12 14 16 20 24 28 32 40 48 conduit i.d. .188 (4.8) .281 (7.1) .312 (7.9) .375 (9.5) .437 (11.1) .500 (12.7) .625 (15.9) .750 (19.1) .875 (22.2) 1.000 (25.4) 1.250 (31.8) 1.500 (38.1) table i: tubing size table ii: shell size shell size h 11 13 15 17 19 21 23 25 e + .060 (1.5) .750  (19.1) .750  (19.1) .760  (19.3) .780  (19.8) .790  (20.1) .820  (20.8) .860  (21.8) .890  (22.6) f + .090 (2.3) .950  (24.1) 1.020  (25.9) 1.050  (26.7) 1.070  (27.2) 1.080  (27.4) 1.110  (28.2) 1.150  (29.2) 1.180  (30.0) g + .060 (1.5) .750  (19.1) .810  (20.6) .880  (22.4) .940  (23.9) .970  (24.6) 1.060  (26.9) 1.130  (28.7) 1.190  (30.2) h + .090 (2.3) 1.160  (29.5) 1.220  (31.0) 1.290  (32.8) 1.350  (34.3) 1.380  (35.1) 1.470  (37.3) 1.540  (39.1) 1.730  (43.9) tubing size max 12 16 20 24 28 32 32 40
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