

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						PC1602Q			AOZ190			IR211			SUT390EF			16N25			KTC3197			6833D			CMBT5400			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				CPB8216-0211F Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  14 pb-8 series   0.8mm pitch board to board connectors  features 1. 0.8mm pitch board-to-board connector with smt provision. 2. non-pin type structure assures easy, light insertion.  specification 1. rating : 0.5a, 50v ac/dc 2. contact resistance : 20m ? max. 3. insulation resistance : 100m ? min.at 500v dc 4. withstanding voltage : ac 500v (for one minute) 5. operating temperature range : ?0?c to +85?c   connection diagram 5.1 4.1 4.5 4.5 6.05 5.55 5.05 3.7 4.65 4.85 a      0.05 d      0.05 1.5      0.1 1.5      0.1 2.3      0.1 0.8      0.05 1.3      0.05 2-   0.8      0.05  hole 0.55      0.1 a      0.1 d    0.1 1.8      0.1 1.8      0.1 2.5      0.1 0.8      0.05 1.65      0.05 2-   0.8      0.05   hole 0.55      0.1 a      0.1 pcb edge d      0.05 0.5 1.5   0.5 0 0.8      0.05 4.9      0.1 1.5 2-   0.8      0.05 0.55      0.1 1.8   0.5 0   p .c. board dimension straight type right-angle type socket straight plug right-angle plug

 15 cav no. smk mark 0.2 0.6 smk d 3-r 0.2 c b a 0.8 2-c 0.9 pin no.1 0.3 0.43 0.5 4.1 3.5 2.5 0.5 2.65 ?0.08 + 0.05 0 2.7 0.6 0.2 pin no.1 c 4.55 0.5 3.35 0.3 0.3 0.8 2.65 d   0.5 0.75 b a 2.6 4.65 ?0.08 + 0.05 0 2.7 5.05 22.6 23.2 22.4 26 9.6 11.2 12.0 11.4 54 20.8 d 12.2 13.0 13.8 14.6 15.4 16.2 17.0 20.2 c 12.8 13.6 14.4 15.2 16.0 16.8 17.6 20.8 b 12.0 12.8 13.6 14.4 15.2 16.0 16.8 20.0 board to board connectors pb-8 series  socket cpb 81 - f a b c d 10 3.2 4.8 5.6 5.0 28 12 4.0 5.6 6.4 5.8 30 14 4.8 6.4 7.2 6.6 32 16 5.6 7.2 8.0 7.4 34 18 6.4 8.0 8.8 8.2 36 20 7.2 8.8 9.6 9.0 38 22 8.0 9.6 10.4 9.8 40 24 8.8 10.4 11.2 10.6 48 a 10.4 11.2 12.0 12.8 13.6 14.4 15.2 18.4 no. of pins  material and plating  housing : thermoplastic resin, natural color, 94v-0  contact : cu alloy, sn plating  hold down : cu alloy, sn plating 3.0 c b a ?0.08 + 0.05 3-r 0.1 c 0.1 0.8 2-c 0.9 pin no.1 cav no. smk mark sa 2-    0.6 2-    0.2 d 0.51 3.5 2.5 0 0.3 0.5 3.7 0.5 2.6 socket straight plug right-angle plug 22.6 23.4 22.5 26 9.6 11.3 12.2 11.4 54 20.8 d 12.2 13.0 13.8 14.6 15.4 16.2 17.0 20.2 c 13.0 13.8 14.6 15.4 16.2 17.0 17.8 21.0 b 12.1 12.9 13.7 14.5 15.3 16.1 16.9 20.1 a b c d 10 3.2 4.9 5.8 5.0 28 12 4.0 5.7 6.6 5.8 30 14 4.8 6.5 7.4 6.6 32 ? 16 5.6 7.3 8.2 7.4 34 ? 18 6.4 8.1 9.0 8.2 36 20 7.2 8.9 9.8 9.0 38 22 8.0 9.7 10.6 9.8 40 24 ? 8.8 10.5 11.4 10.6 48 a 10.4 11.2 12.0 12.8 13.6 14.4 15.2 18.4 01 02 hold down  without with  plug cpb 82 - f(straight type) cpb 83 - f(right-angle type) no. of pins  material and plating  housing : thermoplastic resin, natural color, 94v-0  contact : cu alloy, sn plating  hold down : cu alloy, sn plating  v ariation and packaging packaging boss 10 embossed taping pack without 11 embossed taping pack with ?  right-angle type only

 2.0 330 80 21 13 recycle mark 6 ps 6 ps pull out in this direction 16 no. of pins 10 12 14 16 18 20 22 24 26 28 30 32 34 36 38 40 48 54 board to board connectors pb-8 series b a 16.0 dimensions of reels and tapes (jis standard)  socket 1.75 c a 42 12 b   no hole : 10 ~ 38p with hole : 40 ~ 54p  plug 1.75 c a 42 12 b     no hole : 10 ~ 38p with hole : 40 ~ 54p   reel dimension   1,000pcs/reel 1.75 c a 42 12 b     no hole : 10 ~ 38p with hole : 40 ~ 54p 28.4 24.0 32.0 40.4 44.0 straight type right-angle type ( socket, plug ) c 7.5 11.5 14.2 20.2 no. of pins 10 12 14 16 18 20 22 24 26 28 30 32 34 36 38 40 48 54 b a 16.0 28.4 24.0 32.0 40.4 44.0 c 7.5 11.5 14.2 20.2
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