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		  Datasheet File OCR Text:


		  for product data sheets, visit www .cooperbussmann.com/products/datasheet.asp 167 high speed fuses high speed fuses arc voltage this curve gives the peak arc voltage, u l , which may appear across the fuse during its operation as a function of the applied working voltage, e g , (rms) at a power factor of 15%. power losses watts loss at rated current is given in the electrical characteristics. the curve allows the calculation of the power losses at load currents lower than the rated current. the correc- tion factor, k p , is given as a function of the rms load current, i b , in % of the rated current. features and benefits ? excellent dc performance ? low arc voltage and low energy let-through (i 2 t) ? low watts loss ? superior cycling capability typical applications ? dc common bus ? dc drives ? power converters/rectifiers ? reduced voltage starters square body us style  690v/700v (iec): 40-2000a 690v/700v (iec) 40-2000a specifications description: square body us style high speed fuses. dimensions: see dimensions illustration. ratings: volts:  690vac (iec)  700vac (ul) amps:  40-200a ir:  200ka rms sym. agency information:  ce, designed and tested to iec 60269: part 4, ul recognized. consult cooper bussmann for ul recognition/ csa component acceptance status. electrical characteristics total clearing i 2 t the total clearing i 2 t at rated voltage and at power factor of 15% are given in the elec- trical characteristics. for other voltages, the clearing i 2 t is found by multiplying by correction factor, k, given as a function of applied working voltage, e g , (rms). b c2 d e e 6 h  i c1 a dimensions (mm) type -fu/-, -fke/-, fu/115-, -fke/115 size a b b** c1 c1** c2 c2** d e h i 1* 50 110 148 85 123 72 110 59 45 20 10 1 50 136 157 104 126 78 100 69 53 25 14 2 50 135 159 105 125 78 99 77 61 25 14 3 51 135 155 106 125 77 97 92 76 36 16 **valid for fuses type -fu/115 & -fke/115. 1mm = 0.0394 / 1 = 25.4mm k 1.5 1.0 0.5 0.4 0.3 0.2 1) 2) 100 200 300 400 500 600 690 u l 1.4 1.2 10 3 6 8 7 9 5 4 3 e g 200 300 400 500 600 690 k p 1.0 0.8 0.4 0.5 0.6 0.3 0.2 0.1 30 40 50 60 70 80 90 100% i b 1) rated voltage 600v. 2) rated voltage 550v

 for product data sheets, visit www .cooperbussmann.com/products/datasheet.asp 168 high speed fuses square body us style  690v/700v (iec): 40-2000a catalog numbers catalog numbers -fke/- -fke/115 electrical characteristics -fu/- type k -fu/115 type k rated i 2 t (a 2 sec) without indicator without indicator current clearing watts indicator for micro indicator for micro size rms-amps pre-arc at 660v loss 170m3608 170m3658 170m3708 170m3758 1* 40 40 270 9 170m3609 170m3659 170m3709 170m3759 50 77 515 11 170m3610 170m3660 170m3710 170m3760 63 115 770 14 170m3611 170m3661 170m3711 170m3761 80 185 1250 18 170m3612 170m3662 170m3712 170m3762 100 360 2450 21 170m3613 170m3663 170m3713 170m3763 125 550 3700 26 170m3614 170m3664 170m3714 170m3764 160 1100 7500 30 170m3615 170m3665 170m3715 170m3765 200 2200 15000 35 170m3616 170m3666 170m3716 170m3766 250 4200 28500 40 170m3617 170m3667 170m3717 170m3767 315 7000 46500 50 170m3618 170m3668 170m3718 170m3768 350 10000 68500 55 170m3619 170m3669 170m3719 170m3769 400 15000 105000 60 170m3620 170m3670 170m3720 170m3770 450 21000 140000 65 170m3621 170m3671 170m3721 170m3771 500 27000 180000 70 170m3622 170m3672 170m3722 170m3772 550 34000 230000 75 170m3623 170m3673 170m3723 170m3773 630 48500 325000 80 170m4608 170m4658 170m4708 170m4758 1 200 1650 11500 45 170m4609 170m4659 170m4709 170m4759 250 3100 21000 55 170m4610 170m4660 170m4710 170m4760 315 6200 42000 58 170m4611 170m4661 170m4711 170m4761 350 8500 59000 60 170m4612 170m4662 170m4712 170m4762 400 13500 91500 65 170m4613 170m4663 170m4713 170m4763 450 17000 120000 70 170m4614 170m4664 170m4714 170m4764 500 25000 170000 72 170m4615 170m4665 170m4715 170m4765 550 34000 230000 75 170m4616 170m4666 170m4716 170m4766 630 52000 350000 80 170m4617 170m4667 170m4717 170m4767 700 69500 465000 85 170m4618 170m4668 170m4718 170m4768 800 105000 725000 95 170m4619 170m4669 170m4719 170m4769 ?900 155000 ?850000 100 170m5608 170m5658 170m5708 170m5758 2 400 11000 74000 65 170m5609 170m5659 170m5709 170m5759 450 15500 105000 70 170m5610 170m5660 170m5710 170m5760 500 21500 145000 75 170m5611 170m5661 170m5711 170m5761 550 28000 190000 80 170m5612 170m5662 170m5712 170m5762 630 41000 275000 90 170m5613 170m5663 170m5713 170m5763 700 60500 405000 95 170m5614 170m5664 170m5714 170m5764 800 86000 575000 105 170m5615 170m5665 170m5715 170m5765 900 125000 840000 110 170m5616 170m5666 170m5716 170m5766 1000 180000 1250000 115 170m5617 170m5667 170m5717 170m5767 1100 245000 1600000 120 170m5618 170m5668 170m5718 170m5768 1250 365000 2400000 130 170m6608 170m6658 170m6708 170m6758 3 500 14000 95000 95 170m6609 170m6659 170m6709 170m6759 550 19500 135000 100 170m6610 170m6660 170m6710 170m6760 630 31000 210000 105 170m6611 170m6661 170m6711 170m6761 700 44500 300000 110 170m6612 170m6662 170m6712 170m6762 800 69500 465000 115 170m6613 170m6663 170M6713 170m6763 900 100000 670000 120 170m6614 170m6664 170m6714 170m6764 1000 140000 945000 125 170m6615 170m6665 170m6715 170m6765 1100 190000 1300000 130 170m6616 170m6666 170m6716 170m6766 1250 290000 1950000 140 170m6617 170m6667 170m6717 170m6767 1400 370000 2450000 155 170m6618 170m6668 170m6718 170m6768 1500 460000 3100000 160 170m6619 170m6669 170m6719 170m6769 1600 580000 3900000 160 170m6620 170m6670 170m6720 170m6770 ?1800 880000 ?5250000 165 170m6621 170m6671 170m6721 170m6771 ?2000 1150000 ?6350000 175 ?rated voltage (iec) 600v. ?rated voltage (iec) 550v. ? watts loss provided at rated current. ? microswitch indicator ordered separately. see accessories on pages 179-180.

 for product data sheets, visit www .cooperbussmann.com/products/datasheet.asp 169 high speed fuses high speed fuses square body us style  690v/700v (iec): 40-2000a 1x10 2 10 3 10 4 10 5 1x10 C4 10 C3 10 C2 10 C1 10 0 10 1 10 2 10 3 10 4 prospective current in amperes rms virtual pre-arcing time in seconds 200a 250a 315a 350a 400a 450a 500a 550a 630a 700a 800a 900a a a size 1 ?200-900a: 690v time-current curve size 1* ?40-630a: 690v time-current curve 1x10 2 10 3 10 4 10 5 10 6 2x10 2 10 3 10 4 10 5 prospective short-circuit current symmetrical rms peak let-through current 50a 40a 63a 80a 100a 125a 160a 200a 250a 315a 350a 400a 450a 500a 550a 630a a b 1x10 2 10 3 10 4 10 5 10 6 2x10 2 10 3 10 4 10 5 prospective short-circuit current symmetrical rms peak let-through current 200a 250a 315a 350a 400a 450a 500a 550a 630a 700a 800a 900a a b peak let-through curve peak let-through curve data sheet: 17056314 data sheet: 17056316

 for product data sheets, visit www .cooperbussmann.com/products/datasheet.asp 170 high speed fuses square body us style  690v/700v (iec): 40-2000a 1x10 2 10 3 10 4 10 5 1x10 C4 10 C3 10 C2 10 C1 10 0 10 1 10 2 10 3 10 4 prospective current in amperes rms virtual pre-arcing time in seconds 400a 450a 500a 550a 630a 700a 800a 900a 1000a 1100a 1250a a a 1x10 2 10 3 10 4 10 5 1x10 C4 10 C3 10 C2 10 C1 10 0 10 1 10 2 10 3 10 4 prospective current in amperes rms virtual pre-arcing time in seconds 500a 550a 630a 700a 800a 900a 1000a 1100a 1250a 1400a 1500a 1600a 1800a 2000a a a size 3 ?500-2000a: 690v time-current curve size 2 ?400-1250a: 690v time-current curve 1x10 3 10 4 10 5 10 6 10 7 2x10 3 10 4 10 5 10 6 prospective short-circuit current symmetrical rms peak let-through current 400a 450a 500a 550a 630a 700a 800a 900a 1000a 1100a 1250a a b 1x10 3 10 4 10 5 10 6 10 7 2x10 3 10 4 10 5 10 6 peak let-through current 500a 5 630a 7 800a 9 1000a 1 1250a 1 1500a 1 1800a 2 a b peak let-through curve peak let-through curve 1800a fuse is derated to 600v (iec). 2000a fuse is derated to 550v (iec). data sheet: 17056318 data sheet: 17056320
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