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		  section index 561 switches page no. tactile surface mount 3.5 x 6mm . . . . . . . . . . . . . . . . . . . . . . .  562 6 x 6mm . . . . . . . . . . . . . . . . . . . . . . . .  564 6 x 6mm washable. . . . . . . . . . . . . . . . .  566 12 x 12mm . . . . . . . . . . . . . . . . . . . . . .  568 through hole 3.5 x 6mm . . . . . . . . . . . . . . . . . . . . . . .  563 6 x 6mm . . . . . . . . . . . . . . . . . . . . . . . .  565 6 x 6mm washable. . . . . . . . . . . . . . . . .  566 6 x 6mm radial taped . . . . . . . . . . . . . . .  567 12 x 12mm . . . . . . . . . . . . . . . . . . . . . .  569 switch caps . . . . . . . . . . . . . . . . . . . . . . . .  570 dual in-line surface mount top slide actuator, low profile ic package .  571 piano key actuator, low profile . . . . . . . .  571 through hole top slide actuator, low profile ic package .  572 piano key actuator, low profile . . . . . . . .  572 top slide actuator . . . . . . . . . . . . . . . . .  573 piano key actuator . . . . . . . . . . . . . . . . .  573 rotary, encoded surface mount bcd, 8 & 10 position . . . . . . . . . . . . . . .  574 hexadecimal . . . . . . . . . . . . . . . . . . . . .  574 through hole bcd, 8 & 10 position, screwdriver & finger adjust . . . . . . . . . .  575 hexadecimal, screwdriver & finger adjust . . . . . . . . . .  575 microswitches microminiature . . . . . . . . . . . . . . . . . . . . . .  576 sub-miniature, solder & pcb terminals. . . . .  576 o n e c e 1 2 3 4 5 6 7 8 on epg 1 2 3 4  

 tactile, surface mount, 3.5 x 6mm 01945 47 47 47  01945 47 48 49  sales@angliac.co.uk www.angliac.co.uk 562 switches diptronics type dtsm-3 a range of miniature 3.5 x 6mm size surface mount tactile switches offering a choice of button length, together with an option  of packaging method.  miniature  3.5 x 6mm size  surface mount  positive 'click' action and tactile feedback  choice of button length  spno momentary contacts  2 terminal mounting  supplied in sticks or taped & reeled  3.5 1.0 1.5 3.5 6.0 0.5 max. 3.0 7.2 l circuit diagram i t jeg tem oeg pad pattern dimensions (mm) stick tape & reel specification contact arrangement ................. single pole, single throw 2 terminal  normally open, momentary action contact rating............................. 50ma, 12vdc  contact resistance........................ 100m ? max. operating force  ......................... 160 50gf (brown button) travel.......................................... 0.25mm insulation resistance .................. 100m ? min. at 500vdc dielectric strength ...................... 250vac for 1 minute operating temp. range ............... -25c to +70c life expectancy .......................... 50,000 cycles min. (electrical) manf. button part no. length (l) order code dtsm-31n-b 4.3 st031 dtsm-32n-b 5.0 st032 manf. button part no. length (l) order code dtsm-31n-t/r 4.3 st031r dtsm-32n-t/r 5.0 st032r n.b. these switches are not suitable for pcb washing. choice of button length and packaging method. packaging tape : 16mm wide, 8mm pitch reel : 330mm dia.  

 tactile, 3.5 x 6mm 01945 47 47 47  01945 47 48 49  sales@angliac.co.uk www.angliac.co.uk switches 563 choice of button length. supplied in tubes.  miniature  3.5 x 6mm size  positive 'click' action and tactile feedback   choice of button length  spno momentary contacts  2 terminal mounting diptronics type DTS-3 a range of miniature 3.5 x 6mm size pcb mounting tactile switches offering a choice of button length. specification contact arrangement........... single pole, single throw 2 terminal  normally open, momentary action contact rating...................... 50ma, 12vdc  contact resistance................. 100m ? max. operating force.................... 160 50gf (brown button) manf. button part no. length (l) order code DTS-31n-b 4.3 448031 DTS-32n-b 5.0 448032 3.5 1.0 1.5 3.5 6.0 0.5 max. 3.0 6.5 7.9 l 0.25 3.5 1.8 circuit diagram footprint dimensions (mm) i t mec teo p52w8n eeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeee ieicss3 e0r.n21(90358r(r12048eeeeeeeeeeee tii7 ? min. at 500vdc dielectric strength................ 250vac for 1 minute operating temp. range......... -25c to +70c life expectancy.................... 50,000 cycles min. (electrical) n.b. these switches are not suitable for pcb washing.  

 tactile, surface mount, 6 x 6mm 01945 47 47 47  01945 47 48 49  sales@angliac.co.uk www.angliac.co.uk 564 switches diptronics type dtsm-6 a range of 6 x 6mm size surface mount tactile switches offering a choice of button style and/or length and operating force, tog ether with an option of packaging method. high reliability with up to 500,000 cycle electrical life expectancy.  6 x 6mm size  surface mount  positive 'click' action and tactile feedback  choice of button style, length and operating force  spno momentary contacts  4 terminal mounting  high reliability, longer life  supplied in sticks or taped & reeled  6.0 3.5 0.5 max. l 9.0 1.8 3.8 l1 ?3.5 terminal no. 1      circuit diagram g i t o gec ec teo meg tecc pad pattern dimensions (mm) stick tape & reel specification contact arrangement ................. single pole, single throw 4 terminal  normally open, momentary action contact rating............................. 50ma, 12vdc contact resistance........................ 100m ? max. operating force  ......................... 100 50gf (black button) 160 50gf (brown button) 260 50gf (red button) travel.......................................... 0.25mm insulation resistance .................. 100m ? min. at 500vdc dielectric strength ...................... 250vac for 1 minute operating temp. range ............... -25c to +70c life expectancy .......................... 100 & 160gf = 500,000 cycles min. (electrical) 260gf = 50,000 cycles min. (electrical) manf. button operating part no. style  length force (gf) order code dtsm-61k-b round 4.3(l) 100 st062 dtsm-61n-b round 4.3(l) 160 st062b dtsm-61r-b round 4.3(l) 260 st062c dtsm-62k-b round 5.0(l) 100 st063 dtsm-62n-b round 5.0(l) 160 st063b dtsm-62r-b round 5.0(l) 260 st063c dtsm-63k-b round 7.0(l) 100 st064 dtsm-63n-b round 7.0(l) 160 st064b dtsm-63r-b round 7.0(l) 260 st064c dtsm-644k-b square 7.3(l1) 100 st061 dtsm-644n-b square 7.3(l1) 160 st061b dtsm-644r-b square 7.3(l1) 260 st061c manf. button operating part no. style  length force (gf) order code dtsm-61k-t/r round 4.3(l) 100 st062r dtsm-61n-t/r round 4.3(l) 160 st062br dtsm-61r-t/r round 4.3(l) 260 st062cr dtsm-62k-t/r round 5.0(l) 100 st063r dtsm-62n-t/r round 5.0(l) 160 st063br dtsm-62r-t/r round 5.0(l) 260 st063cr n.b. these switches are not suitable for pcb washing, see page 566 for washable types. choice of button style, length, operating force and packaging method. tactile switch caps round or square suitable for square button switches see page 570 packaging tape : 16mm wide, 12mm pitch reel : 330mm dia.  

 tactile, 6 x 6mm 01945 47 47 47  01945 47 48 49  sales@angliac.co.uk www.angliac.co.uk switches 565 diptronics type dts-6/dtsa-6 round button - type dts-6/dtsa-6 square button - type dts-64/dtsa-64 a range of 6 x 6mm size pcb mounting tactile switches offering a choice of button style, length and operating force, together w ith an option of mounting position. high reliabilty with up to 500,000 cycle electrical life expectancy. specification contact arrangement.......... single pole, single throw 4 terminal  normally open, momentary action contact rating..................... 50ma, 12vdc  contact resistance................ 100m ? max. operating force ................... 70 50gf (blue button) 100 50gf (black button) 160 50gf (brown button) 260 50gf (red button) travel .................................. 0.25mm insulation resistance........... 100m ? min. at 500vdc dielectric strength............... 250vac for 1 minute operating temp. range ........ -25c to +70c life expectancy................... 70 to  160gf = 500,000 cycles min. (electrical) 260gf = 50,000 cycles min. (electrical)  6 x 6mm size  positive click action and tactile feedback  choice of button style, length and operating force.  spno momentary contacts  4 terminal mounting  established footprint  mounting position option  high reliability, longer life choice of button length, operating force and mounting position. choice of operating force and mounting position. button shoulder designed to accommodate actuator springs for tamper switch app lications. l 8.0 3.5 ?3.5 terminal no. 1 0.3 1.8 6.5 1.8 3.5 0.5                                l 0.3 6.5 0.3 6.35 6.2 3 1 2 4 4.5 6.5 7.0 4.5 2.5 circuit diagram right angle right angle vertical vertical footprint manf. button operating part no. length (l) force (gf) order code dts-61k 4.3 100 448062 dts-61n 4.3 160 448062b dts-61r 4.3 260 448062c dts-62k 5.0 100 448063 dts-62n 5.0 160 448063b dts-62r 5.0 260 448063c dts-63k 7.0 100 448064 dts-63n 7.0 160 448064b dts-63r 7.0 260 448064c dts-65k 9.5 100 448065 dts-65n 9.5 160 448065b dts-65r 9.5 260 448065c dts-66k 13 100 448067 dts-66n 13 160 448067b dts-66r 13 260 448067c manf. button operating part no. length (l) force (gf) order code dtsa-62k 3.85 100 448071 dtsa-63k 5.85 100 448073 dtsa-65k 8.35 100 448072 manf. operating part no. force (gf) order code dts-644u 70 448061 dts-644k 100 448061a manf. operating part no. force (gf) order code dtsa-644u 70 448070 dtsa-644k 100 448070a vertical right angle vertical right angle dimensions (mm) vertical right angle n.b. these switches are not suitable for pcb washing, see page 566 for washable types. tactile switch caps round or square suitable for square button switches see page 570  

 tactile, 6 x 6mm, washable 01945 47 47 47  01945 47 48 49  sales@angliac.com www.angliac.com 566 switches through hole surface mount button operating manf. manf. length (l) force (gf) part no. order code part no. order code j lead 2.3(flush) 160 dtsjw-68s-b st068jw dtsjw-68s-t/r st068jwr 3.1 160 dtsjw-66n-b st066jw dtsjw-66n-t/r st066jwr 3.8 180 dtsjw-69n-b st069jw dtsjw-69n-t/r st069jwr 3.8 260 dtsjw-69r-b st069cjw dtsjw-69r-t/r st069cjwr gull wing 2.3(flush) 160 dtsmw-68s-b st068w dtsmw-68s-t/r st068wr 3.1 160 dtsmw-66n-b st066w dtsmw-66n-t/r st066wr 3.8 180 dtsmw-69n-b st069w dtsmw-69n-t/r st069wr 3.8 260 dtsmw-69r-b st069cw dtsmw-69r-t/r st069cwr button operating manf. length (l) force (gf) part no. order code 2.3(flush) 160 dtshw-68s-b 448068w 3.1 160 dtshw-66n-b 448066w 3.8 180 dtshw-69n-b 448069w 3.8 260 dtshw-69r-b 448069cw diptronics type dtsjw, dtsmw, dtshw-6 through hole type dtshw surface mount type dtsjw & dtsmw a range of surface mount and through hole washable tactile switches with a round button. choice of button length and operating f orce. lead form and packaging option on surface mount parts. designed to meet the increasing demand for sealed tactile switches to withstand pcb  washing. choice of button length, operating force, lead form and packaging method. choice of button length and operating force. supplied in tubes. specification contact arrangement............. single pole, single throw 4 terminal  normally open, momentary action contact rating ........................ 50ma, 12vdc  contact resistance................... 100m ? max. operating force...................... 160gf ?0gf (silver button, l = 2.3) (brown button, l = 3.1) 180gf ?0gf (brown button, l = 3.8) 260gf ?0gf (red button) travel ..................................... 0.25mm  insulation resistance.............. 100m ? min. at 500vdc dielectric strength ................. 250vac for 1 minute operating temp. range........... -25? to +70? life expectancy...................... 100,000 cycles min. (electrical) for dts*w - 66n, 68s 500,000 cycles min. (electrical) for dts*w - 69n, 69r  6 x 6mm size  sealed construction suitable for pcb washing  smd or  through hole  positive ?lick action and tactile feedback  choice of button length and operating force  spno momentary contacts  4 terminal mounting circuit diagram (all types) footprint (through hole) pad pattern (surface mount) dimensions (mm) 1.4 4.0 6.8 11.0 2.1 l* 7.9 3.5 6.5 ?.0 terminal no. 1 6.3 0.7 4.0 6.2 2.0 (l=2.3) 2.85 max. 2.85 max. l* 9.0 ?.0 terminal no. 1 6.3 0.7 4.0 6.2 2.0 (l=2.3) 2.85 max. l* 6.8 ?.0 terminal no. 1 0.7 4.0 6.2 2.0 (l=2.3) 4.6 max. 6.3 max. j lead gull wing 1.4 4.0 4.0 8.60 2.3 gull wing j lead j lead gull wing 4.0 6.5 ?.0 4 2 1 3 *button flush with body on 68s types *button flush with body on 68s types packaging (surface mount) tape : 16mm wide, 8mm pitch           reel : 330mm dia. cat/0229 tape & reel stick  

 tactile, 6 x 6mm, radial taped 01945 47 47 47  01945 47 48 49  sales@angliac.co.uk www.angliac.co.uk switches 567 manf. button part no. style length ordercode dtst-61k round 4.3 (l) 448062t dtst-644k square 7.3 (l1) 448061at diptronics type dtst-6 a range of 6 x 6mm size tactile switches supplied in a radial taped package and offering a choice of button style. the switches  feature high reliability with 500,000 cycle electrical life expectancy. specification contact arrangement ................. single pole, single throw 2 terminal  normally open, momentary action contact rating............................. 50ma, 12vdc contact resistance........................ 100m ? max. operating force .......................... 100 50gf (black button) travel.......................................... 0.25mm  insulation resistance .................. 100m ? min. at 500vdc dielectric strength ...................... 250vac for 1 minute operating temp. range ............... -25c to +70c life expectancy .......................... 500,000 cycles min. (electrical)  6 x 6mm size  radial taped  positive 'click' action and tactile feedback  choice of button style  spno momentary contacts  2 terminal mounting  high reliability, longer life  supplied taped & boxed circuit diagram dimensions (mm) 2 1 footprint c t    6.2 0.5 3.5 l ?3.5 l1    1.6    2.4 5.0 5.0 12.7 ?4.0 6.35 18.0 12.7 18.0 packaging tape  tape & box tactile switch caps round or square suitable for square button switches see page 570 choice of button style.  

 tactile, surface mount, 12 x 12mm 01945 47 47 47  01945 47 48 49  sales@angliac.co.uk www.angliac.co.uk 568 switches manf. button part no. style length order code dtsm-21n-b round 4.3 (l) st122 dtsm-24n-b square 7.3 (l1) st121 manf. button part no. style length order code dtsm-21n-t/r round 4.3 (l) st122r dtsm-24n-t/r square 7.3 (l1) st121r diptronics type dtsm-2 a range of 12 x 12mm size surface mount tactile switches offering a choice of button style and packaging method. high reliability with 500,000 cycle electrical life expectancy. specification contact arrangement ................. single pole, single throw 4 terminal  normally open, momentary action contact rating............................. 50ma, 12vdc  contact resistance........................ 100m ? max. operating force .......................... 160 50gf (brown button) travel.......................................... 0.35mm  insulation resistance .................. 100m ? min. at 500vdc dielectric strength ...................... 250vac for 1 minute operating temp. range ............... -25c to +70c life expectancy .......................... 500,000 cycles min. (electrical)  12 x 12mm size  surface mount  positive 'click' action and tactile feedback  choice of button style  spno momentary contacts  4 terminal mounting  high reliability, longer life  supplied in sticks or taped & reeled  circuit diagram pad pattern dimensions (mm) 5.0 12.4 15.5 1.6 1.55 4 2 1 3 3.5 l 1.8 3.8              stick tape & reel choice of button style and packaging method. tactile switch caps round or square suitable for square button switches see page 570 packaging tape : 24mm wide, 16mm pitch reel : 330mm dia.  

 tactile, 12 x 12mm 01945 47 47 47  01945 47 48 49  sales@angliac.co.uk www.angliac.co.uk switches 569 choice of button style and operating force.  12 x 12mm size  positive 'click' action and tactile feedback   choice of button style  and operating force  spno momentary contacts  4 terminal mounting  high reliability, longer life  established footprint diptronics type dts-2 a range of 12 x 12mm size pcb mounting tactile switches offering a choice of button style and operating force. high reliability with up to 500,000 cycle life expectancy. specification contact arrangement........... single pole, single throw 4 terminal  normally open, momentary action contact rating...................... 50ma, 12vdc  contact resistance................. 100m ? max. operating force.................... 160 50gf (brown button) 260 50gf (red button) manf. button operating part no. length force order code round button dts-21n 4.3 (l) 160gf 448122 dts-21r 4.3 (l) 260gf 448122b square button dts-24n 7.3 (l1) 160gf 448121 dts-24r 7.3 (l1) 260gf 448121b terminal no. 1  12.0 1.0 3.5 1.8 3.5 l 1.8 3.8    3.8 12.5 13.9 0.5 0.3 l1 circuit diagram footprint dimensions (mm) 4 2 1 3 5.0 12.5 ?1.2 travel ................................... 0.35mm  insulation resistance............ 100m ? min. at 500vdc dielectric strength................ 250vac for 1 minute operating temp. range......... -25c to +70c life expectancy.................... 160gf = 500,000 cycles min. (electrical) 260gf = 50,000 cycles min. (electrical) tactile switch caps round or square suitable for square button switches see page 570  

 tactile, switch caps 01945 47 47 47  01945 47 48 49  sales@angliac.co.uk www.angliac.co.uk 570 switches caps for 6 x 6mm tactile switches a range of moulded caps for use with 6 x 6mm & 12 x 12mm  square button tactile switches. available in round or square style, each with a choice of 6 different colours. * suitable tactile switches appear on the following pages : 448061/a & 448070/a - page 565 448061at - page 567 448121 & 448121b - page 569 st061/b/c - page 564 st121 & st121r - page 568 pre-assembled diptronics tactile switches & caps available to special order style round - 4.5mm dia. square - 4 x 4mm designed to fit 6 x 6mm square button  tactile switches suitable switches* 448061/a, 448061at, 448070/a & st061/b/c colour manf. part no. or der code manf. part no. or der code black ktsc-62k 448820 ktsc-61k 448810 red ktsc-62r 448822 ktsc-61r 448812 yellow ktsc-62y 448824 ktsc-61y 448814 blue ktsc-62b 448825 ktsc-61b 448815 green ktsc-62g 448826 ktsc-61g 448816 ivory ktsc-62i 448829 ktsc-61i 448819 dimensions  (mm) dia. 4.5 w. 4, d. 4 h. 5.5 h. 5.5 caps for 12 x 12mm tactile switches 4.5mm dia. 11.5mm dia. 4mm square 12mm square style round - 4.5mm dia. square - 4 x 4mm designed to fit 6 x 6mm square button  tactile switches suitable switches* 448061/a, 448061at, 448070/a & st061/b/c colour manf. part no. or der code manf. part no. or der code black ktsc-62k 448820 ktsc-61k 448810 red ktsc-62r 448822 ktsc-61r 448812 yellow ktsc-62y 448824 ktsc-61y 448814 blue ktsc-62b 448825 ktsc-61b 448815 green ktsc-62g 448826 ktsc-61g 448816 ivory ktsc-62i 448829 ktsc-61i 448819 dimensions  (mm) dia. 4.5 w. 4, d. 4 h. 5.5 h. 5.5 style round - 4.5mm dia. square - 4 x 4mm style round - 11.5mm dia. square - 12 x 12mm designed to fit 12 x 12mm square button  tactile switches suitable switches* 448121, 448121b, st121 & st121r colour manf. part no. or der code manf. part no. or der code black ktsc-22k 448920 ktsc-21k 448910 red ktsc-22r 448922 ktsc-21r 448912 yellow ktsc-22y 448924 ktsc-21y 448914 blue ktsc-22b 448925 ktsc-21b 448915 green ktsc-22g 448926 ktsc-21g 448916 ivory ktsc-22i 448929 ktsc-21i 448919 dimensions  (mm) dia. 11.5 (13 at base) w. 12, d.12 h. 5.7 inc.1.5 for base h. 4.0  

 dual in-line, surface mount 01945 47 47 47  01945 47 48 49  sales@angliac.com www.angliac.com switches 571 oko type ksw1s, ksw2s a range of low profile, surface mount dil switches offering a choice of poles in two styles. gold plated spst contacts are desig ned to ensure stable operation and are housed in black moulded bodies, flame retardant to ul94v-0. ksw1s series are tape sealed to withstand w ave soldering and pcb washing. supplied in sticks, with the option of reels on the top slide switch. low profile "ic package" body with flush actuators. top tape sealed. choice of packaging method. 1 2 3 4 o n o n o k o 1 2 3 4 5 6 7 8 specification contact rating non-switching................................. 100ma, 50vdc switching........................................ 25ma, 24vdc contact resistance initial .............................................. 50m ? max. after life test ................................... 100m ? max. operating force .......................................... 1000g max. insulation resistance ................................. 1000m ? at 100vdc dielectric strength ..................................... 500vdc for 1 minute operating temperature range ................... -30? to +85? life expectancy mechanical ...................................... 3,000 operations per pole electrical .......................................... 2,000 operations per pole performance tests terminal solderability ........................ 3 sec max. at 230? vibration............................................ to mil-std-202f method 204d initial switch position................................. all positions ?n (top slide) ?ff (piano key) top slide actuator - type ksw1s  surface mount  choice of  two styles  high stability gold plated  spst wiping contacts  low profile, flame retardant nylon bodies  tape sealed (ksw1s)  tinned terminations  body colour  black 9.7 7.62 6.0 3.25 0.5 0.6 2.54 on oko 12 3 4 5 6 7 8 1.4 tape seal 0.25 l dimensions (mm) low profile body with extended piano key actuators. supplied in sticks. piano key actuator - type ksw2s 6.3 0.6 o n 1 2 3 4 5 6 7 8 0.5 2.54 1.4 9.7 7.62 0.25 1.0 l 8.6 1.0 dimensions (mm) stick tape & reel length (l) manf. part no. &  manf. part no. & type (mm) order code order code 2 pole on-off 5.08 ksw1s02t ksw1s02tt 3 pole on-off 7.62 ksw1s03t ksw1s03tt 4 pole on-off 10.90 ksw1s04t ksw1s04tt 5 pole on-off 13.44 ksw1s05t ksw1s05tt 6 pole on-off 15.98 ksw1s06t ksw1s06tt 7 pole on-off 18.52 ksw1s07t ksw1s07tt 8 pole on-off 21.06 ksw1s08t ksw1s08tt 9 pole on-off 23.60 ksw1s09t ksw1s09tt 10 pole on-off 26.14 ksw1s10t ksw1s10tt 12 pole on-off 31.22 ksw1s12t ksw1s12tt stick length (l) manf. part no. & type (mm) order code 2 pole on-off 6.08 ksw2s02r 3 pole on-off 8.62 ksw2s03r 4 pole on-off 11.90 ksw2s04r 5 pole on-off 14.44 ksw2s05r 6 pole on-off 16.98 ksw2s06r 7 pole on-off 19.52 ksw2s07r 8 pole on-off 22.06 ksw2s08r 9 pole on-off 24.60 ksw2s09r 10 pole on-off 27.14 ksw2s10r  raised actuators available to special order through hole dil switches shown overleaf >  >  >  > cat/0136  

 dual in-line 01945 47 47 47  01945 47 48 49  sales@angliac.com www.angliac.com 572 switches oko type ksw1h, ksw2h a range of high quality, yet cost effective, low profile dil switches offering a choice of poles in two styles. gold plated spst  contacts are designed to ensure stable operation and are housed in black moulded bodies, flame retardant to ul94v-0. bases are sealed to prev ent flux contamination. ideal for applications such as data processing, communications, remote controls and burglar alarm systems. supplie d in tubes. 1 2 3 4 o n o n o k o 1 2 3 4 5 6 7 8 specification contact rating non-switching................................. 100ma, 50vdc switching........................................ 25ma, 24vdc contact resistance initial .............................................. 50m ? max. after life test ................................... 100m ? max. operating force .......................................... 1000g max. insulation resistance ................................. 1000m ? at 100vdc dielectric strength ..................................... 500vdc for 1 minute operating temperature range ................... -30? to +85? life expectancy mechanical ...................................... 3,000 operations per pole electrical .......................................... 2,000 operations per pole performance tests terminal solderability ........................ 5 sec max. at 260? vibration............................................ to mil-std-202f method 204d initial switch position................................. all positions ?n (top slide) ?ff (piano key) top slide actuator - type ksw1h piano key actuator - type ksw2h  through hole terminals  choice of  two styles  high stability gold plated  spst wiping contacts  low profile, flame retardant nylon bodies  sealed bases  gold plated terminations  body colour  black 7.62 6.0 3.25 on oko 12 3 4 5 6 7 8 0.5 3.2 0.6 2.54 1.4 0.6 l o n 1 2 3 4 5 6 7 8 7.62 3.2 6.3 2.54 1.4 0.6 0.5 1.0 l 8.6 1.0 length (l) manf. part no. & type (mm) order code 2 pole on-off 5.08 ksw1h02r 3 pole on-off 7.62 ksw1h03r 4 pole on-off 10.90 ksw1h04r 5 pole on-off 13.44 ksw1h05r 6 pole on-off 15.98 ksw1h06r 7 pole on-off 18.52 ksw1h07r 8 pole on-off 21.06 ksw1h08r 9 pole on-off 23.60 ksw1h09r 10 pole on-off 26.14 ksw1h10r 12 pole on-off 31.22 ksw1h12r length (l) manf. part no. & type (mm) order code 2 pole on-off 6.08 ksw2h02r 3 pole on-off 8.72 ksw2h03r 4 pole on-off 11.90 ksw2h04r 5 pole on-off 14.44 ksw2h05r 6 pole on-off 16.98 ksw2h06r 7 pole on-off 19.52 ksw2h07r 8 pole on-off 22.06 ksw2h08r 9 pole on-off 24.60 ksw2h09r 10 pole on-off 27.14 ksw2h10r dimensions (mm) dimensions (mm)  flush actuators, with or without tape sealing  available to special order low profile body with extended piano key actuators. low profile "ic package" body with raised actuators.  auto-insertable splayed terminals available to special order  cat/0136  

 dual in-line 01945 47 47 47  01945 47 48 49  sales@angliac.com www.angliac.com switches 573 excel type edg, epg a range of good quality, yet highly cost effective dil switches offering a choice of poles in two styles. gold plated spst wipin g contacts are housed in blue moulded bodies, flame retardant to ul94v-0, with epoxy sealed bases to prevent flux contamination. ideal for appl ications such as data processing, communications, remote controls and burglar alarm systems. supplied in tubes. o n e c e 1 2 3 4 5 67 8 on ece 1 2 3 4 specification contact rating............................. non-switching, 100ma, 50vdc switching, 25ma, 24vdc contact resistance ..................... 50m ? max. (initial) 100m ? max. (after life test) operating force .......................... 800g max. insulation resistance  ................. 1000m ? min. at 100vdc dielectric strength  ..................... 500vdc for 1 minute operating temperature range ................... -25? to +70? life expectancy......................................... 3,000 operations per pole performance tests: terminal solderability........................ 95% cover after 5 sec at 230? terminal heat shock ......................... 260? for 5 sec vibration ........................................... to mil-std-202f method 204d initial switch position................................. all positions ?n (top slide) ?ff (piano key) top slide actuator - type edg piano key actuator - type epg  through hole terminals  cost effective  choice of  two styles  gold plated  spst wiping contacts  flame retardant bodies  sealed bases  body colour  blue on ece 123 4 l 9.7 6.6 3.0 0.6 2.54 1.9 7.6 on ece 123 4 l 9.7 2.54 3.0 0.6 11.3 9.7 7.6 manf. type length (mm) part no. order code 1 pole on-off 3.9 edg101s 447001a 2 pole on-off 6.7 edg102s 447002a 3 pole on-off 9.2 edg103s 447003a 4 pole on-off 11.7 edg104s 447004a 5 pole on-off 14.2 edg105s 447005a 6 pole on-off 16.7 edg106s 447006a 7 pole on-off 19.2 edg107s 447007a 8 pole on-off 21.7 edg108s 447008a 9 pole on-off 24.2 edg109s 447009a 10 pole on-off 26.7 edg110s 447010a 12 pole on-off 31.8 edg112s 447012a manf. type length (mm) part no. order code 2 pole on-off 6.7 epg102a 447102a 3 pole on-off 9.2 epg103a 447103a 4 pole on-off 11.7 epg104a 447104a 5 pole on-off 14.2 epg105a 447105a 6 pole on-off 16.7 epg106a 447106a 7 pole on-off 19.2 epg107a 447107a 8 pole on-off 21.7 epg108a 447108a 9 pole on-off 24.2 epg109a 447109a 10 pole on-off 26.7 epg110a 447110a 12 pole on-off 31.8 epg112a 447112a dimensions (mm) dimensions (mm) tape sealed switches available to special order cat/0312  

 rotary, surface mount, encoded 01945 47 47 47  01945 47 48 49  sales@angliac.co.uk www.angliac.co.uk 574 switches excel type erd a range of miniature, surface mount, rotary switches with bcd or hexadecimal encoding. screwdriver adjustment with gold plated c ontacts housed in black moulded bodies, flame retardant to ul94v-0. fully sealed construction. choice of stick or tape and reel packaging .  surface mount  bcd or  hexadecimal real codes  option of 8 or 10 position bcd  screwdriver adjust  flame retardant bodies  fully sealed  supplied in sticks or taped & reeled  body colour  black 0 1 2 3 4 5 6 7 10 10 bcd 8 positions 0 1 2 5 6 7 8 e b d 3 4 9 a c f hexadecimal 16 positions 0 1 2 3 4 5 6 9 7 8 bcd 10 positions 1.2 3.3 7.7 14.2 2.54 2.54 12.6 0.6 5.0 0.25 5.08 2.54 0.6 8 c 2 1 c 4 dimensions (mm) & connections pad pattern coding table pins position 8421 00000 10001 20010 30011 40100 50101 60110 70111 81000 91001 a1010 b1011 c1100 d1101 e1110 f1111 specification contact rating............................. non-switching, 100ma, 50vdc switching, 25ma, 24vdc contact resistance........................ 100m ? max. at 5vdc, 10ma operating force  ......................... 500g max. insulation resistance .................. 1000m ? min. at 100vdc dielectric strength ...................... 250vac for 1 minute operating temp. range ............... -25c to +70c life expectancy .......................... 10,000 cycles min. performance tests terminal solderability ...... 95% cover after 5 sec at 230c terminal heat shock........ 260c for 10 sec, 280c for 2 sec (resistant to ir reflow soldering heat) vibration.......................... to mil-std-202f method 204d type positions order code bcd 8 sr008 bcd 10 sr010 hexadecimal 16 sr016 type positions order code bcd 8 sr008tr bcd 10 sr010tr hexadecimal 16 sr016tr complementary code types are available to special order choice of packaging method. 8 pos. 10 pos. 16 pos. stick tape & reel  

 rotary, encoded 01945 47 47 47  01945 47 48 49  sales@angliac.co.uk www.angliac.co.uk switches 575 pins position 8421 00 0 0 0 10 0 0 1 20 0 1 0 30 0 1 1 40 1 0 0 50 1 0 1 60 1 1 0 70 1 1 1 81 0 0 0 91 0 0 1 a1 0 1 0 b1 0 1 1 c1 1 0 0 d1 1 0 1 e1 1 1 0 f1 1 1 1 8 pos. 10 pos. 16 pos. excel type erd a range of miniature, through hole, rotary switches with bcd or hexadecimal encoding. gold plated contacts are housed in blue mo ulded bodies, flame retardant to ul94v-0. fully sealed construction. choice of screwdriver or finger adjustment with optional spindle cover ava ilable (coloured white) to aid position identification. switches supplied in tubes.  through hole terminals  bcd or  hexadecimal real codes  option of 8 or 10 position bcd  screwdriver or finger adjust  optional spindle cover aids position identification  flame retardant bodies  fully sealed  body colour  blue 0 1 2 3 4 5 6 7 10 10 bcd 8 positions 0 1 2 5 6 7 8 e b d 3 4 9 a c f hexadecimal 16 positions 0 1 2 3 4 5 6 9 7 8 bcd 10 positions finger adjust 0 1 2 3 4 5 6 7 0 1 2 5 6 7 8 e b d 3 4 9 a c f 0 1 2 3 4 5 6 9 7 8 screwdriver adjust 7.62 5.0 3.5 5.4 0.25 5.08 2.54 0.6 ?3.75 7.0 8 c 2 1 c 4 dimensions (mm) & connections coding table specification contact rating............................. non-switching, 100ma, 50vdc switching, 25ma, 24vdc contact resistance........................ 100m ? max. at 5vdc, 10ma operating force  ......................... 500g max. insulation resistance .................. 1000m ? min. at 100vdc dielectric strength ...................... 250vac for 1 minute operating temp. range ............... -25c to +70c life expectancy .......................... 10,000 cycles min. performance tests terminal solderability ...... 95% cover after 5 sec at 230c terminal heat shock........ 260c for 10 sec, 280c for 2 sec (resistant to ir reflow soldering heat) vibration.......................... to mil-std-202f method 204d type positions order code bcd 8 447501a bcd 10 447505a hexadecimal 16 447509a type positions order code bcd 8 447515a bcd 10 447519a hexadecimal 16 447525a spindle cover 447500a complementary code types are available to special order choice of adjustment method. screwdriver adjust finger adjust el & 0el /e eu n9w37bpep-sps nysp27swspsei7wc4k w3qpsei7wc4k  

 microswitches 01945 47 47 47  01945 47 48 49  sales@angliac.co.uk www.angliac.co.uk 576 switches manf. type part no. order code 14.5mm lever (as illus.) m4l14 449401 16.5mm lever m4l16 449403 yokudo type m series  micro-miniature - type m5 two well established styles of lever operated microswitches offering a choice of size. very small switches with solder/pcb terminals. rated 3a at 125vac. lever length 14mm. n.b. other lever lengths available to special order. specification contact arrangement ................. single pole changeover contact material......................... silver contact rating............................. 3a, 125vac / 2a, 30vdc contact resistance........................ 30m ? max. operating force .......................... 40gf max. insulation resistance .................. 100m ? min. at 500vdc dielectric strength ...................... 500vac for 1 minute operating temp. range ............... -25c to +65c life expectancy .......................... 1,000,000 operations (mechanical) 30,000 operations (electrical)  two established styles  standard mounting hole centres  lever operated  single pole changeover  very competitvely priced manf. type part no. order code 14mm lever m5l14 449501 manf. type part no. order code 25mm lever m4l25b 449402 sub-miniature (v4) - type m4 small v4 style switches with option of solder or pcb terminals. rated 5a at 125vac. n.b. other lever lengths and roller lever operation available to special order. specification contact arrangement ................. single pole changeover contact material......................... silver contact rating............................. 5a, 125vac / 2a, 250vac 3a, 14vdc / 2a, 30vdc contact resistance........................ 50m ? max. operating force .......................... 25gf max. insulation resistance .................. 100m ? min at 500vdc dielectric strength ...................... 1000vac for 1 minute operating temp. range ............... -25c to +80c life expectancy .......................... 1,000,000 operations (mechanical) 200,000 operations (electrical) dimensions (mm) dimensions (mm) 14 12.7 5.2 1.2 ?2.2 6.5 1.5 3.5 2.0 3-0.9 6.5 3.15 5.08 5.08 8.8 10.4 3.6 5.7 5.8 0.4 com no nc t0.3 ?2.0 14.5 (16.5) 7.5 t0.3 4.0 3.0 2.0 10.6 2.9 2.5 ?2.5 8.8 7.3 5.1 9.5 19.8 3.2 6.4 6.4 9.5 12.0 14.0 (14.2) 0.6 com no nc ?2.35 1.6 22.6 7.5 4.0 3.0 2.0 10.6 2.9 2.5 ?2.5 8.8 7.3 5.1 9.5 19.8 1.2 6.4 7.0 9.5 12.1 15.3 0.6 com no nc ?2.35 1.6 t0.3 3.5 solder terminals choice of 14.5mm or 16.5mm lever length. pcb terminals lever length 25mm.  
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