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		  Datasheet File OCR Text:


		  luxeon 3535l product characteristics at 100 ma and 25c nominal   cct part   number color rendering index typical   r9 luminous flux (lm) effcacy typ.  lm/w forward  voltage typ. minimum typical minimum typical 2700k MXA8-PW27-0000 80 82 r9>0 28 36 118 3.05 2700k mxa9-pw27-0000 85 92 r9>50 26 30 98 3.05 3000k mxa8-pw30-0000 80 82 r9>0 32 37 121 3.05 3500k mxa8-pw35-0000 80 82 r9>0 32 37 121 3.05 4000k mxa7-pw40-0000 70 72 na 36 42 137 3.05 4000k mxa8-pw40-0000 80 82 r9>0 32 39 128 3.05 5000k mxa8-pw50-0000 80 82 r9>0 32 39 128 3.05 5700k mxa8-pw57-0000 80 82 r9>0 32 39 128 3.05 6500k mxa8-pw65-0000 80 82 r9>0 32 39 128 3.05 luxeon 3535 mid-power family brings industry-leading performance and reliability to mid-power leds for the lighting  market.  offered in the full cct range from 2700k-6500k and with 70, 80 and 90 cri, luxeon 3535 and luxeon 3535l  enables designs for distributed light sources that meet the most demanding color quality requirements.  the luxeon 3535  family is engineered for both consumer and professional applications and incorporates the same philips lumileds technology  that has made our high-power products legendary in the market.  features ?	 high effcacy up to 165 lm/w at    60 ma ?	 full range of ccts2700k to 6500k ?	 compact 3535 form factor ?	 min 70 and 80 guaranteed and 90 cri  typical ?	 philips lumileds technology ?	 supports energy star ?  lumen  maintenance certifcation requirements key applications ?	 lamps ?	 indoor area lighting ?	 downlight ?	 outdoor  ?	 architecture ?	 high bay & low bay benefts ?	 enables cost effective and highly effcient  system ?	 ability to achieve indoor color quality  requirements ?	 high lumen density for unique  designs  luxeon 3535 mid-power family offce and general illumination solutions 

 roh s compliant v f  bins for luxeon 3535 and luxeon 3535l bin code minimum  forward voltage (v) maximum  forward voltage (v) t 2. 2.9 v 2.9 .0 w .0 .1  .1 .2  .2 .  . . v f  bins for luxeon 3535 2d f 5 5  5    2  2  k   l   tested and binned at 25c, if = 100 ma.  tester tolerance 0.10v. flux bins for luxeon 3535 and luxeon 3535l bin code min photometric   flux (lm) max photometric   flux (lm) j 2 2 k 2 2 l 2  m  0 p  0     flux bins for luxeon 3535 2d a 55 0 b 0 5 c 5 0 d 0 5 e 5 0 tested and binned at 25c, if = 100 ma.  tester tolerance 7.5%. pb202  len 55 product brief  20102 201 philips lumileds lighting company. all rights resered.    len is a registered trademar of the philips lumileds lighting  company in the nited tates and other countries. www.philipslumileds.com www.philipslumileds.cn.com philips lumileds lighting company shall not be liable for any ind of loss of data or any other damages, direct, indirect or conseuential, resulting from the use of the proided information and data. although    philips lumileds lighting company has attempted to proide the most accurate information and data, the materials and serices information and data are proided as is and philips lumileds lighting company  neither warranties, nor guarantees the contents and correctness of the proided information and data. philips lumileds lighting company reseres the right to mae changes without notice.    ou as user agree to this disclaimer and user agreement with the download or use of the proided materials, information and data. luxeon 3535 2d product characteristics nominal   cct part   number color rendering index typical   r9 luminous flux (lm) effcacy typ.  lm/w forward  voltage typ. minimum typical minimum typical 2700k mcpw27 0 2 0 55 5 107 .1 000k mcpw0 0 2 0 55  10 .1 500k mcpw5 0 2 0 55  10 .1 000k mcpw0 0 2 0 0 70 115 .1 5000k mcpw50 0 2 0 0 70 115 .1 5700k mcpw57 0 2 0 0 70 115 .1 500k mcpw5 0 2 0 0 70 115 .1 luxeon 3535 product characteristics at 100 ma and 25c nominal    cct (k) part number junction temp.    c color rendering index    ra (min) luminous flux (lm) effcacy typ.  lm/w forward voltage  ty p. minimum typical 2700k mmpw27 25 0 2 2 10 .1 000k mmpw0 25 0 0  107 .1 500k mmpw5 25 0 0  110 .1 000k mmpw0 25 0 0  11 .1 5000k mmpw50 25 0 0  11 .1 5700k mmpw57 25 0 0  11 .1 500k mmpw5 25 0 0  11 .1 000k mm7pw00000 25 70 2 9 11 .1 5000k mm7pw500000 25 70 2 9 11 .1 5700k mm7pw570000 25 70 2 9 11 .1 500k mm7pw50000 25 70 2 9 11 .1   
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