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		  Datasheet File OCR Text:


		  31 dc power supply plugs / jacks 1. all products in this series in conformity jeita standard rc-5320a [plugs and jacks for coupling an external (unified polarity type)]. a large number of variation are available for any application.  2. an smd-ready type model has a frame which provides resistance to twisting force. *twisting force : 49n ?cm (5kgf ?cm) 3. lgp6531-0800f out of the voltage categories of 4 have safety provision for momentary current shut-off resulting from twisting force. 4. 94v-0 material used for the housing.  features   product variation voltage  classification 1 lgp1831-0300f lgp2231-0100f lgp6501-0101f 2 lgp3131-0400f lgp2631-0200f lgp6531-0601f lgp3131-02 f 3 lgp3331-0100f lgp3131-080 4f lgp3131-0901f lgp6531-0800f lgp0038-0100f 4 lgp6531-1500f lgp0038-0901f 5 lgp0038-1601f rating voltage range[v] plug harness part no. through hole smd lead wiring jack lgp1831-02 f lgp2631-01 f llp0141- 00f llp0142- 00f llp0143- 00f dc 10.5 32 dc power supply plugs / jacks  standard plug gauge material: hardening stainless steel or gauge steel. surface roughness shall be 0.8s, excluding handle of plug gauge.  ap cp ep fp gp hp size class 1 ?.75 ?.40 c0.35 c0.35 (9.5) (8.5) 2 ?.75 ?.05 c0.35 c0.35 (9.5) (8.5) 3 ?.75 ?.8 c0.35 c0.35 (9.5) (8.5) unit: mm a type ap bp cp dp ep fp size class 4 ?.95 ?.05 ?.55 ?.3 c0.35 c0.35 5 ?.35  6.05 ?.55 ?.3 c0.35 c0.35 unit: mm b type gp hp ip jp kp lp size class 4 (9.5) (8.5) c0.25 2.5 1.5 r0.475 5 (9.5) (8.5) c0.25 2.5 1.5 r0.675 ep hp gp fp ap cp ip fp ep ap dp bp cp lp kp jp hp gp  specification 2. contact resistance: 30m ? max. 3. insulation resistance: 100m ? min. 500v dc 4. withstanding voltage: ac500v (for one minute)  5. insertion force: per individual spec sheet  6. withdrawal force: per individual spec sheet  7. twisting force: 49n ?cm (5kgf ?cm) 8. operating temperature:  3hulqglylgxdovshfvkhhw 9. polarized outside electrode of the plug shall have a negative (? polarity. center electrode shall have positive (+). other particulars are in accordance to jeita standard rc-5320a. 1. rating voltage classification 1 2 3 4 5 3.15v  6.3v 10.5v  13.5v  18.0v  rated voltage rated current dc 2a  for products capable of handling greater than 2a dc, please contact our sales personnel. standard plug gauge a type b type  application  mobile phones and small portable equipment, etc. (class1) small portable equipment, camcorders and game machines, etc. (class2) camcorders and small printer, etc. (class3) printers, scanners and pcs, etc. (class4&5) dc power supply plugs / jacks

 33 dc power supply plugs / jacks  circuits dc power supply jacks (jeita rc-5320a) voltage classification rating voltage range [v] (smd type) 6.3 4 1.8 3.8 ?.75 12 8.5 2.8 5 3 3 4.5 2-?.2 3 4 2 (land) (land) 3 4 2 1.8 3.5 2-2.1x2.6 31.3 7.2 3-2.4x1.8 2-?.4 (hole) 0.1 2.9 1.1 5.7 8.5 lgp1831-0200f lgp1831-0201f (taping) 1 v dc 3.15 < = circuits 3.8 1.8 2.5 6.3 0.6 3 3 4.5 3-1 5 8.5 12 2.8 2-1.2 ?.65 ?.75 4 3 4 2 35.7 1.3 4.5 7.2 8.5 3.9 2-?.4(hole) 0.5 4 1.53.2 2-1.7x0.8 (hole) 3-1.5x0.8 (hole) 2.2 3 2 lgp1831-0300f part no. dimension / circuits p.c. board dimension (the pattern side) circuits 6.5 2.5 11.2 1.8 2-? 2-1 ?.6 ?.75 ?.65 1 4 3.21.5 4.42 0 4 9 9.5 11.6 0.6 2.2 3 4 2 0 0 4 9.5 9 11.6 1.5 3.2 4 1 2-?.2 2-1.5x0.8 ? 3 4 2 lgp2231-0100f circuits ?.4 8 12.5 1.5 1.5 1.5 0.3 1.5 2-? 3-1.2 (3) 6.54 1 5.3 8.3 1.2 0 4 6.5 12 11.9 1.7 4 ?.65 3 4 2 2-?.2 0 4 4 6.5 12 0 11.9 3-1.6x1 21.7 3 2 4 lgp6501-0101f 2 dc 3.15 3 dc 6.3 circuits 2.2 3.1 2.3 7.8 4.5 1.5 3-3.2x2.2 (land) 5.7 8.4 0.1 1.4 2-?.7 (hole) 2-3.1x3.0 (land) 3 2 4 lgp2631-0100f lgp2631-0101f  (taping) 3 4 2 ?.4 ?.65 7.1 11.5 6.2 4 2.7 5.2 2.6 2.5 4.5 2-?.5 0.8 4 internal : 2a external : 2a lgp2631-0100f : manual soldering lgp2631-0101f : reflow soldering dc power supply jacks (jeita rc-5320a) voltage classification rating voltage range [v] 2 dc 3.15 lgp3131-0801f (smd type)  circuits 3 4 2 4 2 3 2.7 2.54.5 1.5 7.8 5.7 8.4 1.7 0.4 3-3.2x2.2 (land) 2-?.3 (hole) 2.5 3.3 2-3.1x3.0 (land) 7 11.5 3.9 4 6.2 3.1 7.9 4.35 4 2-?.2 2.5 4.5 0.7 internal : 2a external : 2a reflow soldering 35 dc power supply plugs / jacks  circuits 4 3 2 1.7 0.4 7.8 1.5 2.5 5.7 8.4 3 3.8 3-3.2x2.2 (land) 2-0.8x2.3 (hole) 2.7 2-?.3 (hole) 4 - r 0 .4 lgp3131-0901f 3 4 2 3.9 7 11.5 6.2 3.1 2.3 0.7 3.8 3 4.35 7.9 4 4 2.5 4.5 1.8 2-?.2 internal : 2a external : 2a [t=0.8] reflow soldering lgp3131-0200f lgp3131-0201f  (taping) (smd type)  circuits 7.9 4.6 ?.15 12 8 2.5 5 4 4.5 ?.65 2-? 6.6 3.11 3.2 2-?.2 (hole) 2.4 3.6 2.9 2-3.2x3.2 (land) 3-3.2x2.4 (land) 0.1 1 6.3 4.5 4.2 7.4 2 3 4 3 4 2 internal : 2a external : 2a lgp3131-0200f : manual soldering lgp3131-0201f : reflow soldering circuits 10.5 12.5 2-?.2 0 8.2 10.4 3-1.2 4 ?.15 ?.65 0.9 2.2 4 2 4.8  7.1 2.5 3.31 0 5 8.2 10.4 42 3-1.6x1 2-?.6 (hole) (hole) 0.9 2.2 4.8 3 2 4 lgp3331-0100f 3 4 2 dc power supply jacks (jeita rc-5320a) voltage classification rating voltage range [v] 3 dc 6.3 circuits 5 dc 13.5 circuits 10 12.5 2 2 9 2-?.5 3 3-2 ?.9 5 ?.05 11.5 3.5 1 6.5 ?.0 ? 5 2-?.6 4.5 3-1x2.5 9 6 33 3 4 2 (hole) (hole) lgp6531-0800f 2 4 3 internal : 3a external : 5a [t=1.2 to 1.6] flow soldering circuits lead wiring lgp0038-0100f 13 14.5 3.8 1 2 1.5 2 1.5 9 ?.9 7 6.3 10.1 ?.05 ? 8 12 3 2 external : 5a manual soldering circuits 2 3 4 center for  mounting 4.5 5 2-?.6 3-1x2.5 6 9 33 lgp6531-1500f 5 9 (plug insertion depth) (center for mounting) 3-2 3 2-?.5 10 12.5 22 11.5 6.5 ? ?.9 ?.05 ? 1 3.5 internal : 3a external : 5a [t=1.2 to 1.6] flow soldering 3 4 2 through hole reflow 11 5 3 2 (2) 12.5 3-2 k h 2-?.5 ? 12.5 71 5 2-?.6 (hole) 3-1x2.5 4.5 3 3 6 9 3 2 4 (hole) lgp7031-05 f hk 00 3.5 3.8 01 2.0 2.0 3 4 2 internal : 3a external : 5a [t=1.1 to 1.6] flow soldering reflow soldering (bottom view) (bottom view) (bottom view)

 circuits lead wiring lgp0038-0901f 12 12.5 10 4 3.5 4 12 10 5.7 3 4.9 ?.6 1.5 2 10.4 external : 6a manual soldering circuits lead wiring lgp0038-1601f 12 12.2 10 5.2 4 1.5 3.5 1.5 4.5 5.5 5.5 4.9 6.5 ? external : 6a manual soldering 37 dc power supply plugs / jacks dc power supply jacks (jeita rc-5320a) voltage classification rating voltage range [v] 5 dc 13.5 l 9 1 24 1 9.5 1.5 3.5 7 3 5 3 (10) (10) ?.5 ?.5 ? ?.4(pin diameter) 4.5 6.3 28.9 ? llp0170- 00f 5 dc 13.5
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