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		  Datasheet File OCR Text:


		      s15gbu20-c ~ s15gbu80-c  voltage 200v ~ 800v  15.0amp glass passivited bridge rectifiers   elektronische bauelemente    29-jun-2012 rev. a  page  1  of  2     http://www.secosgmbh.com/  any changes of specification will not be informed i ndividually.     rohs compliant product     features     ideal for printed circuit board     reliable low cost construction utilizing      molded plastic technique     plastic material has underwriters laboratory    flammability classification 94v-0     mounting position: any         these are halogen & pb free components         this series is ul recognized under component inde x,  file number e255340                  maximum ratings and electrical characteristics  (rating 25  c ambient temperature unless otherwise specified. s ingle phase half wave, 60hz, resistive or inductive  load.  for capacitive load, de-rate current by 20%.)  parameter  symbol   part number  unit  s15gbu20-c   S15GBU40-C   s15gbu60-c   s15gbu80-c   maximum recurrent peak reverse voltage  v rrm   200  400  600  800  v  average rectified  output current @50hz  sine wave, r-load  t c =100c  (with heat sink)  i o   15  a  t a =25c  (without heat sink)   3.2  peak forward surge current @   50h z  sine wave, 1 cycle, t a =25c  i fsm   200  a  maximum peak forward voltage 3   v fm   1.1  v  peak reverse current  2   i rrm   10   a  i 2 t rating for fusing @1ms  t  8.3ms,  t j =25c,rating of per diode  i 2 t  166  a 2 s  mounting torque @   recommend  torque:5kgcm  tor  8  kg ? cm   dielectric strength 1   vdis  2  kv  typical thermal resistance (with heat sink)  r  jc   5   c/w  typical thermal resistance(without heat sink)   r  ja   23   c/w   typical thermal resistance(without heat sink)   r  jl   4.2   c/w   operating and storage temperature range  t j ,t stg   150, -40~150   c  notes      1.  terminals to case  ac 1 minute  2.  v rm =v rrm , pulse measurement, rating of per diode.  3.  i fm =7.5a, pulse measurement, rating of per diode  gbu  ref.   millimeter   ref.   millimeter   min.   max.   min.   max.   a   21.7   22.3   i   1.8   2.2   b   18.2   18.8   j   1.8   2.2   c   3.15   3.55   k   0.4   0.6   d   17.5   18.5   l   9 .9   10.1   e   1.8   2.2   m   5.2   5.8   f   0.9   1.2   n   3.3   3.8   g   3.4   3.8   p   3     45    h   5   5.2          

     s15gbu20-c ~ s15gbu80-c  voltage 200v ~ 800v  15.0amp glass passivited bridge rectifiers   elektronische bauelemente    29-jun-2012 rev. a  page  2  of  2     http://www.secosgmbh.com/  any changes of specification will not be informed i ndividually.       ratings and characteristic curves                                                               
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