

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						AM29F0			BAT54TS			2SC6011			SDC36B			AT24C			39BSD			60201			PIC16C7			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				A6D18RA29AM233 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  cardedge modified bellows d escription /a pplication the holmberg ? line of modified bellows cardedge connectors are dual readout and are designed for reliable termination to double sided pcb boards. d esign a dvantages  sizes from 6 to 65 dual positions.  contact mating surface optimizes reliability by concentrating the normal force in the actual contact area. ?mounting ear options accomodate both panel and pc board attachment. ?solder stand-offs facilitate cleaning.  bifurcated contact design provides redundant points of contact to  maximize reliability.  tail lengths available to accomodate .062" through .125" thick pcb boards and wire wrap termination.  straight or right angle contact  configurations. thomas & betts electronics/oem division  tel: 901-252-5000  fax: 901-252-1312 holmberg  modified bellows cardedge connectors bifurcated contact design provides maximum reliability 333

 cardedge modified bellows 342 thomas & betts electronics/oem division  tel: 901-252-5000  fax: 901-252-1312 dimensions shown are for reference only. dimension s are in inches. .156" centerline .200" row-to-row  straight dip solder  and wire wrap tails p hysical p roperties i nsulation r esistance : 5000 megohms minimum. i nsertion /w ithdrawal f orce (d aughter c ard ): 8 oz./2oz. average contact pair using .0620 steel blade. i nsulator b ody : glass filled thermoplastic,  ul rating 94v-o. high temp. plastic option is  available; add suffix m399 to catalog number. c olor : black  c ontacts : high strength copper alloy. c ontact p lating : 50 microinches nickel  underplate with 30 microinches gold in the mating area, tin/lead on tails, 100 microinches minimum e lectrical p roperties o peration v oltage :  1500 vdc (sea level) c urrent r ating : 3 amperes i nitial c ontact r esistance : 10 milliohms e nvironmental p roperties o perating t emperature : -55?c to +125?c t emperature c ycling : mil-std-202 method 107 v ibration :  mil-std-202 m ethod 204 a ccessories p olarization k ey : cat. # 98014-01,  see page 346 d aughter c ard see page 347 for layout lr49571 e60980 mounting styles section x  x .156 ref section x-x rotated 90 .156

 cardedge modified bellows 343 thomas & betts electronics/oem division  tel: 901-252-5000  fax: 901-252-1312 dimensions shown are for reference only. dimension s are in inches. o rdering i nformation  .156 "  centerline / .200 " row-to-row mounting ear options no. of centered centered no dual mounting ear mounting ear  mounting readout .125" thru 4-40 threaded ears positions hole insert abcde tail length .160" (dim ??  06 a6d06ds29a2 a6d06ds29b2 a6d06ds29c2 1.784 1.534 1.221 1.100 0.780 10 a6d10ds29a2 a6d10ds29b2 a6d10ds29c2 2.408 2.158 1.845 1.724 1.404 12 a6d12ds29a2 a6d12ds29b2 a6d12ds29c2 2.720 2.470 2.157 2.036 1.716 15 a6d15ds29a2 a6d15ds29b2 a6d15ds29c2 3.188 2.938 2.625 2.504 2.184 18 a6d18ds29a2 a6d18ds29b2 a6d18ds29c2 3.656 3.406 3.093 2.972 2.652 22 a6d22ds29a2 a6d22ds29b2 a6d22ds29c2 4.280 4.030 3.717 3.596 3.276 25 a6d25ds29a2 a6d25ds29b2 a6d25ds29c2 4.748 4.498 4.185 4.064 3.744 28 a6d28ds29a2 a6d28ds29b2 a6d28ds29c2 5.216 4.966 4.653 4.532 4.212 36 a6d36ds29a2 a6d36ds29b2 a6d36ds29c2 6.464 6.214 5.901 5.780 5.460 43 a6d43ds29a2 a6d43ds29b2 a6d43ds29c2 7.556 7.306 6.993 6.872 6.552 tail length .220" (dim ??   06 a6d06ds29a3 a6d06ds29b3 a6d06ds29c3 1.784 1.534 1.221 1.100 0.780 10 a6d10ds29a3 a6d10ds29b3 a6d10ds29c3 2.408 2.158 1.845 1.724 1.404 12 a6d12ds29a3 a6d12ds29b3 a6d12ds29c3 2.720 2.470 2.157 2.036 1.716 15 a6d15ds29a3 a6d15ds29b3 a6d15ds29c3 3.188 2.938 2.625 2.504 2.184 18 a6d18ds29a3 a6d18ds29b3 a6d18ds29c3 3.656 3.406 3.093 2.972 2.652 22 a6d22ds29a3 a6d22ds29b3 a6d22ds29c3 4.280 4.030 3.717 3.596 3.276 25 a6d25ds29a3 a6d25ds29b3 a6d25ds29c3 4.748 4.498 4.185 4.064 3.744 28 a6d28ds29a3 a6d28ds29b3 a6d28ds29c3 5.216 4.966 4.653 4.532 4.212 36 a6d36ds29a3 a6d36ds29b3 a6d36ds29c3 6.464 6.214 5.901 5.780 5.460 43 a6d43ds29a3 a6d43ds29b3 a6d43ds29c3 7.556 7.306 6.993 6.872 6.552 tail length .560" (dim ??  for wire wrap termination 06 a6d06ww29a3 a6d06ww29b3  1.784 1.534 1.221 1.100 0.780 10 a6d10ww29a3 a6d10ww29b3  2.408 2.158 1.845 1.724 1.404 12 a6d12ww29a3 a6d12ww29b3  2.720 2.470 2.157 2.036 1.716 15 a6d15ww29a3 a6d15ww29b3  3.188 2.938 2.625 2.504 2.184 18 a6d18ww29a3 a6d18ww29b3  3.656 3.406 3.093 2.972 2.652 22 a6d22ww29a3 a6d22ww29b3  4.280 4.030 3.717 3.596 3.276 25 a6d25ww29a3 a6d25ww29b3  4.748 4.498 4.185 4.064 3.744 28 a6d28ww29a3 a6d28ww29b3  5.216 4.966 4.653 4.532 4.212 36 a6d36ww29a3 a6d36ww29b3  6.464 6.214 5.901 5.780 5.460 43 a6d43ww29a3 a6d43ww29b3  7.556 7.306 6.993 6.872 6.552

 cardedge modified bellows 344 thomas & betts electronics/oem division  tel: 901-252-5000  fax: 901-252-1312 dimensions shown are for reference only. dimension s are in inches. .156" centerline right angle  dip solder tails .200" row-to-row .150" row-to-row   p hysical p roperties i nsulation r esistance : 5000 megohms minimum. i nsertion /w ithdrawal f orce (d aughter c ard ): 8 oz./2oz. average contact pair using .0620 steel test blade. i nsulator b ody : glass filled thermoplastic,  ul rating 94v-o. high temp. plastic option is  available; add suffix m399 to catalog number. c olor : black  c ontacts : high strength copper alloy. c ontact p lating : 50 microinches nickel  underplate with 30 microinches gold in the mating area, tin/lead on tails, 100 microinches minimum e lectrical p roperties o peration v oltage :  1500 vdc (sea level) c urrent r ating : 3 amperes i nitial c ontact r esistance : 10 milliohms e nvironmental p roperties o perating t emperature : -55?c to +125?c t emperature c ycling : mil-std-202 method 107 v ibration :  mil-std-202 m ethod 204 a ccessories p olarization k ey : cat. # 98014-01, see page 346 d aughter c ard see page 347 for layout lr49571 e60980 mounting styles section x  x .156 ref .156 section x-x rotated 90

 cardedge modified bellows 345 thomas & betts electronics/oem division  tel: 901-252-5000  fax: 901-252-1312 dimensions shown are for reference only. dimension s are in inches. o rdering i nformation  .156 "  centerline mounting ear options no. of centered no centered flush centered flush dual mounting ear mounting mounting ear mounting ear mounting mounting readout .125"  thru ears .125"  cross-drilled .125"  cross-drilled ear only ear only positions hole hole hole a b c d e g k .200" row-to-row (dim. ?? spacing 06 a6d06ra29a a6d06ra29c a6d06ra29e a6d06ra29f 1.784 1.534 1.221 1.100 0.780 0.470 0.290 10 a6d10ra29a a6d10ra29c a6d10ra29e a6d10ra29f 2.408 2.158 1.845 1.724 1.404 0.470 0.290 12 a6d12ra29a a6d12ra29c a6d12ra29e a6d12ra29f 2.720 2.470 2.157 2.036 1.716 0.470 0.290 15 a6d15ra29a a6d15ra29c a6d15ra29e a6d15ra29f 3.188 2.938 2.625 2.504 2.184 0.470 0.290 18 a6d18ra29a a6d18ra29c a6d18ra29e a6d18ra29f 3.656 3.406 3.093 2.972 2.652 0.470 0.290 22 a6d22ra29a a6d22ra29c a6d22ra29e a6d22ra29f 4.280 4.030 3.717 3.596 3.276 0.470 0.290 25 a6d25ra29a a6d25ra29c a6d25ra29e a6d25ra29f 4.748 4.498 4.185 4.064 3.744 0.470 0.290 28 a6d28ra29a a6d28ra29c a6d28ra29e a6d28ra29f 5.216 4.966 4.653 4.532 4.212 0.470 0.290 36 a6d36ra29a a6d36ra29c a6d36ra29e a6d36ra29f 6.464 6.214 5.901 5.780 5.460 0.470 0.290 40 a6d40ra29a a6d40ra29c a6d40ra29e a6d40ra29f 7.088 6.838 6.525 8.404 6.084 0.470 0.290 43 a6d43ra29a a6d43ra29c a6d43ra29e a6d43ra29f 7.556 7.306 6.993 6.872 6.552 0.470 0.290 .150" row-to-row (dim. ?? spacing 06 a6d06ra29am233 a6d06ra29cm233 a6d06ra29em233 a6d06ra29fm233 1.784 1.534 1.221 1.100 0.780 0.420 0.240 10 a6d10ra29am233 a6d10ra29cm233 a6d10ra29em233 a6d10ra29fm233 2.408 2.158 1.845 1.724 1.404 0.420 0.240 12 a6d12ra29am233 a6d12ra29cm233 a6d12ra29em233 a6d12ra29fm233 2.720 2.470 2.157 2.036 1.716 0.420 0.240 15 a6d15ra29am233 a6d15ra29cm233 a6d15ra29em233 a6d15ra29fm233 3.188 2.938 2.625 2.504 2.184 0.420 0.240 18 A6D18RA29AM233 a6d18ra29cm233 a6d18ra29em233 a6d18ra29fm233 3.656 3.406 3.093 2.972 2.652 0.420 0.240 22 a6d22ra29am233 a6d22ra29cm233 a6d22ra29em233 a6d22ra29fm233 4.280 4.030 3.717 3.596 3.276 0.420 0.240 25 a6d25ra29am233 a6d25ra29cm233 a6d25ra29em233 a6d25ra29fm233 4.748 4.498 4.185 4.064 3.744 0.420 0.240 28 a6d28ra29am233 a6d28ra29cm233 a6d28ra29em233 a6d28ra29fm233 5.216 4.966 4.653 4.532 4.212 0.420 0.240 36 a6d36ra29am233 a6d36ra29cm233 a6d36ra29em233 a6d36ra29fm233 6.464 6.214 5.901 5.780 5.460 0.420 0.240 40 a6d40ra29am233 a6d40ra29cm233 a6d40ra29em233 a6d40ra29fm233 7.088 6.838 6.525 8.404 6.084 0.420 0.240 43 a6d43ra29am233 a6d43ra29cm233 a6d43ra29em233 a6d43ra29fm233 7.556 7.306 6.993 6.872 6.552 0.420 0.240
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