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		  Datasheet File OCR Text:


		  ? all specifications are subject to change without notice. (1/2)  002-05 / 20050831 / e532_tsl0808.fm inductors tsl series  tsl0808 type for power line radial features � the tsl series feature low dc resistance and high current han- dling capacities, making them ideal for power supply line appli- cations. � these parts are manufactured to a high degree of dimensional  accuracy using non-flammable material (ul94v-0). � available in tape packaging to support automated mounting  machines. � this product conforms to the standards that are slated to be  introduced under the rohs directive. applications televisions, vcrs, personal computers, and other electronic  equipments. specifications product identification (1)series name (2)dimensions (3)packaging style (4)inductance value (5)inductance tolerance (6)rated current (7)lead-free compatible product packaging style and quantities operating temperature range ?20 to +85c [including self-temperature rise] storage temperature range ?40 to +85c[unit of products] terminal tensile strength 9.8n min. flow soldering condition 260c /10 seconds tsl 0808 ra- 3r3 m 3r8 - pf (1) (2) (3) (4) (5) (6) (7) 0808 ?8.5  8.3mm (lead pitch 5mm) ra taping(ammo-pack) sbulk 3r3 3.3  h 100 10  h k10% m20% 3r8 3.8a r67 0.67a pf lead-free compatible product packaging style quantity taping (ammo-pack) 1000 pieces/box bulk 500 pieces/10tray � conformity to rohs directive: this means that, in conformity with eu directive 2002/95/ec, lead, cadmium, mercury, hexavalent  chromium, and specific  bromine-based flame retardants, pbb and pbde, have not been used, except for exempted applications.

 � all specifications are subject to change without notice. (2/2)  002-05 / 20050831 / e532_tsl0808.fm inductors tsl series  tsl0808 type for power line radial shapes and dimensions electrical characteristics ? 1 rated current: value obtained when current flows and the temperature has risen to 25c or when dc current flows and the initial  value of inductance has  fallen by 10%, whichever is smaller. ? 2 : please specify packaging style, s(bulk) or ra(taping). typical electrical characteristics inductance change vs. dc superposition characteristics inductance (h) inductance tolerance q min. test  frequency l/q (hz) self-resonant frequency (mhz)min. dc  resistance ( ? )max. rated current (a) ? 1 max. part no. based on inductance change based on temperature rise 2.2 20% 10 1k/7.96m 45 0.015 5.6 3.9 tsl0808 ? 2 -2r2m3r9-pf 3.3 20% 10 1k/7.96m 34 0.017 4.5 3.8 tsl0808 -3r3m3r8-pf 4.7 20% 10 1k/7.96m 27 0.021 3.8 3.5 tsl0808 -4r7m3r5-pf 6.8 20% 10 1k/7.96m 22 0.025 3.2 3.1 tsl0808 -6r8m3r1-pf 10 10% 20 1k/2.52m 17 0.031 2.6 2.7 tsl0808 -100k2r6-pf 15 10% 20 1k/2.52m 13 0.042 2.1 2.4 tsl0808 -150k2r1-pf 22 10% 20 1k/2.52m 10 0.07 1.7 1.9 tsl0808 -220k1r7-pf 33 10% 20 1k/2.52m 8 0.092 1.4 1.5 tsl0808 -330k1r4-pf 47 10% 20 1k/2.52m 6.5 0.13 1.2 1.3 tsl0808 -470k1r2-pf 68 10% 20 1k/2.52m 5.4 0.16 1 1.1 tsl0808 -680k1r0-pf 100 10% 20 1k/796k 4.4 0.25 0.8 0.94 tsl0808 -101kr80-pf 150 10% 20 1k/796k 3.6 0.4 0.67 0.73 tsl0808 -151kr67-pf 220 10% 15 1k/796k 2.9 0.53 0.54 0.64 tsl0808 -221kr54-pf 330 10% 15 1k/796k 2.4 0.78 0.45 0.52 tsl0808 -331kr45-pf 470 10% 15 1k/796k 2 1 0.38 0.46 tsl0808 -471kr38-pf 680 10% 15 1k/796k 1.6 1.5 0.32 0.37 tsl0808 -681kr32-pf 1000 10% 30 1k/252k 1.3 2.2 0.26 0.3 tsl0808 -102kr26-pf 1500 10% 30 1k/252k 1.1 3.5 0.21 0.25 tsl0808 -152kr21-pf 2200 10% 50 1k/252k 0.88 6.4 0.17 0.21 tsl0808 -222kr17-pf 3300 10% 50 1k/252k 0.71 8.5 0.14 0.16 tsl0808 -212kr14-pf 4700 5% 50 1k/252k 0.68 12.2 0.15 0.13 tsl0808 -472jr13-pf ?8.50.3 8.30.5 51 5+0.8, ?0.5 ?0.620.05 weight: 1.5g dimensions in mm dc current ( a ) 0.01 0.1 0.3 0.03 3 110 10 3 1 100 1000 300 30 inductance (  h ) a l=0.1h c=20000  f test circuit dc universal bridge specimen yhp model-4275a or equivalent 68  h 47  h 15  h 10  h 33  h 22  h dc current ( a ) 0.01 0.1 0.3 0.03 3 110 100 30 10 1000 10000 3000 300 inductance (  h ) 1000  h a l=0.1h c=20000  f test circuit dc universal bridge specimen yhp model-4275a or equivalent 330  h 220  h 100  h 680  h 470  h 150  h
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