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		  Datasheet File OCR Text:


		  rev. page date description:   absolute encoder  1 of 3 05/2009 20050  sw  112 th   ave. tualatin, oregon  97062    p h o n e phone  503.612.2300   f a x fax  503.612.2383    part number:   MAS17 electrical specifications output signals g: gray code, n: natural binary, b: bcd (1000ppr only) output circuit npn open collector logic negative logic (h=0, l=1) current consumption 70ma or less (under no load) frequency response 20 khz supply voltage 5 v dc  5% output resolution (ppr) 256 (8 bit), 512 (9 bit), 1000, 1024 (10 bit)  max ouput current sink current each bit 4ma (output voltage resistance 7v) mechanical specifications max shaft loading,   radial:  1.9n (200gf) thrust: 1.9n (200gf) max rotational speed  6000 rpm shock resistance 500m/s 2 (50g), x, y, z each 3 times vibration proof 55 hz / 1.5mm 2h each x, y, z weight 30g (with 300mm cable) cable 256: outside diameter 3mm, 10-core vinyl wire insulated shield cable  (length 1m)  1024: vinyl wire (awg32) cable length 300mm  environmental specifications operating temp -10 to +70 c storage temp -20 to +80 c humidity  rh 35%~ 90%, non collecting ordering instructions    MAS17 - xxxx-x1  output type:  g  = gray code  n  = natural binary  b  = bcd (1000ppr only)  resolution (ppr):    256 = 256 ppr   512 = 512 ppr 1000 = 1000 ppr 1024 = 1024 ppr         

 rev. page date description:   absolute encoder  2 of 3 05/2009 20050  sw  112 th   ave. tualatin, oregon  97062    p h o n e phone  503.612.2300   f a x fax  503.612.2383    part number:   MAS17 output waveform  2 2 2 2 2 2 2 2 0 1 2 3 4 5 6 7 black ~ 0v(com) red ~ 5v +/- 5% brown ~ 2 0 orange ~ 2 yellow ~ 2 green ~ 2 blue ~ 2 purple ~ 2 gray ~ 2 white ~ 2 1 2 3 4 5 6 7 wiring  guide circuit connections 4ma max    cable shield vcc signal 0v

 3.0 0.118 20.0 0.787 0.394 10.0 4.0 0.157 rev. description date a new drawing 7/30/2007 specified 4 2 2 a 0.3mm unless otherwise tolerance: 3 2 2 website: www.cui.com rohs -- - - - - - - fax: 503-612-2383 9 blue/black 2 8 blue 2 7 green/black 2 6 green cable color output type output type cable color black red 0v power brown 2 0 brown/black orange orange/black yellow yellow/black 2 1 2 20050 sw 112th ave. tualatin, or 97062 phone: 503-612-2300 800-275-4899 2 5 2:1 incremental encoder jms by cui inc. title: mm [inches] MAS17 MAS17 pc file name: approved by: drawn by: units: part no. scale: copyright 2007 rev: 2-m2 depth 3 0.787 20.0 16.0 0.630 l=1000mm 0.157 4.0 3.0 0.118
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