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		  Datasheet File OCR Text:


		  (1,00mm) .03937" fj series double or  reversed ended variable lengths (1,00mm) .03937"  pitch fj?20?d?06.50?6 fj?05?d?04.80?2 www.samtec.com for complete speci cations  see www.samtec.com?fj conductor: tin plated copper conductor  resistance: 300 /km max insulation resistance: 10 m/km min  (conductor-to-conductor) dielectric test: 400 vac during 1 minute  (conductor-to-conductor) temperature rating: -30? to +80? voltage rating: 300 vac flame resistance: vw-1 (ul 758) current rating: 1.9a @ 50? ambient (4 contacts powered) rohs compliant: ye s overall length fj no. of  positions ?2 = (2,00mm) .079" ?4 = (4,00mm) .157" (required for  mating with fc1) ?6 = (6,00mm) .236" ?05, ?10, ?15,  ?20, ?25, ?30  style note:  some sizes, styles and  options are non-standard,  non-returnable. strip length ??xx.xx? = specify  overall length   in inches (1/8 inch)  (?d = (50,80mm)  2.00" minimum)  ?d = double end ?r = reversed end c overall length (0,10) .004 (1,00) .03937 (no. of positions  x (1,00) .03937)  + (1,00) .03937 (0,70) .028 (0,30) .012 (5,26) .207 (0,52) .021 (0,33) .013 c strip length ?2 ?4 ?6 (2,00)  .079 (4,00)   .157 (6,00)  .236 ?d style ?r style mates with: fc1, zf1 note:  stiffener color will be  blue or black at samtecs  discretion. specifications flat  flexible  cable  (ffc)  jumper f-211
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