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		  Datasheet File OCR Text:


		  9 screw terminal block cables xw2z pre-terminated cables simplify connection of terminal blocks to plc modules 1 reduce setup time with cables pre-terminated for the exact plc module in use 1 no need to make custom connectors 1 crimp hook-terminated cables connect xw2b terminal blocks with plc modules and input boards from any manufacturer ordering information 3 cables appearance applicable terminal block cable length part number xw2b-20g5 x w 2 b 2 0 g 4 0.5 m (1.64 ft) xw2z-050a xw2b-20g4 x w 2 b - 2 0 g 5 - t 1 m (3.28 ft) xw2z-100a x w 2 b - 2 0 g 5 - t xw2b-20g5-d 1.5 m (4.92 ft) xw2z-150a s i n g l e c a b l e f o r x w 2 b 2 0 g 5 d xw2b-20g5-in16 2 m (6.56 ft) xw2z-200a s i ng l eca b l e f or 32-point i/o modules 3 m (9.84 ft) xw2z-300a 3 2 o i n t i / o m o d u l e s 5 m (16.40 ft) xw2z-500a xw2b-40g5 x w 2 b 4 0 g 4 0.5 m (1.64 ft) xw2z-050b xw2b-40g4 1 m (3.28 ft) xw2z-100b 1.5 m (4.92 ft) xw2z-150b 2 m (6.56 ft) xw2z-200b s i n g l e c a b l e f o r 3 m (9.84 ft) xw2z-300b s i n g l e c a b l e f o r 32- and 64-point i/o modules 5 m (16.40 ft) xw2z-500b xw2b-60g5 x w 2 b 6 0 g 4 1 m (3.28 ft) xw2z-100h-1 xw2b-60g4 2 m (6.56 ft) xw2z-200h-1 s i n g l e c a b l e f o r c s 1 w 3 m (9.84 ft) xw2z-300h-1 s i ng l eca b l e f or c s 1 w high-density i/o modules 5 m (16.40 ft) xw2z-500h-1 xw2c-20g5-in16 1 m (3.28 ft) and 0.75 m (2.46 ft) xw2z-100d 1.5 m (4.92 ft) and 1.25 m (4.10 ft) xw2z-150d 2 m (6.56 ft) and 1.75 m (5.74 ft) xw2z-200d b i f u r c a t e d c a b l e f o r 3 m (9.84 ft) and 2.75 m (9.02 ft) xw2z-300d b i f u r c a t e d c a b l e f o r 32- and 64-point i/o modules 5 m (16.40 ft) and 4.75 m (15.58 ft) xw2z-500d xw2b-40g5 and x w 2 b 2 0 g 5 1 m (3.28 ft) and 1 m (3.28 ft) xw2z-100h-2 xw2b-20g5 2 m (6.56 ft) and 2 m (6.56 ft) xw2z-200h-2 b i f u r c a t e d c a b l e f o r 3 m (9.84 ft) and 3 m (6.56 ft) xw2z-300h-2 bifurcated cable for cs1w high--density i/o modules 5 m (16.40 ft) and 5 m (16.40 ft) xw2z-500h-2

 xw2z xw2z 2 cables (continued) appearance applicable terminal block cable length part number three xw2b-20g5 1 m (3.28 ft) and 0.75 m (2.45 ft) and 1 m (3.28 ft) xw2z-100h-3 2 m (6.56 ft) and 1.75 m (5.74 ft) and 2 m (6.56 ft) xw2z-200h-3 t h r e e c o n n e c t o r c a b l e f o r 3 m (9.84 ft) and 2.75 m (9.02 ft) and 3 m (9.84 ft) xw2z-300h-3 three-connector cable for 48- and 96-point i/o modules 5 m (16.40 ft) and 4.75 m (15.58 ft) and 5 m (16.40 ft) xw2z-500h-3 xw2b-20g5 x w 2 b 2 0 g 4 1 m (3.28 ft) xw2z-100f xw2b-20g4 1.5 m (4.92 ft) xw2z-150f 2 m (6.56 ft) xw2z-200f sin g le cable terminated 3 m (9.84 ft) xw2z-300f s i n g l e c a b l e t e r m i n a t e d with crimp hooks 5 m (16.40 ft) xw2z-500f specifications 3 ratings/characteristics item rating rated current 1 a at 20  c(68  f) rated voltage 125 vac contact resistance 20 m w max. with 100 ma at 20 mv max. (see note 1) insulation resistance 100 m w min. at 500 vdc dielectric strength 500 vac for 1 minute with a current leakage of 1 ma max. (see note 2) enclosure rating ip00 electrical protection class 0 ambient temperature operating: --25  cto80  c(--13  f to 176  f) note: 1. the resistance indicated is the contact resistance of the connector. 2. the voltage indicated is the dielectric strength of the connector. 3 materials/finish item parts materials/processing connector xg4m-2030 x g 4 m 4 0 3 0 housing black pbt resin with glass (ul94v-0) xg4m-4030 x g 4 m - 6 0 3 0 cover g ( ) x g 4 m - 6 0 3 0 contact contact-carrying portion: phosphor bronze and nickel plated with 0.15- m m-thick gold press-fit portion: phosphor bronze and nickel plated with 2.0- m m-thick tin xg4t-2004 xg4t-4004 xg4t-6004 strain relief black pbt resin with glass (ul94v-0) fcn-367j024-au/f f c n 3 6 7 j 0 4 0 a u / f housing black pbt resin (ul94v-0) fcn-367j040-au/f contact contact-carrying portion: gold-plated phosphor bronze press-fit portion: tin-plated phosphor bronze screw nickel-plated steel cable ul2464 interface cable equivalent to awg28 crimp terminal fork--type crimp terminal equivalent to 1.25yas3.5

 xw2z xw2z 3 dimensions unit: mm (inch) 3 xw2z- ppp a for 32-point plc i/o modules (connector type) the g79- p c cable with a connector for the g7tc cannot be used for the xw2c due to a difference in wiring. the g79- p c cable can be used for some of the xw2b screw terminal blocks, refer to the xw2b data s heet. cable length l part number cable length l xw2z-050a 0.5 m (1.64 ft) xw2z-100a 1 m (3.28 ft) xw2z-150a 1.5 m (4.92 ft) xw2z-200a 2 m (6.56 ft) xw2z-300a 3 m (9.84 ft) xw2z-500a 5 m (16.40 ft) wiring diagram fcn-367j024-au/f (mated side) xg4m-2030 (mated side) triangle mark combinations of omron plc i/o modules and screw terminal blocks plc i/o module i/o points terminal block dedicated cable c200h-id215 c200h-od215 c200h-md215 c200h-md115 c200h-md501 c200h-id501 c200h-od501 c500-id218cn c500-id501cn c500-od415cn c500-md211cn C500-OD501CN 32 points input 32 points output 16 points in/16 points out 16 points in/16 points out 16 points in/16 points out 32 points input 32 points output 32 points input 32 points input 32 points output 16 points in/16 points out 32 points output xw2b-20g5 xw2b-20g4 xw2b-40g5-t xw2b-20g5-d xw2z- ppp a c200h-id215 c200h-id501 c500-id218cn c500-id501cn c200h-md215 c200h-md115 c200h-md501 c500--md211cn 32 points input 32 points input 32 points input 32 points input 16 points in/16 points out 16 points in/16 points out 16 points in/16 points out 16 points in/16 points out xw2c-20g5-in16 (see note 3) note: 1. the g79- p cable with a connector for the g7tc cannot be used for the xw2c due to a difference in wiring. the g79- p c cable can be used for some of the xw2b screw terminal blocks, refer to the xw2b data s heet. 2. the input or output modules above have two connectors, so each one can use up to two terminal blocks and two dedicated cables. 3. the xw2c is a dedicated input terminal block. if the xw2c is connected to a plc module that handles both input and output signals (modules with md in the part number), only the input portion of the plc module can be used.

 xw2z xw2z 4 unit: mm (inch) 3 xw2z- ppp b for 32-point and 64-point plc i/o modules (connector type) cable length l part number cable length l xw2z-050b 0.5 m (1.64 ft) xw2z-100b 1 m (3.28 ft) xw2z-150b 1.5 m (4.92 ft) xw2z-200b 2 m (6.56 ft) xw2z-300b 3 m (9.84 ft) xw2z-500b 5 m (16.40 ft) wiring diagram fcn-367j040-au/f (mated side) xg4m-4030 (mated side) triangle mark combinations of omron plc i/o modules and screw terminal blocks plc i/o module i/o points terminal block dedicated cable cqm1-id213 cqm1-od213 c200h-id216 c200h-od218 c200h-od21b 32 points xw2b-40g5 xw2b-40g4 xw2z- ppp b c200h-id111 c200h-id217 c200h-od219 c500-id114 3g2a5-id219 3g2a5-od213 64 points note: 32-point i/o modules use one terminal block and one dedicated cable. 64-point i/o modules use two terminal blocks and two dedicated cables.

 xw2z xw2z 5 3 xw2z- ppp d for 32-point and 64-point plc i/o modules (connector type) cable length for a and b line a line b yellow black a b 250 (9.84) 500 (19.68) xw2z- p 00d part number cable length a cable length b xw2z-100d 1 m (3.28 ft) 0.75 m (2.46 ft) xw2z-150d 1.5 m (4.92 ft) 1.25 m (4.10 ft) xw2z-200d 2 m (6.56 ft) 1.75 m (5.74 ft) xw2z-300d 3 m (9.84 ft) 2.75 m (9.02 ft) xw2z-500d 5 m (16.40 ft) 4.75 m (15.58 ft) note: 1. cn2 (black cable side) is wired to line a of cn1 and cn3 (yellow cable side) is wired to line b of cn1. 2. the g79- p c cable for the g7tc terminal block can- not be used for the xw2c due to a difference in wiring. fcn-367j024-au/f cn1 (mated side) xg4m-2030 cn3 (mated side) triangle mark xg4m-2030 cn2 (mated side) triangle mark wiring diagram combinations of omron plc i/o modules and screw terminal blocks plc i/o module i/o points terminal block dedicated cable cqm1-id213 c200h-id216 32 points two xw2c-20gs-in16 input blocks one xw2z- ppp d cable c200h-id217 c 5 0 0 - i d 1 1 4 64 points four xw2c-20gs-in16 input blocks two xw2z- ppp d cables c 5 0 0 - i d 1 1 4 3g2a5-id219

 xw2z xw2z 6 unit: mm (inch) 3 xw2z- ppp h- p for 96-point cs1 plc i/o modules (connector type) xw2z- p 00h-2 xw2z- p 00h-3 xw2z- p 00h-1 a a a b b c part number cable length a xw2z-100h-1 1 m (3.28 ft) xw2z-200h-1 2 m (6.56 ft) xw2z-300h-1 3 m (9.84 ft) xw2z-500h-1 5 m (16.40 ft) part number cable length a cable length b xw2z-100h-2 1 m (3.28 ft) 1 m (3.28 ft) xw2z-200h-2 2 m (6.56 ft) 2 m (6.56 ft) xw2z-300h-2 3 m (9.84 ft) 3 m (9.84 ft) xw2z-500h-2 5 m (16.40 ft) 5 m (16.40 ft) part number cable length a b c xw2z-100h-3 1 m (3.28 ft) 0.75 ft (2.45 ft) 1 m (3.28 ft) xw2z-200h-3 2 m (6.56 ft) 1.75 ft (5.74 ft) 2 m (6.56 ft) xw2z-300h-3 3 m (9.84 ft) 2.75 ft (9.02 ft) 3 m (9.84 ft) xw2z-500h-3 5m (16.40 ft) 4.75 ft (15.58 ft) 5m (16.40 ft) combinations of omron plc i/o modules and screw terminal blocks plc i/o module i/o points terminal blocks dedicated cable cs1w-id291, cs1w-od291, cs1w-od292 cs1w-md291, cs1w-md292 96 points two xw2b-60g p terminal blocks two xw2z- ppp h-1 cables cs1w-id291, cs1w-od291, cs1w-od292 cs1w-md291, cs1w-md292 96 points two xw2b-40g4 + xw2b-20g4 or two xw2b-40g5 + xw2b-20g5 terminal blocks two xw2z- ppp h-2 cables cs1w-id291, cs1w-od291, cs1w-od292 cs1w-md291, cs1w-md292 96 points six xw2b-20g4 or six xw2b-20g5 terminal blocks two xw2z- ppp h-3 cables note: for detailed information about connector pin-outs, refer to cs1 operation manual (w339), appendix a.

 xw2z xw2z 7 3 xw2z- ppp f cable with crimp terminals (20 poles) cable length l to devices xg4m-2030 terminal y (m3.5) 300 (11.81) wiring diagram xg4m-2030 (mated side) triangle mark terminal y (m3.5) part number cable length l xw2z-100f 1 m (3.28 ft) xw2z-150f 1.5 m (4.92 ft) xw2z-200f 2 m (6.56 ft) xw2z-300f 3 m (9.84 ft) xw2z-500f 5 m (16.40 ft) combinations of omron plc i/o modules and screw terminal blocks plc i/o module terminal block dedicated cable use any i/o module with a terminal block from omron or another manufacturer, or an i/o board for a computer. xw2b-20g5 xw2b-20g4 xw2z- ppp f

 xw2z xw2z 8 installation 3 connections between omrons i/o modules and screw terminal blocks item input (id) output (od) plc i/o modules c200h-id215 c200h-id501 c500-id501cn c500-id218cn 32-point input modules use two blocks and two cables. c200h-od215 c200h-od501 C500-OD501CN 32-point output modules use two blocks and two cables. terminal blocks xw2b-20g5 xw2b-20g4 xw2b-20g5 xw2b-20g4 cable xw2z- ppp a xw2z- ppp a connection diagram xw2b--20g5 xw2b--20g5 cable g79- p c g79- p c connection diagram xw2b-20g5 xw2b-20g5

 xw2z xw2z 9 item output (od) plc i/o module c500-od415cn 32-point output module uses two blocks and two cables. terminal block xw2b-20g5 xw2b-20g4 cable xw2z- ppp a g79- p c connection diagram xw2b-20g5 xw2b-20g5 xw2b-20g5 xw2b-20g5

 xw2z xw2z 10 item mixed i/o (md) plc i/o modules c200h-md115 c200h-md215 c200h-md501 c500-md211cn 16-point input/16-point output mixed i/o modules use two blocks and two cables. terminal blocks xw2b-20g5 xw2b-20g4 cable xw2z- ppp a g79- p c connection diagram xw2b-20g5 xw2b-20g5 xw2b-20g5 xw2b-20g5

 xw2z xw2z 11 item group 2 high--density input/output plc i/o module cqm1-id213 32-point use one terminal block and one cable. c200h-id216 32-point use one terminal block and one cable. c200h-id111 64-point use two terminal blocks and two cables. c200h-id217 64-point use two terminal blocks and two cables. c500-id114 64-point use two terminal blocks and two cables. 3g2a5-id219 64-point use two terminal blocks and two cables. cqm1-od213 32-point use one terminal block and one cable. c200h-od218 32-point use one terminal block and one cable. c200h-od219 64-point use two terminal blocks and two cables. terminal block xw2b-40g5 xw2b-40g4 cable xw2z- ppp b connection diagram xw2b-40g5 () () ()

 xw2z xw2z 12 item high-density i/o 1:1 connection plc i/o module cs1w-id29 p cs1w-od29 p cs1w-md29 p use two terminal blocks and two cables. terminal block one xw2b-60g5 or one xw2b-60g4 per cable cable xw2z- ppp h-1 connection xw2b-60g p item high-density i/o 1:2 connection plc i/o module cs1w-id29 p cs1w-od29 p cs1w-md29 p use two 40-point and two 20-point terminal blocks and two cables. terminal block xw2b-40g5 + xw2b-20g5 blocks or xw2b-40g4 + xw2b-20g4 blocks per cable cable xw2z- ppp h-2 connection xw2b-40g p xw2b-20g p note: for detailed information about connector pin-outs, refer to cs1 operation manual (w339), appendix a.

 xw2z xw2z item high-density i/o 1:3 connection plc i/o module cs1w-id29 p cs1w-od29 p cs1w-md29 p use six 20-point terminal blocks of the same kind and two cables.
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