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		  Datasheet File OCR Text:


		  selectively  plated contacts 8 positions, 8 contacts shielded or  unshielded surface mount  or through-hole  choice of  led color www.samtec.com mods?f?8p8c?l?s4?y?g?th mods?f?8p8c?u?6?1?th mods?f?8p8c?l?4?5?sm f-209 mods f shield option tail (leave  blank for  unshielded) ?s = shielded (no panel  grounds) ?s4 = shielded  with top,  bottom and  side panel  grounds plating ?sm  = surface  mount ?th  = through- hole 8p8c for complete speci  cations and  recommended pcb layouts see  www.samtec.com?mods-f  insulator material: nylon 46 (for both  -sm and -th) contact material:  phosphor bronze shield material:  copper alloy plating: gold on contacts, nickel on shield, gold on tails operating temp range: -25? to +90? current rating:  1.5 a per contact voltage rating:  120 vac max contact resistance:  20 m   max minimum cycles:  500 system applications: cat3 packaging: packaged and shipped in  bulk packaging trays; trays  suitable for automation are  available upon request. rohs compliant: ye s lead?free solderable:  yes (wave solder only) mod  jack  with  leds mods-f series ?8p8c  = 8 positions 8 contacts ?sm (?s4) ?sm ?th (?s4) ?th led 1 tr ?tr  = tape &  reel (surface  mount  only) led 2 (15,80) .622 led1 led2 (1,64) .065 (1,78) .070 (12,80) .504 (0,38) .015 (1,78) .070 (16,55) .652 led1 led2 (15,10) .594 (3,15)  .124 (5,03)  .198 (0,64) .025 (15,70) .618 (0,64) .025 (0,38) .015 (1,78) .070 (3,05) .120 (5,28) .208 (13,48) .531 (13,10) .516 (15,80) .622 led1 led2 (15,00) .591 (12,85) .506 (13,10) .516 (2,62) .103 (0,25) .010 (3,48) .137 (0,35)  .014 (5,08) .200 (16,50) .650 (2,62) .103 (13,50) .531 (3,48) .137 (15,75) .620 (5,40)  .213 (0,25) .010 led1 led2 (0,35) .014 ?l = 15"  (0,38 m)  gold on  mating area,  gold flash  on tails ?u = 50"  (1,27m)  gold on  mating area,  gold flash  on tails ?g  = green  ?y  = yellow ?1*  = green/orange  ?2*  =yellow/orange ?3*  =green/red ?4*  =yellow/red ?5*  =green/yellow ?6*  = yellow/green  ?n  = no led (led 1 ?n  requires led2 ?n) * voltage  forward/reverse application  specific option other plating options  available. call samtec. file no. e22509 6 specifications
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