

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						6422D			1N5270B			WW240450			R39MF5			TC1323CG			SMBJ150A			MX7528			R39MF5			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				755MHBS45KJ Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		        features  high capacitance  ?  small size  ?  low esr      applications  ups  ?  dc link  ?  ac/dc motor controls  ?  solar heaters  -  power  inverters        operating temperature range  -40c to +100c  above +85c applied voltage must be de-rated by 1.5%/c  capacitance tolerance  + 10% at 1 khz, 25c  + 5% optional  85c  575 700  800  900 1000 1100  1275  vdc  70c  630 770  880  1000 1100 1200  1400  85c  660 805  920  1035 1150 1265  1465  repetitive  svdc   70c  720 885 1010 1150 1265 1380  1610  85c  750 910 1040 1170 1300 1430  1655  surge  voltage  non- repetitive  svdc  70c  815 1000 1140  1300 1430 1560  1820      repetitive svdc: maximum repetitive voltage for 1 hour max/day  vdc 575 700 800 900 1000 1100 1275  85c  240 285  315  350  400  420  440  ac voltage  vac  70c  250 300  330  370  420  440  460    c<  4uf  4uf75uf  dissipation factor (max)  tan      at 1 khz and 25c  .06 .08  .11  .14  .17  .2  lead spacing  frequency range  27.5  10khz - 60khz  37.5  10khz ? 45 khz  esr  52.5  10khz ? 30 khz  rms current  no rms current is to be applied at temperatures > +95c  ripple current  see standard part listing, no ripple current is  to be applied when the ambient temperature  is> +95c  insulation resistance  3000 m ? xuf (10000  m ? xuf typical)  ?not to exceed 3g ? ?  after 1 minute of 100vdc applied between the terminals at 25c   self inductance             life expectancy  > 60000 with vac, > 200000 with wvdc applied at +70c  > 30000 with vac, > 100000 with wvdc applied at +85c  > 10000 with 0.8xvac, > 30000 with 0.8xwvdc applied at +100c  failure quota  300/billion component hours  test condition  performance requirements  temperature= +40c  + 2c  max  capacitance  change  <  + 3%% of initially  measured valued  relative humidity=93  + 2%  df change  <  200% of initially  specified valued  damp heat test  test length= 56 days  insulation resistance  >  50% of minimum  specified value  max  capacitance  change  < 1% of initially measured value  df change  <  .1% at 1khz  resistance to soldering heat  solder bath temperature: +260c +/- 5c  exposure time: 10 seconds +/- 1 second   insulation resistance  > 50% of minimum specified value  construction  metallized polypropylene film   electrodes   vacuum deposited metal layers  coating   flame retardant solvent resistant plastic case with epoxy end fill   lead terminations  lead free tinned copper leads     

       lead styles          2 leads  length (l)  32  41.5 42.5 57.5  lead spacing (s)  27.5 37.5 37.5 52.5  lead length (ll)  5mm +/-1 mm          4 leads  length (l)  32  41.5 42.5 57.5  lead spacing (s)  27.5 37.5 37.5 52.5  lead spacing (p)  see part listing  lead length (ll)  5mm +/-1 mm        6 leads    length (l)  32  41.5 42.5 57.5  lead spacing (s)  27.5 37.5 37.5 52.5  lead spacing (p)  see part listing  lead length (ll)  5mm +/-1 mm                       

                                   fixing pitch and distance between lugs (mm)  lugs l p1 p2 s  42 - 42.5  23 - 28  11  6  s,v,f  57.5  37 - 42  24  6  42 - 42.5  25 ? 26  11  8  sm8,vm8, fm8  57.5  39 - 40  24  8  42 - 42.5  20 ? 25  8  6  t,w,g  57.5  34 ? 39  21  6  42 - 42.5  22 ? 23  8  8  tm8,wm8,gm8  57.5  36 ? 37  21  8  n,p  57.5  23 ? 28  11  6  nm8, pm8  57.5  25 - 26  11  8  42 - 42.5  51 ? 64  ----  8  a  57.5  65 ? 78  ---  8  b  42 - 42.5  32 ? 45  17  6  e  42 - 42.5  30 - 37  15  6  42 - 42.5  22 - 24  8  6  l  57.5  36 - 38  21  8     

                                    

 mhbs 2,4,6, lug lead radial box capacitance (f) wvdc ic part number dv/dt (v/sec) maximum rms ripple current (a) 100 khz, +70c typical esr (m) 100 khz,+25c dimensions lxhxt (mm) s (mm) d (mm) p (mm) # leads +5c +10c +15c 0.68 1275 684mhbs70k2h 61 4 3 2.5 23 32x20x11 27.5 0.8 2 1 1275 105mhbs70k2h 61 5 4 3 17.8 32x22x13 27.5 1 2 1.2 1100 125mhbs60k2h 50 4.5 3.5 2.5 18 32x20x11 27.5 0.8 2 1.5 1000 155mhbs55k2h 47 4.5 3.5 2.5 17.8 32x20x11 27.5 0.8 2 1.5 1100 155mhbs60k2h 50 5 4 3 15.5 32x22x13 27.5 1 2 1.5 1275 155mhbs70k2h 61 6 4.5 3.5 14 32x24.5x15 27.5 1 2 2 1000 205mhbs55k2h 47 5.5 4 3 14.5 32x22x13 27.5 1 2 2 1100 205mhbs60k2h 50 6 5 3.5 12.9 32x24.5x15 27.5 1 2 2 1275 205mhbs70k2h 61 8 6.5 4.5 11.5 32x33x18 27.5 1.2 2 2.2 800 225mhbs45k2h 36 4.5 4 3 15.3 32x20x11 27.5 0.8 2 2.2 900 225mhbs50k2h 41.5 5 4 3 14.7 32x22x13 27.5 1 2 2.2 1100 225mhbs60k2h 50 6 5 3.5 12.2 32x24.5x15 27.5 1 2 2.2 1275 225mhbs70k2h 61 8.5 6.5 4.5 10.8 32x33x18 27.5 1.2 2 2.2 1275 225mhbs70k2j 41 6.5 5 4 12.5 42.5x25x14 37.5 1.2 2 2.5 700 255mhbs40k2h 31 4.5 4 3 15.8 32x20x11 27.5 0.8 2 2.5 700 255mhbs40k2h 31 4.5 3.5 3 15.8 32x20x11 27.5 0.8 2 2.5 900 255mhbs50k2h 41.5 5.5 4.5 3 13.5 32x22x13 27.5 1 2 2.5 1000 255mhbs55k2h 47 6 5 3.5 12.8 32x24.5x15 27.5 1 2 2.5 1000 255mhbs55k2h 47 6 5 3.5 12.8 32x28x15 27.5 1.2 2 2.5 1100 255mhbs60k2h 50 7 5.5 4 10.8 32x28x14 27.5 1.2 2 2.5 1275 255mhbs70k2h 61 9 7 5 9.7 32x33x18 27.5 1.2 2 3 800 305mhbs45k2h 36 5.5 4.5 3.5 12.4 32x22x13 27.5 1 2 3 900 305mhbs50k2h 41.5 6.5 5 3.5 11.9 32x24.5x15 27.5 1 2 3 1000 305mhbs55k2h 47 7.5 6 4 11 32x28x14 27.5 1.2 2 3 1100 305mhbs60k2j 34 6.5 5 4 11.8 42x25x14 37.5 1.2 2 3 1275 305mhbs70k2j 41 8 6.5 5 10.1 42.5x28x17 37.5 1.2 2 3 1275 305mhbs70k2h 61 9.5 7.5 5.5 8.6 32x33x18 27.5 1.2 2 3 1275 305mhbs70kj## 41 9.5 7.5 5.5 9.3 42.5x28x17 lugs 3.3 575 335mhbs35k2h 27 4.5 3.5 2.5 15 32x20x11 27.5 0.8 2 3.3 700 335mhbs40k2h 31 5.5 4.5 3.5 13.3 32x22x13 27.5 1 2 3.3 900 335mhbs50k2h 41.5 7 5.5 4 11 32x28x14 27.5 1.2 2 3.3 1100 335mhbs60k2h 50 9 7 5 9.2 32x33x18 27.5 1.2 2 3.3 1275 335mhbs70k2h 61 11 8.5 6.5 8.1 32x37x22 27.5 1.2 2 3.3 1275 335mhbs70k2j 41 9 7.5 5.5 9.6 42.5x30x22 37.5 1.2 2 3.3 1275 335mhbs70kj## 41 10.5 8.5 6 8.8 42.5x30x22 lugs 3.3 1275 335mhbs70k4h 61 12 9 6.5 7.5 32x37x22 27.5 1.2 10.2 4 4 800 405mhbs45k2h 36 6.5 5.5 4 10.8 32x24.5x15 27.5 1 2 4 1000 405mhbs55k2j 31 7 5.5 4 11 42.5x25x14 37.5 1.2 2 4 1100 405mhbs60kj## 34 9.5 7.5 5.5 9.1 42.5x28x17 lugs 4 1100 405mhbs60k2h 50 9.5 7.5 5.5 8.1 32x33x18 27.5 1.2 2 4 1100 405mhbs60k2j 34 8.5 6.5 4.5 9.9 42.5x28x17 37.5 1.2 2 4 1100 405mhbs60k4h 50 10.5 8.5 6 7.5 32x33x18 27.5 1.2 5.1 4 4 1275 405mhbs70k2h 61 12 9.5 7 7.1 32x37x22 27.5 1.2 2 4 1275 405mhbs70k2j 41 10 8 6 8.7 42.5x30x22 37.5 1.2 2 4 1275 405mhbs70kj## 41 11.5 9 6.5 7.9 42.5x30x22 lugs 4 1275 405mhbs70k4h 61 13.5 10.5 7.5 6.5 32x37x22 27.5 1.2 10.2 4 4.7 575 475mhbs35k2h 27 5.5 4.5 3.5 11.6 32x22x13 27.5 1 2 4.7 700 475mhbs40k2h 31 6.5 5.5 4 10.5 32x24.5x15 27.5 1 2 4.7 900 475mhbs50k2j 28 7 5.5 4 10.6 42.5x25x14 27.5 1.2 2 4.7 1000 475mhbs55k2j 31 8.5 6.5 4.5 9.6 42.5x28x17 37.5 1.2 2 4.7 1000 475mhbs55k2h 47 9.5 7.5 5.5 8.3 32x33x18 27.5 1.2 2 4.7 1000 475mhbs55k4h 47 10.5 8.5 6 7.7 32x33x18 27.5 1.2 10.2 4 4.7 1000 475mhbs55kj## 31 9.5 7.5 5.5 8.7 42.5x28x17 lugs 4.7 1000 475mhbs55k2j 31 8.5 6.5 4.5 9.6 42.5x28x17 37.5 1.2 2 4.7 1100 475mhbs60k2h 50 11.5 9 7 7.4 32x37x22 27.5 1.2 2 4.7 1100 475mhbs60k2j 34 10 7.5 5.5 8.3 42.5x30x22 37.5 1.2 2 4.7 1100 475mhbs60kj## 34 11.5 8.5 6.5 7.5 42.5x30x22 lugs 4.7 1100 475mhbs60k4h 50 12.5 10 7.5 6.8 32x37x22 27.5 1.2 10.2 4

 mhbs 2,4,6, lug lead radial box capacitance (f) wvdc ic part number dv/dt (v/sec) maximum rms ripple current (a) 100 khz, +70c typical esr (m) 100 khz,+25c dimensions lxhxt (mm) s (mm) d (mm) p (mm) # leads +5c +10c +15c 4.7 1275 475mhbs70k4j 41 11.5 9 6.5 7.3 42.5x33.5x22 37.5 1.2 5.1 4 4.7 1275 475mhbs70k2j 41 10.5 8.5 6 7.9 42.5x33.5x22 37.5 1.2 2 4.7 1275 475mhbs70kj## 41 12.5 10 7.5 7.1 42.5x33.5x22 lugs 5 575 505mhbs35k2h 27 6 4.5 3.5 11 32x22x13 27.5 1 2 5 700 505mhbs40k2h 31 7 5.5 4 9.7 32x24.5x15 27.5 1.2 2 5 800 505mhbs45k2j 24 7.5 6 4 10.3 42.5x25x14 37.5 1.2 2 5 800 505mhbs45k2h 36 7.5 6 4 10.5 32x28x14 27.5 1.2 2 5 1000 505mhbs55k2h 47 10 7.5 5.5 8 32x33x18 27.5 1.2 2 5 1000 505mhbs55k2j 31 9.5 7.5 5.5 9.3 42.5x28x17 37.5 1.2 2 5 1000 505mhbs55kj## 31 10.5 8.5 6 8.5 42.5x28x17 lugs 5 1000 505mhbs55k4h 47 11 9 6.5 7.4 32x33x18 27.5 1.2 10.2 4 5 1100 505mhbs60k4h 50 13 10.5 7.5 6.6 32x37x22 27.5 1.2 10.2 4 5 1100 505mhbs60kj## 34 12 9 6.5 7.3 42.5x30x22 lugs 5 1100 505mhbs60k2h 50 12 9.5 7 7.2 32x37x22 27.5 1.2 2 5 1100 505mhbs60k2j 34 10.5 8 5.5 8.1 42.5x30x22 37.5 1.2 2 5 1275 505mhbs70k2j 41 10.5 8.5 6.5 7.7 42.5x33.5x22 37.5 1.2 2 5 1275 505mhbs70kj## 41 12.5 10 7.5 6.9 42.5x33.5x22 lugs 5 1275 505mhbs70k4j 41 11.5 9 6.5 7.1 42.5x33.5x22 37.5 1.2 5.1 4 6.8 575 685mhbs35k2h 27 7 5.5 4 9.4 32x24.5x15 27.5 1 2 6.8 800 685mhbs45k2h 36 9.5 7.5 5.5 7.6 32x33x18 27.5 1.2 2 6.8 1000 685mhbs55k2h 47 12 10 7.5 6.9 32x37x22 27.5 1.2 2 6.8 1000 685mhbs55k2j 31 10 8 6 7.9 42.5x30x22 37.5 1.2 2 6.8 1000 685mhbs55kj## 31 11.5 9 7 7.1 42.5x30x22 lugs 6.8 1000 685mhbs55k4h 47 13.5 11 8 6.3 32x37x22 27.5 1.2 10.2 4 6.8 1100 685mhbs60kj## 34 13 10.5 7.5 6.1 42.5x33.5x22 lugs 6.8 1100 685mhbs60k2j 34 11 9 6.5 6.9 42.5x33.5x22 37.5 1.2 2 6.8 1100 685mhbs60k4j 34 12 9.5 7 6.3 42.5x33.5x22 37.5 1.2 5.1 4 6.8 1275 685mhbs70k4ja 41 14.5 11.5 8.5 5.9 41.5x44x24 37.5 1.2 10.2 4 6.8 1275 685mhbs70k2ja 41 13.5 11 8 6.5 41.5x44x24 37.5 1.2 2 6.8 1275 685mhbs70kja## 41 16 12.5 9.5 5.7 41.5x44x24 lugs 7.5 575 755mhbs35k2h 27 8 6.5 4.5 8.6 32x28x14 27.5 1.2 2 7.5 700 755mhbs40k2j 21 7.5 6 4.5 9.2 42.5x25x14 37.5 1.2 2 7.5 800 755mhbs45k2h 36 10.5 8.5 6 7.1 32x33x18 27.5 1.2 2 7.5 800 755mhbs45k2j 24 9 7 5 8.3 42.5x28x17 37.5 1.2 2 7.5 800 755mhbs45k4h 36 11.5 9 6.5 6.5 32x33x18 27.5 1.2 5.1 4 7.5 800 755MHBS45KJ## 24 10.5 8.5 6 7.5 42.5x28x17 lugs 7.5 900 755mhbs50kh## 28 12 9.5 7 7.2 42.5x30x22 lugs 7.5 900 755mhbs50k2h 41.5 12.5 9.5 7 6.9 32x37x22 27.5 1.2 2 7.5 900 755mhbs50k2j 28 10 8 5.5 8 42.5x30x22 37.5 1.2 2 7.5 900 755mhbs50k4h 41.5 13.5 10.5 8 6.3 32x37x22 27.5 1.2 10.2 4 7.5 1000 755mhbs55k4j 31 12 9.5 7 6.8 42.5x33.5x22 37.5 1.2 5.1 4 7.5 1000 755mhbs55kj## 31 13 10.5 7.5 6.6 42.5x33.5x22 lugs 7.5 1000 755mhbs55k2j 31 11 8.5 6.5 7.4 42.5x33.5x22 37.5 1.2 2 7.5 1100 755mhbs70k2j 41 14 11.5 8.5 6.1 42.5x37x28 37.5 1.2 2 7.5 1100 755mhbs70kj## 41 17.5 13.5 10 5.3 42.5x37x28 lugs 7.5 1100 755mhbs60k2j 34 11.5 9.5 6.5 6.6 42.5x33.5x22 37.5 1.2 2 7.5 1100 755mhbs60kja## 34 14 11.5 8.5 5.8 41.5x40x20 lugs 7.5 1100 755mhbs60k4j 34 12.5 10.5 7.5 6 42.5x33.5x22 37.5 1.2 10.2 4 7.5 1100 755mhbs70k4j 41 16 12.5 9 5.5 42.5x37x28 37.5 1.2 10.2 4 7.5 1275 755mhbs70k4ja 41 16 12.5 9 5.5 41.5x44x24 37.5 1.2 10.2 4 7.5 1275 755mhbs70kja## 41 17.5 13.5 10 5.3 41.5x44x24 lugs 7.5 1275 755mhbs70k2ja 41 14 11.5 8.5 6.1 41.5x44x24 37.5 1.2 2 9 1000 905mhbs55k2ja 31 13 10 7.5 6.6 41.5x40x20 37.5 1.2 2 9 1000 905mhbs55kja## 31 15.5 12 8.5 5.8 41.5x40x20 lugs 9 1000 905mhbs55k4ja 31 14.5 11 8 6 41.5x40x20 37.5 1.2 10.2 4 10 575 106mhbs35k2h 27 10 8 5.5 7 32x33x18 27.5 1.2 2 10 800 106mhbs45k2h 36 13 10.5 7.5 5.9 32x37x22 27.5 1.2 2 10 800 106mhbs45k4j 24 11.5 9 6.5 6.4 42.5x30x22 37.5 1.2 5.1 4

 mhbs 2,4,6, lug lead radial box capacitance (f) wvdc ic part number dv/dt (v/sec) maximum rms ripple current (a) 100 khz, +70c typical esr (m) 100 khz,+25c dimensions lxhxt (mm) s (mm) d (mm) p (mm) # leads +5c +10c +15c 10 800 106mhbs45k4h 24 14.5 11.5 8.5 5.3 32x37x22 27.5 1.2 10.2 4 10 800 106mhbs45kj## 24 12.5 10 7.5 6.2 42.5x30x22 lugs 10 800 106mhbs45k2j 24 10.5 8.5 6 7 42.5x30x22 37.5 1.2 2 10 900 106mhbs50kj## 28 13.5 10.5 8 6 42.5x33.5x22 lugs 10 900 106mhbs50k2j 28 11.5 9 6.5 6.8 42.5x33.5x22 37.5 1.2 2 10 900 106mhbs50k4j 28 12.5 9.5 7 6.2 42.5x33.5x22 37.5 1.2 5.1 4 10 1000 106mhbs55k4ja 31 15 11.5 8.5 5.7 41.5x40x20 37.5 1.2 10.2 4 10 1000 106mhbs55k2ja 31 13.5 10.5 8 6.3 41.5x40x20 37.5 1.2 2 10 1100 106mhbs60kj## 34 18.5 14.5 10.5 4.7 42.5x37x28 lugs 10 1100 106mhbs60k2j 34 14 12.5 9 5.5 42.5x37x28 37.5 1.2 2 10 1100 106mhbs60k2ja 34 14 12.5 9 5.5 41.5x44x24 37.5 1.2 2 10 1100 106mhbs60kja## 34 18.5 14.5 10.5 4.7 41.5x44x24 lugs 10 1100 106mhbs60k4ja 34 17 13.5 10 4.9 41.5x44x24 37.5 1.2 10.2 4 10 1100 106mhbs60k4j 34 17 13.5 10 4.9 42.5x37x28 37.5 1.2 10.2 4 10 1275 106mhbs70k4j 41 18 14 10.5 4.5 42.5x45x30 37.5 1.2 20.3 4 10 1275 106mhbs70kj## 41 20 15.5 11.5 4.3 42.5x45x30 lugs 10 1275 106mhbs70k2j 41 14 13 9.5 5.1 42.5x45x30 37.5 1.2 2 12 575 126mhbs35kj## 19 11 8.5 6.5 6.6 42.5x28x17 lugs 12 575 126mhbs35k2h 27 11 8.5 6.5 6.1 32x33x18 27.5 1.2 2 12 575 126mhbs35k2j 19 9.5 7.5 5.5 7.4 42.5x28x17 37.5 1.2 2 12 700 126mhbs40k2h 31 13 10.5 7.5 5.8 32x37x22 27.5 1.2 2 12 700 126mhbs40k2j 21 11 8.5 6.5 6.4 42.5x30x22 37.5 1.2 2 12 700 126mhbs40k4h 31 14.5 11.5 8.5 5.2 32x37x22 27.5 1.2 10.2 4 12 700 126mhbs40kj## 21 13 10 7.5 5.6 42.5x30x22 lugs 12 800 126mhbs45kj## 24 13.5 11 8 5.6 42.5x33.5x22 lugs 12 800 126mhbs45k4j 24 12.5 10 7.5 5.8 42.5x33.5x22 37.5 1.2 5.1 4 12 800 126mhbs45k2j 24 11.5 9 7 6.4 42.5x33.5x22 37.5 1.2 2 12 900 126mhbs50k4ja 28 14.5 11.5 8 5.7 41.5x40x20 37.5 1.2 10.2 4 12 900 126mhbs50kja## 28 15.5 12.5 9 5.5 41.5x40x20 lugs 12 900 126mhba50k2ja 28 13.5 11 7.5 6.3 41.5x40x20 37.5 1.2 2 12 1000 126mhbs55k2ja 31 14 12 9 5.7 41.5x44x24 37.5 1.2 2 12 1000 126mhbs55kj## 31 18 14 10.5 4.9 42.5x37x28 lugs 12 1000 126mhbs55kja## 31 16.5 13.5 10 4.9 41.5x44x24 lugs 12 1000 126mhbs55k4ja 31 16.5 13.5 9.5 5.1 41.5x44x24 37.5 1.2 10.2 4 12 1000 126mhbs55k4j 31 16.5 13.5 9.5 5.1 42.5x37x28 37.5 1.2 10.2 4 12 1000 126mhbs55k2j 31 14 12 9 5.7 42.5x37x28 37.5 1.2 2 12 1100 126mhbs60k4j 34 18.5 14.5 10.5 4.4 42.5x45x30 37.5 1.2 20.3 4 12 1100 126mhbs60kj## 34 20 15.5 11.5 4.2 42.5x45x30 lugs 12 1100 126mhbs60k2j 34 14 13.5 10 5 42.5x45x30 37.5 1.2 2 12 1275 126mhbs70k2r 28 14 12.5 9 6 57.5x45x30 52.5 1.2 2 12 1275 126mhbs70kr## 28 18.5 14.5 10 5.2 57.5x45x30 lugs 12 1275 126mhbs70k4r 28 17 13.5 9.5 5.4 57.5x45x30 52.5 1.2 20.3 4 15 575 156mhbs35k2j 19 11 8.5 6.5 6.4 42.5x30x22 37.5 1.2 2 15 575 156mhbs35k2h 27 13.5 10.5 7.5 5.6 32x37x22 27.5 1.2 2 15 575 156mhbs35k4h 27 14.5 11.5 8.5 4.9 32x37x22 27.5 1.2 10.2 2 15 575 156mhbs35kj## 19 13 10 7.5 5.6 42.5x30x22 lugs 15 700 156mhbs40kj## 21 14.5 11.5 8.5 4.7 42.5x33.5x22 lugs 15 700 156mhbs40k2j 21 12 9.5 7 5.5 42.5x33.5x22 37.5 1.2 2 15 700 156mhbs40k4j 21 13.5 10.5 7.5 4.9 42.5x33.5x22 37.5 1.2 5.1 4 15 800 156mhbs45k4ja 24 15 12 8.5 5 41.5x40x20 37.5 1.2 10.2 4 15 800 156mhbs45k2ja 24 13.5 11 8 5.6 41.5x40x20 37.5 1.2 2 15 900 156mhbs50k2ja 28 14 12.5 9.5 5.3 41.5x44x24 37.5 1.2 2 15 900 156mhbs50k4j 28 15.5 12.5 9 4.7 42.5x37x28 37.5 1.2 10.2 4 15 900 156mhbs50kj## 28 17.5 14 10.5 4.5 42.5x37x28 lugs 15 900 156mhbs50kja## 28 18.5 15 11.5 4.5 41.5x44x24 lugs 15 900 156mhbs50k2j 28 14 11.5 8 5.3 42.5x37x28 37.5 1.2 2 15 900 156mhbs50k2ja 28 14 12.5 9.5 5.3 41.5x44x24 37.5 1.2 2 15 900 156mhbs50kj## 28 17 14 10.5 4.5 42.5x37x28 lugs

 mhbs 2,4,6, lug lead radial box capacitance (f) wvdc ic part number dv/dt (v/sec) maximum rms ripple current (a) 100 khz, +70c typical esr (m) 100 khz,+25c dimensions lxhxt (mm) s (mm) d (mm) p (mm) # leads +5c +10c +15c 15 900 156mhbs50k4ja 28 17 14 10.5 4.7 41.5x44x24 37.5 1.2 10.2 4 15 1000 156mhbs55k4j 31 18 14.5 11 4.4 42.5x45x30 37.5 1.2 20.3 4 15 1000 156mhbs55k2j 31 14 13.5 10 5 42.5x45x30 37.5 1.2 2 15 1000 156mhbs55kj## 31 20 16 12 4.2 42.5x45x30 lugs 15 1275 156mhbs70kr## 28 19.5 15.5 11.5 4.6 57.5x45x30 lugs 15 1275 156mhbs70k4r 28 18 14.5 10.5 4.8 57.5x45x30 52.5 1.2 20.3 4 15 1275 156mhbs70k2r 28 14 13 10 5.4 57.5x45x30 52.5 1.2 2 20 575 206mhbs35k2ja 19 13.5 11 8 5.6 41.5x40x20 37.5 1.2 2 20 575 206mhbs35k4ja 19 15 12 8.5 5 41.5x40x20 37.5 1.2 10.2 2 20 575 206mhbs35kja## 19 16.5 12.5 9.5 4.8 41.5x40x20 lugs 20 700 206mhbs40kj## 21 17.5 14 10 4.1 42.5x37x28 lugs 20 700 206mhbs40k2j 21 14 11.5 8.5 4.9 42.5x37x28 37.5 1.2 2 20 700 206mhbs40k4j 21 18.5 14.5 10.5 4.1 42.5x37x28 37.5 1.2 10.2 4 20 800 206mhbs45k4ja 24 18 14.5 10.5 4.2 41.5x44x24 37.5 1.2 10.2 4 20 800 206mhbs45k2ja 24 14 13 9.5 4.8 41.5x44x24 37.5 1.2 2 20 900 206mhbs50k2j 28 14 14 10.5 4.5 42.5x45x30 37.5 1.2 2 20 900 206mhbs50kj## 28 21 16.5 12 3.7 42.5x45x30 37.5 lugs 20 900 206mhbs50k4j 28 19 15 11 3.9 42.5x45x30 37.5 1.2 20.3 4 20 1100 206mhbs60kr## 23 21 17 12.5 4 57.5x45x30 lugs 20 1100 206mhbs60k2r 23 14 13.5 10 4.8 57.5x45x30 52.5 1.2 2 20 1100 206mhbs60k4r 23 19 15 11 4.2 57.5x45x30 52.5 1.2 20.3 4 20 1275 206mhbs70k4r 28 21.5 17.5 12 4 57.5x50x35 52.5 1.2 20.3 4 20 1275 206mhbs70k2r 28 14 14 11.5 4.6 57.5x50x35 52.5 1.2 2 20 1275 206mhbs70kr## 28 23.5 19 13.5 3.8 57.5x50x35 lugs 22 700 226mhbs40kja## 21 19.5 15.5 11.5 3.8 41.5x44x24 lugs 22 700 226mhbs40k4ja 21 17.5 14 10.5 4 41.5x44x24 37.5 1.2 10.2 4 22 700 226mhbs40k2ja 21 14 13 9 4.6 41.5x44x24 37.5 1.2 2 22 800 226mhbs45k2j 24 14 13.5 10 4.6 42.5x45x30 37.5 1.2 2 22 800 226mhbs45k4j 24 18.5 14.5 10.5 4 42.5x45x30 37.5 1.2 20.3 4 22 800 226mhbs45kj## 24 20.5 16 12 3.8 42.5x45x30 lugs 22 1000 226mhbs55kr## 21 20.5 16.5 12 4.3 57.5x45x30 lugs 22 1000 226mhbs55k2r 21 14 13.5 10 5.1 57.5x45x30 52.5 1.2 2 22 1000 226mhbs55k4r 21 18.5 15 11 4.5 57.5x45x30 52.5 1.2 20.3 4 22 1100 226mhbs60k4r 23 21 17 12 4 57.5x50x35 52.5 1.2 20.3 4 22 1100 226mhbs60k2r 23 14 14 11 4.6 57.5x50x35 52.5 1.2 2 22 1100 226mhbs60kr## 23 23 18.5 13 3.8 57.5x50x35 lugs 25 575 256mhbs35kj## 19 17 13.5 10 4.2 42.5x37x28 lugs 25 575 256mhbs35k4j 19 15.5 12.5 9 4.4 42.5x37x28 37.5 1.2 10.2 4 25 575 256mhbs35k2j 19 14 11.5 8.5 5 42.5x37x28 37.5 1.2 2 25 700 256mhbs40k2ja 21 14 13.5 10 4.3 41.5x44x24 37.5 1.2 2 25 700 256mhbs40k4ja 21 19 15 11 3.7 41.5x44x24 37.5 1.2 10.2 4 25 700 256mhbs40kja## 21 21 16.5 12 3.5 41.5x44x24 lugs 25 800 256mhbs45kj## 24 22 17 12.5 3.5 42.5x45x30 lugs 25 800 256mhbs45k4j 24 19.5 15.5 11.5 3.7 42.5x45x30 37.5 1.2 20.3 4 25 800 256mhbs45k2j 24 14 14 10.5 4.3 42.5x45x30 37.5 1.2 2 25 900 256mhbs50k2r 18.5 14 13 10 5.3 57.5x45x30 52.5 1.2 2 25 900 256mhbs50kr## 18.5 19.5 16 11.5 4.5 57.5x45x30 lugs 25 900 256mhbs50k4r 18.5 18 15 11 4.7 57.5x45x30 52.5 1.2 20.3 4 25 1100 256mhbs70k6r 28 24 19.5 14 3.4 57.5x57.5x38 52.5 1.2 10.2 6 25 1100 256mhbs60k2r 23 14 14 12 4.4 57.5x50x35 52.5 1.2 2 25 1100 256mhbs60kr## 23 24 19.5 14 3.6 57.5x50x35 52.5 lugs 25 1100 256mhbs70kr## 28 26 21 15 3.4 0x0x0 lugs 25 1100 256mhbs60k4r 23 22 17.5 12.5 3.8 57.5x50x35 52.5 1.2 20.3 4 25 1100 256mhbs70k4r 28 23 19 13.5 3.6 57.5x57.5x38 52.5 1.2 20.3 4 30 575 306mhbs35k4j 19 16.5 13 9.5 4 42.5x37x28 37.5 1.2 10.2 4 30 575 306mhbs35k2j 19 14 12 9 4.6 42.5x37x28 37.5 1.2 2 30 575 306mhbs35kj## 19 18.5 14.5 10.5 3.8 42.5x37x28 lugs 30 700 306mhbs40kj## 21 22.5 17.5 13 3.2 42.5x45x30 lugs

 mhbs 2,4,6, lug lead radial box capacitance (f) wvdc ic part number dv/dt (v/sec) maximum rms ripple current (a) 100 khz, +70c typical esr (m) 100 khz,+25c dimensions lxhxt (mm) s (mm) d (mm) p (mm) # leads +5c +10c +15c 30 700 306mhbs40k2j 21 14 14 11 4 42.5x45x30 37.5 1.2 2 30 700 306mhbs40k4j 21 20.5 16 12 3.4 42.5x45x30 37.5 1.2 20.3 4 30 800 306mhbs45k4r 16.5 21 16.5 12 4.1 57.5x45x30 52.5 1.2 20.3 4 30 800 306mhbs45k2r 16.5 14 14 10 4.7 57.5x45x30 52.5 1.2 2 30 800 306mhbs45kr## 16.5 21 16.5 12 4.1 57.5x45x30 lugs 30 1000 306mhbs55kr## 21 24 19 13.5 3.6 57.5x50x35 lugs 30 1000 306mhbs55k2r 21 14 14 11.5 4.3 57.5x50x35 52.5 1.2 2 30 1000 306mhbs55k4r 21 22 17.5 12.5 3.8 57.5x50x35 52.5 1.2 20.3 4 33 1000 336mhbs55k2r 21 14 14 12 4.1 57.5x50x35 52.5 1.2 2 33 1000 336mhbs55k4r 21 23 18.5 13 3.5 57.5x50x35 52.5 1.2 20.3 4 33 1100 336mhbs60k4r 23 24.5 19.5 14.5 3.3 57.5x57.5x38 52.5 1.2 20.3 4 33 1100 336mhbs60kr## 23 25.5 20.5 15 3.1 57.5x57.5x38 lugs 35 575 356mhbs35kj## 19 21 16.5 12.5 3.5 42.5x45x30 lugs 35 575 356mhbs35k4j 19 19 15.5 11 3.7 42.5x45x30 37.5 1.2 20.3 4 35 575 356mhbs35k2j 19 14 14 11 4.3 42.5x45x30 37.5 1.2 2 35 800 356mhbs45k4r 16.5 20 16 11.5 3.9 57.5x45x30 52.5 1.2 20.3 4 35 800 356mhbs45kr## 16.5 22 17.5 13 3.7 0x0x0 lugs 35 800 356mhbs45k2r 16.5 14 14 11 4.5 57.5x45x30 52.5 1.2 2 35 900 356mhbs50kr## 18.5 24 19 14 3.4 57.5x50x35 lugs 35 900 356mhbs50k4r 18.5 22 17.5 13 3.6 57.5x50x35 52.5 1.2 20.3 4 35 900 356mhbs50k2r 18.5 14 14 12 4.2 57.5x50x35 52.5 1.2 2 35 1100 356mhbs60k4r 23 25 20 14.5 3.2 57.5x57.5x38 52.5 1.2 20.3 4 35 1100 356mhbs60k6r 23 26 20.5 15 3 57.5x57.5x38 52.5 1.2 10.2 6 40 575 406mhbs35k4j 19 20 16 12 3.4 42.5x45x30 37.5 1.2 20.3 4 40 575 406mhbs35k2j 19 14 14 11 4 42.5x45x30 37.5 1.2 2 40 575 406mhbs35kj## 19 22 17.5 13 3.2 42.5x45x30 lugs 40 700 406mhbs40kr## 14.5 22 17.5 12.5 3.6 57.5x45x30 lugs 40 700 406mhbs40k2r 14.5 14 14 10.5 4.4 57.5x45x30 52.5 1.2 2 40 700 406mhbs40k4r 14.5 20 16 11.5 3.8 57.5x45x30 52.5 1.2 20.3 4 40 800 406mhbs45k4r 16.5 21.5 17.5 12.5 3.6 57.5x50x35 52.5 1.2 20.3 4 40 800 406mhbs45k2r 16.5 14 14 11.5 4.2 57.5x50x35 52.5 1.2 2 40 800 406mhbs45kr## 16.5 23.5 19 14 3.4 57.5x50x35 lugs 40 900 406mhbs50kr2 18.5 14 14 13 3.9 57.5x50x30 52.5 1.2 2 40 900 406mhbs50k4r 18.5 23.5 19 13.5 3.3 57.5x50x30 52.5 1.2 20.3 4 40 1000 406mhbs55kr## 21 27.5 22 16.5 3 57.5x57.5x38 lugs 40 1000 406mhbs55k6r 21 26 15 3 3 57.5x57.5x38 52.5 1.2 10.2 6 40 1000 406mhbs55k4r 21 25 20 14.5 3.2 57.5x57.5x38 52.5 1.2 20.3 4 45 700 456mhbs40kr## 14.5 23 18 13 3.4 57.5x45x30 lugs 45 700 456mhbs40k4r 14.5 21 16.5 12 3.6 57.5x45x30 52.5 1.2 20.3 4 45 700 456mhbs40k2r 14.5 14 14 11 4.2 57.5x45x30 52.5 1.2 2 45 800 456mhbs45k2r 16.5 14 14 12 4 57.5x50x35 52.5 1.2 2 45 800 456mhbs45k4r 16.5 23 18.5 13.5 3.4 57.5x50x35 52.5 1.2 20.3 4 45 800 456mhbs45kr## 16.5 25.5 20 15 3.2 57.5x50x35 lugs 47 800 476mhbs45k4r 16.5 23.5 19 13.5 3.3 57.5x50x35 52.5 1.2 20.3 4 47 800 476mhbs45k2r 16.5 14 14 12.5 3.9 57.5x50x35 52.5 1.2 2 47 900 476mhbs50k4r 18.5 25.5 20.5 15 3 57.5x57.5x38 52.5 1.2 20.3 4 47 900 476mhbs50kr## 18.5 28.5 23 16.5 2.8 57.5x57.5x38 lugs 47 900 476mhbs50k6r 18.5 26.5 21.5 15.5 2.8 57.5x57.5x38 52.5 1.2 10.2 6 50 575 506mhbs35kr## 12.5 21.5 17.5 12.5 3.8 57.5x45x30 lugs 50 575 506mhbs35k4r 12.5 19 15.5 11 4 57.5x45x30 52.5 1.2 20.3 4 50 575 506mhbs35k2r 12.5 14 14 10 4.6 57.5x45x30 52.5 1.2 2 50 700 506mhbs40k2r 14.5 14 14 12 4 57.5x50x35 52.5 1.2 2 50 700 506mhbs40k4r 14.5 22.5 18 13 3.4 57.5x50x35 52.5 1.2 20.3 4 50 700 506mhbs40kr## 14.5 24.5 19.5 14.5 3.2 57.5x50x35 lugs 50 900 506mhbs50k6r 18.5 27 22 16 2.8 57.5x57.5x38 52.5 1.2 10.2 lugs 50 900 506mhbs50k4r 18.5 26 21 15 3 57.5x57.5x38 52.5 1.2 20.3 4 55 700 556mhbs40k4r 14.5 23.5 19 13.5 3.3 57.5x50x35 52.5 1.2 20.3 4 55 700 556mhbs40k2r 14.5 14 14 12.5 3.9 57.5x50x35 52.5 1.2 2

 mhbs 2,4,6, lug lead radial box capacitance (f) wvdc ic part number dv/dt (v/sec) maximum rms ripple current (a) 100 khz, +70c typical esr (m) 100 khz,+25c dimensions lxhxt (mm) s (mm) d (mm) p (mm) # leads +5c +10c +15c 55 700 556mhbs40kr## 14.5 25.5 20.5 15 3.1 57.5x50x35 lugs 60 575 606mhbs35kr## 12.5 23 18.5 13.5 3.4 57.5x50x35 lugs 60 575 606mhbs35k2r 12.5 14 14 10.5 4.2 57.5x45x30 52.5 1.2 2 60 575 606mhbs35k4r 12.5 20.5 16.5 12 3.6 57.5x45x30 52.5 1.2 20.3 4 60 700 606mhbs40k4r 14.5 24.5 19.5 14 3.1 57.5x50x35 52.5 1.2 20.3 4 60 700 606mhbs40k2r 14.5 14 14 13 3.7 57.5x50x35 52.5 1.2 2 60 700 606mhbs40kr## 14.5 26.5 21 15.5 2.9 57.5x50x35 lugs 60 800 606mhbs45kr## 16.5 28.5 22.5 16.5 2.8 57.5x57.5x38 lugs 60 800 606mhbs45k4r 16.5 25.5 20.5 15.5 3 57.5x57.5x38 52.5 1.2 20.3 4 60 800 606mhbs45k6r 16.5 26.5 21.5 15.5 2.8 57.5x57.5x38 52.5 1.2 10.2 6 65 800 656mhbs45k6r 16.5 27.5 22 16 2.7 57.5x57.5x38 52.5 1.2 10.2 6 65 800 656mhbs45k4r 16.5 26.5 21 15.5 2.9 57.5x57.5x38 52.5 1.2 20.3 4 75 575 756mhbs35k4r 12.5 23 18.5 13.5 3.3 57.5x50x35 52.5 1.2 20.3 4 75 575 756mhbs35k2r 12.5 14 14 12 3.9 57.5x50x35 52.5 1.2 2 75 575 756mhbs35kr## 12.5 25.5 20.5 15 3.1 57.5x50x35 lugs 75 700 756mhbs40kr## 14.5 28.5 24 17 2.7 57.5x57.5x38 lugs 75 700 756mhbs40k4r 14.5 26 21.5 15.5 2.9 57.5x57.5x38 52.5 1.2 20.3 4 75 700 756mhbs40k6r 14.5 27 22.5 16 2.7 57.5x57.5x38 52.5 1.2 10.2 6 80 700 806mhbs40k6r 14.5 27.5 22 16.5 2.6 57.5x57.5x38 52.5 1.2 10.2 6 80 700 806mhbs40k4r 14.5 26.5 22 15.5 2.8 57.5x57.5x38 52.5 1.2 20.3 4 90 575 906mhbs35k4r 12.5 25 21 14.5 3.1 57.5x57.5x38 52.5 1.2 20.3 4 90 575 906mhbs35k6r 12.5 26 23 16 2.9 57.5x57.5x38 52.5 1.2 10.2 6 100 575 107mhbs35k6r 12.5 27 22 15.5 2.8 57.5x57.5x38 52.5 1.2 10.2 6 100 575 107mhbs35k4r 12.5 26 21.5 15 3 57.5x57.5x38 52.5 1.2 20.3 4
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