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		  Datasheet File OCR Text:


		  embedded vehicle box all product specifications are subject to change without notice  last updated : 25-apr-2011 features ark-3202v mobile intel ?  atom? n270 fanless solution  with dual display and multiple i/o   ? intel ?  atom? n270 processor at 1.6 ghz   ? dual display and support for wide screen with high resolution   ? supports 2 gbe, 5 x usb 2.0 ports and 5 com ports   ? optional wlan and hsdpa modules for advanced in-vehicle solutions   ? in-vehicle power design and ign support, compliant with iso-7637-2    ? gps on-board for in-vehicle applications   ? works with both 12 and 24-volt systems    ? ip40 rating specifcations ARK-3202V-S6A1E processor system cpu intel atom n270 max. speed 1.6 ghz system chipset intel 945gse + ich7-m chipset front side bus 400/533mhz bios award 4 mb spi bios memory technology ddr2 400/533 mhz (945gse) max. capacity 2 gb socket 1 x 200-pin sodimm graphics chipset integrated graphics built in intel 945gse interface crt interface  dvi (optional) 36-bit lvds interface(optional) ethernet lan 1 10/100/1000 mbps ethernet controller, support wake on lan lan 2 10/100/1000 mbps ethernet controller, support wake on lan audio amplifer 2.2w amplifer interface spkr-out, mic-in io interface serial interface 2 x rs-232 & 3 x rs-232/422/485 w/ auto flow control usb interface 5 x usb ports,  compliant with usb 2.0 other gps gps onboard watchdog timer 255-level timer interval, setup by software expansion mini pcie 2 x mini pcie (with one sim socket)  storage ssd supports compactflash socket for type i/ii compactflash disk software support microsoft windows xp professional, xp embedded linux fedora 9.0 power requirement power type at/atx power input voltage 9 v dc  ~ 32 v dc  (for in vehicle) minimum power input  9v-32v, 7.2a-2.0a power adapter ac to dc, dc19 v/3.42 a, 65 w (optional) power consumption typical typical 13.3w (cpu is intel atom n270 1.6 ghz and w/o expansion) max. max. 17.1w (cpu is intel atom n270 1.6 ghz and w/o expansion) mechanical construction aluminum housing mounting desk/wall-mounting  dimensions (w x h x d) 220 mm x 68 mm x 200 mm  (8.66" x 2.67" x 7.87") weight 3 kg (6.6 lb) environment operating temperature with industrial grade compactflash disk: -20 ~ 60 c (-4 ~ 140 f) storage temperature -40 ~ 85 c (-40 ~ 185 f) relative humidity 95% @ 40 c (non-condensing) vibration loading during  operation with compactflash disk: 5 grms, iec 60068-2-64, random, 5 ~ 500 hz, 1 oct./min, 1 hr/axis. mil-810 std  514.5c-3 shock during operation with compactflash disk: 50 g, iec 60068-2-27, half sine, 11 ms duration emc ce/fcc class a, ccc, bsmi safety certifcations ul, ccc, bsmi in-vehicle certifcation e-mark e13, iso-7637-2  e 13 listed e180881 c ? u l us rohs compliant 2002/95/ec                                   

 www.advantech.com/products online download dimensions unit: mm (inch) ark-3202v packing list  part number description - 1 x ark-3202v unit  - 1 x driver/utility cd/manual  - 1 x user manual (simplifed chinese) 1960014487t00c 2 x desk/wall mount plate 1700018432 1 x 2-pin phoenix dc power connector 1700018308 m cable scsi 26p(m)/d-sub 9p(m)x3 com, 10cm 1750001782 1 x antenna gps active 5v 38 x 40 with 5m sma cable ordering information   part number description ARK-3202V-S6A1E intel atom n270 1.6 ghz compact embedded box ipc,  w/ 2 x gbe, 5 x usb 2.0, 5 x com, 2 x mini pcie, gps,  vga, audio   optional items   part number description 1757003659 ac-to-dc adapter, dc19 v/3.42a 65w, with phoenix  power plug, 0 ~ 40 c for home and offce use 1757002682 ac-todc adaptor dc19v/3.42a 65w, 0~40c, for japan  with pse 1700001947 power cable 2-pin 180 cm, usa for ark-338x 1700001948 power cable 2-pin 180 cm, europe for ark-338x 1700001949 power cable 2-pin 180 cm, uk for ark-338x 1700008921 power cable 3-pin 180cm, japan for 1757002682 1652004519 3pin terminal block for ark-3202v dc input, use with  1757002682 1700009398 lvds power cable for ark-3202 amo-hsdpa01e 3.5g hsppa module embedded os part number description 2070009503 wes 2009 eng/fr/ge/it/sp 2070009504 wes2009 eng/cht/chs/jpn 2070010050 win ce 6.0 pro 220,1 200,0 67,8 front panel external i/o mechanical layout/drawing rear panel external i/o mechanical layout/drawing on/off hdd led pwr led line-out mic usb2 usb1 d c  inp ut u sb 3 u sb 4 u sb 0 la n -1 la n -2 vga ps/2 c o m -1 c o m -2 c om 3 ~ 5 d i o pc /veh icle m od e  
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