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		  Datasheet File OCR Text:


		  lcc series                                                                                                                          page one of three &+,3&$55,(562&.(7 features      conforms to jedec standards for leaded chip carriers leads are tin plated after stamping same footprint as most common chip carriers available in surface mount and thru-hole styles high temperature material resists distortion during soldering standard part dimensions insulator body thru-hole surface mount h height 0.315" / 8,0mm 0.177" / 4,5mm s standoff 0.020" / 0,51mm 0.020" / 0,51mm see table below for other dimensions pc tail thru-hole surface mount l length 0.130" / 3,30mm n/a materials insulator body high temp thermoplastic (ul94v-o) contact phosphor bronze see specifications and performance data for more information. part dimensions chart contacts a b (0.010") c d (0.010") 20 0.20" / 5,08mm 0.62" / 15,75mm 0.20" / 5,08mm 0.62" / 15,75mm 28 0.30" / 7,62mm 0.72" / 18,29mm 0.30" /7,62mm 0.72" / 18,29mm 32 0.30" / 7,62mm 0.72" / 18,29mm 0.40" /10,16mm 0.82" / 18,29mm 44 0.50" / 12,70mm 0.92" / 23,37mm 0.50" /12,70mm 0.92" / 23,37mm 52 0.60" / 15,24mm 1.02" / 25,91mm 0.60" / 15,24mm 1.02" / 25,91mm 68 0.80" / 20,32mm 1.22" / 31,00mm 0.80" / 20,32mm 1.22" / 31,00mm 84 1.00" / 25,40mm 1.42" / 36,07mm 1.00" / 25,40mm 1.42" / 36,07mm sample hotline: 1-800-676-7644 crane connectors   ?  4700 smith road ? cincinnati, ohio   45212 usa  ? e-mail address: info@craneconnectors.com phone: (513) 631-4700  ?  fax (513) 631-5700 ?  toll free us (800) 676-7644 ? canada (800) 420-7310 thru-hole (20 to 84 positions) surface mount (20 to 84 positions)

 lcc series                                                                                                                         page two of three adapts 0.050" (1,27mm) high density chip carrier to 0.100" (2,54mm) pcb hole spacing how to order cranes lcc series standard part number opt. -- product series lcc total number of positions positions 20-84 please reference table above for available sizes. plating (see specifications at bottom of page) tin t tail configuration surface mount (omit for thru-hole) s alignment pin (optional) surface mount (omit for thru-hole) a lcc-ht extraction tool cranes lcc-ht extraction tool fits the slots in the insulator for easy removal of the chip.  the lcc-ht tool accommodates the full range of chip carriers offered.  contact the factory for more information. sample hotline: 1-800-676-7644 crane connectors   ?  4700 smith road ? cincinnati, ohio   45212 usa  ? e-mail address: info@craneconnectors.com phone: (513) 631-4700  ?  fax (513) 631-5700 ?  toll free us (800) 676-7644 ? canada (800) 420-7310

 crane connectors - plating specifications plating options contact area inches (millimeters) pc tail inches (millimeters) underplate inches (millimeters) g selective 15 )   (0,,00038) gold 100 )  (0,00254) tin/lead - min 50 )  (0,00127) nickel - min. t tin / lead 100 )   (0,00254) tin / lead 100 )  (0,00254) tin/lead - min 50 )  (0,00127) nickel - min. m selective 50 )   (0,00127) gold 100 )  (0,00254) tin/lead - min 50 )  (0,00127) nickel - min. h selective 30 )   (0,00076) gold 100 )  (0,00254) tin/lead - min 50 )  (0,00127) nickel - min. l selective 10 )   (0,00025) gold 100 )  (0,00254) tin/lead - min 50 )  (0,00127) nickel - min. f selective 3 )   (0,00008) gold 100 )  (0,00254) tin/lead - min 50 )  (0,00127) nickel - min. iso9001 crane connectors file no. a-3620 registered by ul to iso9001 under uls accreditation by raad voor de certificatie (rvc), the dutch council for certification.        sample hotline: 1-800-676-7644 crane connectors   ?  4700 smith road ? cincinnati, ohio   45212 usa  ? e-mail address: info@craneconnectors.com phone: (513) 631-4700  ?  fax (513) 631-5700 ?  toll free us (800) 676-7644 ? canada (800) 420-7310
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