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		  Datasheet File OCR Text:


		  components product information connector new 1/9 mb-0046-5 october 2006 jae pmk div. proprietary. copyright ?  2006  japan aviation electronics industry, ltd. ? pin connector (pin header) is pr ess fit type (finish diameter: 0. 82 to 0.98 dia. ), and the  mounting pitch is 2.54mm. for th ree contact connector, a wire  relay connector is available. ? mold latch ensures comp lete mating and unmating. ? highly conductive copper alloy is used for co ntacts, and individual two-point contact system  and gold plating ensure high  contact reliability. (ca725 is  used for press fit contacts.) ? applicable cables ar e one jis-c-3316 5.5mm 2 (equivalent to awg 10) or two jis-c-3316  2.0mm 2 (equivalent to awg 14) crim p. for relay pin contacts,  awg 12 to 16 are applicable. ? secondary hook mechanism to secure cable. features > this product is a high-reliability connector fo r power units designed fo r transmission devices,  switcher, and other electrical devices. it occupi es a small volume thanks  to the use of planar  contacts. two-contact and three-c ontact connectors are available. ? no. of contacts: 2 or 3 pos. ? contact resistance: 20 m ohm max. (initial) ? withstand voltage: 1000vr.m.s  (for 1 minute) ? operating temperatur e: -10 to +65 deg.c ? rated current: 15a ? insulation resistance: 1 x 10 5 m ohm min. ? mating force: 222.5n max. ? retention force: 44.1n min. general specifications ? thickness of board: 2.4t min. ? board material: glass-filled epoxy ? suitable through-hole: 0.82 to 0.98 dia. finish diameter: (target 0.87 to 0.94 dia.) ? through-hole plating: copper ? through-hole plating thickness: 40 20 um pw01 series applicable board  specifications high efficiency, high reli ability power connector rohs  compliant

 mb-0046-5 2/9 jae pmk div. proprietary. copyright ?  2006  japan aviation electronics industry, ltd. materials/ finishes ordering  information components materials/finishes  insulator  66 nylon (ul94v-0)  press fit pin contact  ca725(au plating over ni)  contact  crimp contact  high conductive copper  alloy (au plating over ni)      components materials/finishes  insulator  66 nylon (ul94v-0)  crimp  contact  high conductive copper alloy  (au plating over ni)      pin socket contact plating finish code code  contact portion  crimp portion  terminal portion    (compliant)  1  0.1 um min. au over ni    2  0.3 um min. au over ni    3  0.76 um min. au over ni    sn plating over ni  au flash      pin (board mounting type) pin (electric cable relay type) pw01 -3 p c -a y no. of contacts  3:3pos. pin c: crimp type color of housing  y: yellow modification code pw01  - * p 0 9  -m 1 - a y * series no. of contacts   2:2pos. 3:3pos. pin applicable through  hole dia.      (09 dia. :0.9 dia.) terminal shape m:   type (compliant pin)  terminal length modification code color of housing y: yellow plating specification  of contact portion a: with out attachment pin b: with attachment pin series

 mb-0046-5 3/9 jae pmk div. proprietary. copyright ?  2006  japan aviation electronics industry, ltd. socket (crimp type) pw01 - * s c - a y no. of contacts 2: 2pos.  3: 3pos. socket crimp type modification code color of housing y: yellow pin contact (crimp type) pw01 - p c 1  - *  - 800  e pin header crimp type plating 800: reeled cont acts/ qty. 800 pcs. applicable electric wire  jis-c-3316 (5.5mm  2 wire or 2.0 mm  2 double wires) pw01 - p c 1 - *  - * - 800  e pin header crimp type plating 800: reeled contacts/ qty. 800 pcs. applicable electric wire  modification code 1: awg12 2: awg14 or 3: awg16 socket contact (crimp type) applicable electric wire jis-c-3316 (5.5mm  2 wire or 2.0 mm 2 double wires) pw01 - c 1   - *  - ***  e crimp type plating 20sa: stick carrier/ qty. 20pcs.   800: reeled contacts/ qty. 800 pcs. series series series series rohs compliant rohs compliant rohs compliant

 mb-0046-5 4/9 jae pmk div. proprietary. copyright ?  2006  japan aviation electronics industry, ltd. pw01-2p09-m1-a** (2pos.  press fit pin connector) pw01-2p09-m1-b** (2pos. press fit pi n connector with attachment pin)

 mb-0046-5 5/9 jae pmk div. proprietary. copyright ?  2006  japan aviation electronics industry, ltd. pw01-2sc-a* insulator (2pos.  socket connector for power) (*) ---we also provide cable harness produc ts just tailored to your specification pw01-3p09-m1-a* (3pos. pr ess fit pin connector)

 mb-0046-5 6/9 jae pmk div. proprietary. copyright ?  2006  japan aviation electronics industry, ltd. pw01-3pc-a* insulator (3pos. connec tor for electric  wire relay) (*) ---we also provide cable harness produc ts just tailored to your specification pw01-3sc-a* insulator (3pos. sock et connector for electric wire) (*) ---we also provide cable harness produc ts just tailored to your specification

 mb-0046-5 7/9 jae pmk div. proprietary. copyright ?  2006  japan aviation electronics industry, ltd. pw01-c1-*-800e magazine as sembly (soc ket contact) applicable electric wi re: jis-c-3316 (5.5mm 2 wire or 2.0mm 2 double wires) pw01-c1-*-20sae stick carri er product (socket contact) applicable electric wi re: jis-c-3316 (5.5mm 2 wire or 2.0mm 2 double wires)

 mb-0046-5 8/9 jae pmk div. proprietary. copyright ?  2006  japan aviation electronics industry, ltd. pw01-pc1-*-800e magazine as sembly (pin contact) applicable electric wi re: jis-c-3316 (5.5mm 2 wire or 2.0mm 2 double wires) pw01-pc1-1-*-800e magazine a ssembly (pin contact)  (applicable electric wire: awg12 x 1 cable)

 mb-0046-5 9/9 jae pmk div. proprietary. copyright ?  2006  japan aviation electronics industry, ltd. pw01-pc1-2-*-800e magazine a ssembly (pin contact) (applicable electric wire: awg14 or awg16) notice: products shown in this leaflet are made  for the applications listed be low.  however, if the  above-mentioned products are to be used in  aerospace devices, marine cable-connection  devices, atomic power co ntrol systems, medical  equipment for life-support systems, or any other  specific application requiring extremely high  reliability, please contact jae for further  information.   recommended applications: computers, office  machines, measuring devices,  telecommunication devices (terminals, mobile  devices), av devices,  household applications,  fa devices, etc.  japan aviation electroni cs industry, limited product marketing division aobadai building, 3-1-19, aobadai, meguro-ku, tokyo 153-8539 phone: +81-3-3780-2787  fax: +81-3-3780-2946 * the specifications in this brochure are subject to c hange without notice. please contact us for more information.
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