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		  Datasheet File OCR Text:


		  www.adlinktech.com 25 intel ?  atom? d510 fanless embedded computer with integrated i/o mxe-3000 series introduction the matrix mxe-3000 series is the latest addition to the adlinks matrix e series. it is based on the intel ?   atom? d510 dual-core processor to offer greater computing power for your applications. the mxc-3000 series  features an intel ?  atom? d510 dual-core 1.66 ghz processor to boost its performance to almost twice that of  the atom? n270 platform, while maintaining the same power consumption. this distinctive feature delivers to  the ability to access multiple devices using a compact and rugged controller without the need for additional serial  communication cards. leveraging the design of the matrix mxe-1000 series, the mxe-3000 series retains all the remarkable features of  the matrix e series, including rugged -20c to 70c* fanless operation, 5 grms vibration resistance, and 9-32 v dc  wide range power input. the design of serial ports is also flexible to meet the needs of a wide variety of  applications. two com ports can be configured to rs-232, rs-422, or rs-485 via a bios setting. the mxe-3000  series is also equipped with a mini-pcie socket, usim socket, six usb 2.0 ports, and its fanless and cable-less  structure gives you extensive durability for long-term usage. combing rugged design and integrated i/o functions, the adlink mxe-3000 series provides the best choice for  your versatile applications. features    intel ?  atom? d510 1.66 ghz processor + intel ?  ich8-m chipset    rugged, -20c to 70c fanless operation*    built-in 9 v dc  to 32 v dc  wide-range dc power input    two software-programmable rs-232/422/485 ports, and two   rs-232 ports    up to three 1000/100/10 mbps ethernet ports    up to six usb 2.0 ports     one internal pcie mini card socket and usim socket     one external cf socket applications    toll gate controllers    smart grid applications    intelligent transportation systems    facility management    medication management    pharmacy automation    environmental monitoring    building automation mxe-3000 with antenna  mxe-3000 front panel mxe-3000 back panel mic-in & line-out vga gbe port x 3 cf/hdd/wdt led ps2 kb/ms usb 2.0 port x 4 lvds esata power button cf com3 & com4, rs-232 com1 & com2 software-programmable rs-232/422/485 usb 2.0 port x 2 9-32 v dc in *extending the operating temperature to -20c to 70c is optional and requires use of an industrial solid-state drive storage device. software support    windows ?  xp / xp embedded / 7, linux*    *linux distribution by request         

 www.adlinktech.com 26 specifications model name description com ports gbe usb memory mxe-3002 intel ?  atom? d510 1.66 g fanless embedded computer 2 rs-232/422/485 2 rs-232 3 6  1 gb ddr2 ordering information 2 gb ddr2 upgrade upgrade to 2 gb ddr2 memory 320 gb hdd option factory-installed 320 gb sata hard disk drive (0 to 60c) 32 gb ssd option factory-installed 32 gb sata solid-state drive (0 to 70c) 8 gb industrial ssd option factory-installed 8 gb industrial-grade sata solid-state drive (-40 to 85c) 80 w ac-dc adapter 80 w industrial-grade ac-dc adapter (-20 to 70c) extended temperature option* optional screening to extend the operating temperature of the mxe-3000 series to -20c to 70c optional accessories integrated embedded computers model name    mxe-3002 system core    processor     intel ?  atom? d510 1.66 ghz cpu    chipset    intel ?  i/o controller hub 8 mobile (ich8-m)    video    vga+lvds output by vga+dvi-i stacked connector      ?	 analog crt, supports qxga (2048 x 1536) resolution 	 	 	 ? 	 18-bit lvds output by dvi-i connector    memory    1 gb ddr2 667 mhz sodimm module i/o interface    ethernet    3 gbe ports (1 realtek ?  8111c + 2 intel ?  82574l)    serial port     2 software-programmable rs-232/422/485 (com1 & com2)       2 rs-232 (com3 & com4)    usb    6 usb 2.0 ports    audio    1 mic-in and 1 line-out    kb/ms    1 ps/ 2 keyboard and 1 ps/ 2 mouse    mini pcie    1 internal pcie mini card socket    usim    1 usim socket for 3g communication (used for a 3g-mini module) power supply    dc input    built-in 9-32 v dc  wide-range dc input       3p pluggable connector with latch (gnd, v-, v+)    ac input     optional 80 w external ac-dc adapter for ac input   storage device    sata hdd     on-board sata port for 2.5" hdd/ssd installation    compactflash    1 type ii cf socket, supporting pio and dma modes    esata     2 esata interface connectors on front panel for storage expansion mechanical    dimensions    210 mm (w) x 170 mm (d) x 53 mm (h) (8.3" x 6.7" x 2.1")    weight     1.8 kg (3.97 lbs)    mounting    wall-mount kit environmental    operating temperature*     standard: 0c to 50c (w/hdd)       extended option: -20c to 70c (w/ industrial ssd)    storage temperature     -40c to 85c  (excl. hdd/ssd/cf)     humidity    ~95% @ 40c (non-condensing)     vibration    operating, 5 grms, 5-500 hz, 3 axes (w/ cf or ssd)       operating, 0.5 grms, 5-500 hz, 3 axes (w/ hdd)    esd    contact +/-4 kv and air +/-8 kv      shock    operating, 100 g, half sine 11 ms duration (w/ cf or ssd)    emc     ce and fcc class a   *this option guarantees cold boot of the system at -20c and operation with 100% loading at 70c. the industrial solid-state drive storage option is required. *extending the operating temperature to -20c to +70c is optional and requires use of an industrial solid-state drive storage device. updated 03-28, 2012.  ? 2012 adlink technology, inc. all rights reserved. all specifcations are subject to change without further notice.                

 mouser electronics    authorized distributor      click to view pricing, inventory, delivery & lifecycle information:         adlink technology:     ? mxe-3002? mxe-3002/m2g/hdd320g? mxe-3002/160ghdd? mxe-3002/m2g? mxe-3002/m2g/64gssd-mlcct? mxe-3002/m2g/160ghdd? mxe-3002/m2g/ssd8g-s? mxe-3002/ssd8g-s? mxe-3002/m2g/32gssd-mlcct




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of MXE-3002160GHDD 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























