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		  Datasheet File OCR Text:


		  dual-in-line sockets automatic insertion open frame www.mill-max.com   516-922-6000 17 series 110...605 plating code = 93            sleeve (pin) contact (clip) 200  ? sn/pb 30  ?au   ordering information a        b        c ? high temperature  insulator with standoffs   is compatible with standard   automatic insertion  equipment. ? soft copper alloy  machined pins allows  clinching. ?  chamfered contact entry allows for ease of ic inser- tion without bent leads. ?  uses m-m#1005 pin with  #30 clip rated at 3 amps. see page 135 for pin details. total number of pins quantity per tube 6       0.3     0.3      0.4     67 110-93-306-41-605  8       0.4     0.3      0.4     50                                            110-93-308-41-605 14      0.7     0.3      0.4      28                                             110-93-314-41-605 16      0.8     0.3      0.4     25                                             110-93-316-41-605 18      0.9     0.3      0.4     22                                             110-93-318-41-605 20      1.0     0.3      0.4     20                                            110-93-320-41-605 24      1.2     0.3      0.4     16                                                    110-93-324-41-605 22      1.1     0.4      0.5     18                                            110-93-422-41-605 24      1.2     0.6      0.7     16                                              110-93-624-41-605 28      1.4     0.6      0.7     14                                              110-93-628-41-605 32      1.6     0.6      0.7    12                                              110-93-632-41-605 40      2.0     0.6      0.7     10 110-93-640-41-605
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