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		  Datasheet File OCR Text:


		  do not scale from this print .025  sq 0.64 ref (typ) .320 8.13 ref ((no of pos / 16) x .840[21.34]) + .210[5.33] ref (see note 5)  8 eq spaces @  .0750[1.905] = .600[15.24] .120 3.05 (see note 5) .125 3.18 ref .8400  (typ) 21.336 .075[1.91] (typ) 3 eq spaces @ .3250  (typ) 8.255 .095 2.41 ((no of pos / 16) x .840[21.34]) - .265[6.73] ((no of pos / 16) x .840[21.34]) + .240[6.10] ref .1075 2.731 'b' "a" "a" 'e' l c c c c l c c 01 02 .466 11.84 ref .391 9.93 ref .145 3.68 ref .250  ref (typ) 6.35 ((no of pos / 16) x .840[21.34]) + .490[12.45] ref .225 5.72 2  max sway (typ) c l qms-026-01-d-02-ra-mg wt-41-xx-r-t (see table 2) wt-41-xx-l-t (see table 2) c qms-xxx-xx-xx-d-dp-ra-xx-xxx-xx no of positions row specification -d: double (use qms-026-01-d-xx-ra) lead style   -01   -02 -ra: right angle -016, -032, -048, -064  (per row) option  -k: kapton pad    (use k-850-650) -pc4: (not available with    -064 position) -pc8: (not available with    -064 position) -sl: light selective gold    (use t-1m45-01-sl, t-1m46-01-sl, im-1g27-xx-l,     wt-28-xx-t, t-1s69-xx-sl, & t-1r37-xx-t) -s:  selective gold    (use t-1m45-01-s, t-1m46-01-s, im-1g27-xx-l,     wt-28-xx-t, t-1s69-xx-sl, & t-1r37-xx-t) plating specification -dp: differential pairs  -tr: tape & reel packaging    (-016 & -032 with no options)    (-016 & -032 with -pc4)    (-016 with -pc8)             packaging option guide post -mg: metal guide post (leave blank for plastic or pct. plastic available as aso only (not available with -02 lead style .012 0.30 ref (typ) .009  ref (typ) 0.23 .013 0.32 .025 0.64 ref (typ) .075  ref (typ) 1.91 detail 'b'  scale 6 : 1 c "a" .025 0.64 detail 'e'  scale 4 : 1 wt-28-xx-t (see note 6) c h .062  ref 1.57 .035  ref 0.89 "k" (see table k) "j" (see table 2) .080 2.03 c c fig. 1 (qms-032-01-xx-d-dp-ra-mg shown) c h h sheet     of unless  otherwise  specified, dimensions are in inches. tolerances  are: decimals                     angles .xx:  .01 [.3]               2 .xxx:  .005 [.13] .xxxx:  .0020 [.051] material: .635mm ra differential pairs plug assembly by: qms-xxx-xx-xx-d-dp-ra-xx-xxx-xx dwg.  no. description: proprietary note this document contains information confidential and proprietary to samtec, inc. and shall not be reproduced or transferred to other documents or disclosed to others or used for any purpose other than that which it was obtained without the expressed written consent of samtec, inc. do  not  scale  drawing bratcher 01/04/2007 4 1 sheet scale: 2:1 insulator: lcp, color black terminal & ground plane:  phos bronze counterweight: brass f:\dwg\misc\mktg\qms-xxx-xx-xx-d-dp-ra-xx-xxx-xx-mkt.slddrw notes: 1.       represents a critical dimension. 2. burr allowance: .0010 [0.02] max. 3. minimum pushout force: signal: .5 lb, [2.22n],     ground and counterweight: 1 lb. [4.45n] 4. parts to be packaged in trays as standard. 5. does not apply to 1 bank. 6. wt-28-xx-t not present on single bank with -mg option. 520 park east blvd, new albany, in 47150 phone: 812-944-6733       fax: 812-948-5047 e-mail: info@samtec.com          code: 55322 revision h

 "b" (see table 2) .010  (ref) 0.25 (both rows) .000 [0.00] - .007 [0.18] .115 .002 2.92 0.05 .030  ref 0.76 .075 1.91 .030  ref 0.76 .241 6.12 .170 4.32 .104 2.64 .075 1.91 .075 1.91 c14-a-mv c13-a-mv section "a"-"a" t-1m45-01-xx t-1m46-01-xx im-1g27-xx-l (see table 2) c c c c c c c c see table 1 .305 7.75 (((((no of pos / 16) x .840[21.34]) + "j")/2) - .152[3.86])  .02[.5] .09 .02 2.2 0.51 -k: kapton pad qms-032-01-xx-d-dp-ra-mg-k shown (use k-850-650) (for 2 & 4 banks only) -k: kapton pad qms-016-01-xx-d-dp-ra--mg-k shown (use k-850-650) (for 1 & 3 banks only) .005 0.13 .241 6.12 c9-b-mv t-1m46-01-xx in-process 1 c .377 9.58 .075 1.91 c19-b-mv t-1m46-01-xx in-process 2 im-1g27-xx-l (see table 2) c c .391 9.93 c16-b-mv in-process 3 t-1m46-01-xx t-1g27-xx-l (see table 2) c t-1m45-01-xx .018 0.44 .305 7.75 (((((no of pos / 16) x .840[21.34]) + "j")/2) - .152[3.86])  .02[.5] "c" "c" .269 6.82 .005 0.13 section "c"-"c"  scale 1 : 1 h table 4 option "j" none, -mgp .490 [12.45] -pc4 1.016 [25.81] -pc8 1.331 [33.81] sheet     of .635mm ra differential pairs plug assembly by: qms-xxx-xx-xx-d-dp-ra-xx-xxx-xx dwg.  no. description: proprietary note this document contains information confidential and proprietary to samtec, inc. and shall not be reproduced or transferred to other documents or disclosed to others or used for any purpose other than that which it was obtained without the expressed written consent of samtec, inc. do  not  scale  drawing bratcher 01/04/2007 4 2 sheet scale: 1:0.166667 revision  h f:\dwg\misc\mktg\qms-xxx-xx-xx-d-dp-ra-xx-xxx-xx-mkt.slddrw 520 park east blvd, new albany, in 47150 phone: 812-944-6733       fax: 812-948-5047 e-mail: info@samtec.com          code: 55322

 .020  sq 0.50 (typ) ((no of pos/16) x .840[21.34]) + .212[5.38] ref (((no of pos/16) x .840[21.34]) + .765[19.43]) - .008 + .005 2  max sway (typ) "d" "d" c c ((no of pos/16) x .840[21.34]) + 1.016[25.82] ref .0787 2.00 (measured from tips of tails) c20-a-mv fig. 2 (qms-032-01-xx-d-dp-ra-pc4 shown) (same as fig. 1, different as shown) c qms-026-01-d-xx-ra-pc4 terminal 2 (see table 3) terminal 1 (see table 3) .165  ref 4.19 (see table 3) "h" ref .060 1.51 .100 2.54 2  max toe (typ) c c section "d"-"d"  scale 1.5 : 1 c (see table 3) "e" ref (see table 3) "d"  in process 4 c (see table 3) "g" ref (see table 3) "f" 90 (see table 3) "h" ref in process 5 c (((no of pos/16) x .840[21.34]) + 1.080[27.43]) - .008 + .005 ((no of pos/16) x .840[21.34]) + 1.331[33.81] ref (3 equal spaces at .0787[2.000]) (measured at tips of tails) c terminal 1 (see table 3) terminal 2 (see table 3) qms-026-01-d-xx-ra-pc8 fig. 3 (qms-032-01-xx-d-dp-ra-pc8 shown) (same as fig. 2, different as shown) table 3 lead style terminal 1 terminal 2 "d" "e" "f" "g" "h" -01 t-1s69-01-xx t-1s69-02-xx .250 [6.35] .489 [12.42] .450 [11.43] .689 [17.50] .091 [2.31] -02 t-1s69-03-xx t-1s69-04-xx .281 [7.13] .520 [13.20] .481 [12.22] .720 [18.29] .122 [3.10] sheet     of .635mm ra differential pairs plug assembly by: qms-xxx-xx-xx-d-dp-ra-xx-xxx-xx dwg.  no. description: proprietary note this document contains information confidential and proprietary to samtec, inc. and shall not be reproduced or transferred to other documents or disclosed to others or used for any purpose other than that which it was obtained without the expressed written consent of samtec, inc. do  not  scale  drawing bratcher 01/04/2007 4 3 sheet scale: 2:1 revision  h f:\dwg\misc\mktg\qms-xxx-xx-xx-d-dp-ra-xx-xxx-xx-mkt.slddrw 520 park east blvd, new albany, in 47150 phone: 812-944-6733       fax: 812-948-5047 e-mail: info@samtec.com          code: 55322

 user direction of un-reeling pocket not detailed position 1 round holes packaging view -tr: tape & reel option (qms-032-01-xx-d-dp-ra-mg-tr shown) .225  ref 5.72 ((no of pos / 26) x .840[21.34]) + .210[5.33] ref qms-26-01-d-xx-ra c l fig.4 (qms-032-01-xx-d-dp-ra shown) (same as fig.1, different as shown) available as aso only  ((no of pos / 26) x .840[21.34]) + .240[6.10] ref .080  ref (typ) 2.03 "a" 1.52 (see table 2) .062  ref 1.57 "c" (see table 2) c c h h sheet     of .635mm ra differential pairs plug assembly by: qms-xxx-xx-xx-d-dp-ra-xx-xxx-xx dwg.  no. description: proprietary note this document contains information confidential and proprietary to samtec, inc. and shall not be reproduced or transferred to other documents or disclosed to others or used for any purpose other than that which it was obtained without the expressed written consent of samtec, inc. do  not  scale  drawing bratcher 01/04/2007 4 4 sheet scale: 2:1 revision  h f:\dwg\misc\mktg\qms-xxx-xx-xx-d-dp-ra-xx-xxx-xx-mkt.slddrw 520 park east blvd, new albany, in 47150 phone: 812-944-6733       fax: 812-948-5047 e-mail: info@samtec.com          code: 55322
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