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		  Datasheet File OCR Text:


		   introduction:  the mkt 075 series metallized polyester  film capacitors are specially designed for use in thickly populated printed circuit boards  where miniaturization is important. these capacitors are widely used in all general purpose applications. features:  ? wide value and voltage range ? flame retardant case and potting ? consistent dimensions and surface finish due to molded case construction ? self healing capability general specifications: dissipation factor:0.015 at 10 k hz for capacitance< 1.0   f insulation resistance:for nominal  voltag e  100 v dc,  3 10,000 m ohm for  c 0.1 f,  3 1,000 seconds for  c> 0.1  f, for nominal  voltage > 100 v dc ,  3 30,000 m ohm for  c0.33 f,  3 10,000 seconds for  c> 0.33  f.  capacitance tolerance: 5%(j),  10%(k)and  10%(m) voltage test :1.6 times the rated voltage applied between terminals for 2 seconds. at temperature of 25  5 c temperature range:-55 to 100 c with derating above 85 c climatic category:f m d life test details: capacitors shall withstand 125% dc rated voltage or 100% ac rated voltage applied at 85 c for 1000 hours.  after the test: 1.  capacitance change shall remain within  5%. 2.  dissipation factor shall be within 1.5 times the original limits. 3. insulation resistance shall be above 50% of the initial limits. 4.  there shall be no remarkable change in the appearance and the marking shall  remain legible. rated   dv/dt -  volts- voltage   per   seconds 100   6 250   15 400   30 630   40 pulse rise time (dv/dt)  volts per   sec. dimensions and  tolerances: "d" - 0.6 mm (0.024") for dimension t = 4mm (0.160) "d" - 0.8 mm (0.032") for dimension "t" > 4mm (0.160") "ll'' - 6.0  1.0mm (0.24 0.04")  tolerance on "s"  0.4mm (0.016") mkt 075 series  ffo o r r m m eer r l l y y     mmk k tt   11..6677   s s eer r i i ees s voltage dc/ac capacitance   100 v dc / 63 v ac   250 v dc / 160 v ac in  f   dimensions in millimeters   dimensions in millimeters l   h   t   s   l   h   t   s 0.01   10.5   9.0   4.0   7.5 0.015   10.5   9.0   4.0   7.5 0.022   10.5   9.0   4.0   7.5 0.033   10.5   9.0   4.0   7.5   10.5   9.0   4.0   7.5 0.047   10.5   9.0   4.0   7.5   10.5   9.0   4.0   7.5 0.068   10.5   9.0   4.0   7.5   10.5   11.0   5.0   7.5 0.1   10.5   9.0   4.0   7.5   10.5   11.0   5.0   7.5 0.15   10.5   9.0   4.0   7.5   10.5   12.0   6.0   7.5 0.22   10.5   11.0   5.0   7.5 0.33   10.5   12.0   6.0   7.5 voltage dc/ac capacitance   400 v dc / 200 v ac   630 v dc / 250 v ac in  f   dimensions in millimeters   dimensions in millimeters l   h   t   s   l   h   t   s 0.001   10.5   9.0   4.0   7.5 0.0015   10.5   9.0   4.0   7.5 0.0022   10.5   9.0   4.0   7.5 0.0033   10.5   9.0   4.0   7.5 0.0047   10.5   9.0   4.0   7.5   10.5   9.0   4.0   7.5 0.0068   10.5   9.0   4.0   7.5   10.5   9.0   4.0   7.5 0.01   10.5   9.0   4.0   7.5   10.5   11.0   5.0   7.5 0.015   10.5   9.0   4.0   7.5   10.5   12.0   6.0   7.5 0.022   10.5   11.0   5.0   7.5 0.033   10.5   12.0   6.0   7.5 case dimensions in millimeters100v ? 250v voltage dc/ac capacitance   100 v dc / 63 v ac   250 v dc / 160 v ac in  f   dimensions in inches   dimensions in inches l   h   t   s   l   h   t   s 0.01   0.413   0.354   0.157   0.295 0.015   0.413   0.354   0.157   0.295 0.022   0.413   0.354   0.157   0.295 0.033   0.413   0.354   0.157   0.295   0.413   0.354   0.157   0.295 0.047   0.413   0.354   0.157   0.295   0.413   0.354   0.157   0.295 0.068   0.413   0.354   0.157   0.295   0.413   0.433   0.197   0.295 0.1   0.413   0.354   0.157   0.295   0.413   0.433   0.197   0.295 0.15   0.413   0.354   0.157   0.295   0.413   0.472   0.236   0.295 0.22   0.413   0.433   0.197   0.295 0.33   0.413   0.472   0.236   0.295 voltage dc/ac capacitance   400 v dc / 200 v ac   630 v dc / 250 v ac in  f   dimensions in inches   dimensions in inches l   h   t   s   l   h   t   s 0.001   0.413   0.354   0.157   0.295 0.0015   0.413   0.354   0.157   0.295 0.0022   0.413   0.354   0.157   0.295 0.0033   0.413   0.354   0.157   0.295 0.0047   0.413   0.354   0.157   0.295   0.413   0.354   0.157   0.295 0.0068   0.413   0.354   0.157   0.295   0.413   0.354   0.157   0.295 0.01   0.413   0.354   0.157   0.295   0.413   0.433   0.197   0.295 0.015   0.413   0.354   0.157   0.295   0.413   0.472   0.236   0.295 0.022   0.413   0.433   0.197   0.295 0.033   0.413   0.472   0.236   0.295 case dimensions in inches 100v ? 250v mkt 07 5 series  case dimensions   sharma film capacitors formerly saha  tel:(949)642-seci seci engineers & buyers' guide fax:(949)642-7327
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