

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						16256			C632DR			C4560			03C22			NM50F			MPSD06			50008			BD910			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				ACVX1240-FREQ-E-H-N15-Q30-OUT1 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  29 journey  �  aliso viejo, ca 92656  �  usa (949) 448-7070    �    f ax : (949) 448-8484 e- mail : abinfo @ abracon.com �  i nternet a ddress :  www.abracon.com abracon is  iso 9001 /  qs 9000 certified corporation abracon -50- ? note: left blank if standard  �   all specifications and markings subject to change without notice sine output �   fu ll-size dip voltage-controlled  crystal oscillators acvx1240 applications: � phase locked loops (pll) circuit. � synthesizers. � emi reductions meet fcc requirements. features: � sine wave output 0 dbm min. into 50 ?  �  reduced emi. � extended temperature available. � wide pulling.                                         
 
                                             
 
     please inquire factory for higher frequencies, other pulling specs.,   control voltage range or linearity. for test circuit, waveforms, please see page  67.  environmental and mechanical specifications on page 68, group 1.      marking, see page 79. frequency range   (f o ) 8.0 mhz - 52.0 mhz operating temperature (t opr ) 0  c to + 70  c  (see options) storage temperature (t sto ) -55  c to  + 125  c frequency stability ( ?                i dd ) 35 ma max. output load 50  ?                      ?       parameters specifications ac v x1240 - frequency - t emperature - overall frequency stability  - pulling -v alue added xx.xxxxx mhz -j  for  20 ppm max   -r for  25 ppm max -k  for  30 ppm max   -h  for  35 ppm max. -n15   150 ppm min. -g gull wing* -qxx (trimmed  leads) * * found on page 73. -d for -10  c to + 60  c -e for -20  c to + 70  c -f for -30  c to + 70  c -n for -30  c to + 85  c -l for -40  c to + 85  c 
 
                 
 
       
 
     
 
                 
 
       
 
     pin  function n0. 1 voltage control vc 7 gnd / case 8 output 14 v cc 22355 abracon corx 2-29.qxd  3/6/00  6:55 am  page 50 
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