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		  Datasheet File OCR Text:


		  tight stability industrial grade crystal oscillator | | | | | | | | | | | | | | |  asflt series standard specifications: options and part identification:  (left blank if standard) applications: features: 5 . 0   x   3 . 2   x   1.05m m  pb rohs compliant abracon is  iso 9001 / qs 9000  ce r tified  abracon is  iso 9001 / qs 9000  ce r tified  p arameters s e i r e s   t l f s a   : n / p   n o c a r b a    frequen c y :  4.000 m h z  to 54.000 m hz    standard frequen c ies:  o u tput   level : c m o s     o perating te m p e r ature:  - 40c to +85c    storage te m pe r ature:  -  40c to +85c    overall fr equen c y  st abili t y* :      suppl y   voltage   (vdd ) :  3.0vdc    10% (see option)    suppl y  current (idd ) :  s y mm e t r y :  45/55  %  @ 50 %  vdd     ri s e   and   fall   t i m e s ( t r / t f ) :   5ns max. / 10 % v dd - 90 % vdd     o u tput load:      o u t pu t v ol t age :  v o h  =  0 . 9 *v dd  m in. v o l = 0.1*vdd max. pha s e noi s e (@ 10 k h z  o ff s et): -143dbc/hz   t y p . j i tter : 1    3ps   t y p . ? home networking by ac socket ? wireless lan ? mobile communications ? plc modem ? wimax ? highly reliable seam-sealed package ? low current consumption ? low phase noise and jitter ? industrial grade tight temperature stability (5.0ppm / -40 to +85  c) ? fast start-up time ? cmos output with tri-state function 3033 2   e s p e ranza , r an c ho  s an t a   mar g ar it a ,  ca lif o r n i a   9268 8 tel   949-546-8000   |   f ax  949-546-800 1 |  ww w . abra c on .c o m revised 11.01.09 visit www.abracon.com for terms & conditions of sale    aging @ 25oc:  2 ppm/ first year, 7 ppm/ 10 years 5, 10, 12, 16, 16.384, 19.44, 20, 24, 26, 32, 40, 44mhz 15ppm (see option)  7ma max.  stand-by current: 10a max. k l u b k n a l b m p p   5 1  k n a l b % 0 1  0 . 3 k n a l b   m p p   0 1  y % 0 1  7 . 2 a   m p p   7  * 7 r % 0 1  3 . 3 b   m p p   5  * 5 r % 0 1  8 . 2 c d 2 . 5 1 0 % * contact abracon for availability xx.xxxx mhz g n i g a k c a p ) v (   d d v   d n a   n / p frequency    asflt -  - frequency - - tape and  reel freq. stability t * overall frequency stability includes initial tolerance @ +25?   c, and temperature stability. start-up time: 0.2ms typical, 3ms max.  15pf max.

 | | | | | | | | | | | | | | |  asflt series 5 . 0   x   3 . 2   x   1.05m m pb rohs compliant tape & reel: outline drawing: dimensions: inches (mm) dimensions: mm note : it is recommended to use an approximately 0.01uf bypass capacitor between pin 2 and 4. tight stability industrial grade crystal oscillator abracon is iso 9001 / qs 9000 ce r tified abracon is iso 9001 / qs 9000 ce r tified 3033 2   e s p e ranza , r an c ho  s an t a   mar g ar it a ,  ca lif o r n i a   9268 8 tel   949-546-8000   |   f ax  949-546-800 1 |  ww w . abra c on .c o m revised: 11.01.09 visit www.abracon.com for terms & conditions of sale pin 1 2 3 4 function c e gnd output vdd dimension : mm    (1,000 pcs/reel) reflow profile: resist layer is required on the path for the by-pass capacitor. note: a b r a c on manufa c tu r ed p r o du c ts a r e i n t ended  f or gene r al  c omme r cial and indust r ial us e .    f or appli c a tions  r equi r ing  high  r eliabili t y and/or p r ese n ting  e x t r eme o p e r a ting e n vi r onme n t ,   w r it t en  c onse n t & autho r iz a tion f r om  a b r a c on is  r equi r e d .
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