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		  Datasheet File OCR Text:


		  unit: mm sod-123 3.7 +0.1 -0.1 2.7 +0.1 -0.1 0 . 5 5 + 0 . 1 - 0 . 1 0.1max 1 . 6 + 0 . 1 - 0 . 1 0.50 0.35 1.1 +0.05 -0.05 0 . 1 + 0 . 0 5 - 0 . 0 2 KB161M-20   features   pow er m old type.   low  v   high reliability   absolute  maxim um  ratings t a = 25  paramet er sym bol rating unit rev erse voltage (r epetitive peak) v rm 25 v rev erse voltage (d c) v r 20 v avera ge rectifi ed forw ard curre nt io 1 a forw ard curre nt s urge  peak i fsm 30 a oper ating juncti on tem pera ture t j 125  st orag e tem pera ture t stg   -40 to  +150    electrical character istics t a = 25  param eter sym bol test conditons min typ ma x unit i f =1.0a 0.55 v i f =3.0a 0.9 v rev erse current i r v r =20v 280 700 a forw ard vo ltage v f   mark ing mar king sl f product specification sales@twtysemi.com 1 of 2 http://www.twtysemi.com 4008-318-123

   t y pical ch aracteristic f o r w a r d   v o l t ag e  vf ( m v) vf - i f   c h ar a c t e r i s t ics fo rw a r d   c u r r e n t : i f ( a ) re v e rs e   c u r r e n t : i r ( u a ) re v e rs e   v o l t a g e  v r ( v ) vr- i r   ch aracteri s t ics ca p a c i t a n c e   b e t w ee n te r m i n al s: ct( p f ) r e ve r s e  vo l t ag e : vr ( v ) vr- c t  ch aracte r i s t i c s   0.001 0.01 0.1 1 0 200 40 0 600 t a =-25 t a =125 t a =75 t a =25 1 10 100 1000 10000 100000 0 5 10 15 20 t a =125 t a =75 t a =25 t a =-25 1 10 10 0 0 5 10 15 20 25 30 f =1m hz                       1000000 1000 ti m e :t ( s ) rth - t   c h a racteri s t i cs tr a n s i e n t th ae rm al   i m p e d an c e : r th  (  / w ) 1 10 100 1000 0.001 0.1 1 0 1000 rt h(j - a ) r t h(j -c) mo unt ed o n epo x y   bo a r d 1m s i m =10 0m a i f =1a 3 00u s ti m e fo rw a r d   p o w e r d i ssi p a t i o n : p f ( w ) a v e r a g e   r ec t i f i ed f o r w ar d   c u r r e n t  i o ( a) i o - p f c h a r a c t e r i s t i c s 0 0. 2 0. 4 0. 6 0. 8 1 00 . 5 11 . 5 2   dc d =1/2 s i n(   180) sales@twtysemi.com 2 of 2 http://www.twtysemi.com KB161M-20 product specification 4008-318-123
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