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		  Datasheet File OCR Text:


		           specications which provide more details for the proper and safe use of the described product are available upon request. all specications are subject to change without notice. 4416_c3225 (1/4)   ceramic capacitors   c series   for smoothing smd   features    providing capacitance values in the range of electrolytic types and long service life, this product is recommended for high- reliability power supply applications.  low esr and excellent frequency characteristics make this capacitor a superior choice for high-frequency and high-density power supplies.   applications   dc to dc converters, switching power supplies.   product identification   (1) series name (2) dimensions l      w (3) capacitance temperature characteristics class 2 (4) rated voltage edc (5) nominal capacitance the capacitance is expressed in three digit codes and in units of pico farads (pf). the first and second digits identify the first and second significant figures of the capacitance. the third digit identifies the multiplier. r designates a decimal point. (6) capacitance tolerance (7) packaging style c 3225 x7r 1e 105 m (1) (2) (3) (4) (5) (6) (7)   3225 3.2      2.5mm 4532 4.5      3.2mm 5750 5.7      5.0mm temperature characteristics capacitance change temperature range x7r ?5% ?5 to +125? x5r ?5% ?5 to +85? y5v +22, ?2% ?0 to +85? 0j 6.3v 1a 10v 1c 16v 1e 25v 1h 50v 105 1000000pf[1?] k ?0% m ?0% z +80, ?0% t taping (reel) b bulk

          specications which provide more details for the proper and safe use of the described product are available upon request. all specications are subject to change without notice. 4416_c3225 (2/4)   ceramic capacitors   c series   for smoothing smd   c3225 (eia:cc1210) type shapes and dimensions capacitance ranges: class 2 (temperature stable) temperature characteristics: x7r(?5%)   rated voltage edc: 50v rated voltage edc: 25v rated voltage edc: 16v   temperature characteristics: x5r(?5%)   rated voltage edc: 10v rated voltage edc: 6.3v   temperature characteristics: y5v(+22, ?2%)   rated voltage edc:50v rated voltage edc:25v rated voltage edc:16v rated voltage edc:10v   capacitance  (pf) tolerance thickness (mm) part no. 470000 ?0% 1.15?.15 c3225x7r1h474k ?0% 1.15?.15 c3225x7r1h474m 680000 ?0% 1.6?.2 c3225x7r1h684k ?0% 1.6?.2 c3225x7r1h684m 1000000 [1?] ?0% 1.6?.2 c3225x7r1h105k ?0% 1.6?.2 c3225x7r1h105m 1500000 [1.5?] ?0% 2.0?.2 c3225x7r1h155k ?0% 2.0?.2 c3225x7r1h155m capacitance  (pf) tolerance thickness (mm) part no. 1000000 [1?] ?0% 1.15?.15 c3225x7r1e105k ?0% 1.15?.15 c3225x7r1e105m 1500000 [1.5f] ?0% 1.15?.15 c3225x7r1e155k ?0% 1.15?.15 c3225x7r1e155m 2200000 [2.2f] ?0% 1.6?.2 c3225x7r1e225k ?0% 1.6?.2 c3225x7r1e225m 3300000 [3.3f] ?0% 1.6?.2 c3225x7r1e335k ?0% 1.6?.2 c3225x7r1e335m 4700000 [4.7f] ?0% 2.0?.2 c3225x7r1e475k ?0% 2.0?.2 c3225x7r1e475m capacitance  (pf) tolerance thickness (mm) part no. 3300000 [3.3?] ?0% 1.6?.2 c3225x7r1c335k ?0% 1.6?.2 c3225x7r1c335m 4700000 [4.7?] ?0% 1.6?.2 c3225x7r1c475k ?0% 1.6?.2 c3225x7r1c475m 0.2min. 2.5  0.3 t 3.2  0.4 1min. dimensions in mm   capacitance  (pf) tolerance thickness (mm) part no. 4700000 [4.7?] ?0% 1.6?.2 c3225x5r1a475k ?0% 1.6?.2 c3225x5r1a475m 6800000 [6.8?] ?0% 2.0?.2 c3225x5r1a685k ?0% 2.0?.2 c3225x5r1a685m 10000000 [10?] ?0% 2.3?.2 C3225X5R1A106M capacitance  (pf) tolerance thickness (mm) part no. 15000000 [15?] ?0% 2.0?.2 c3225x5r0j156m 22000000 [22?] ?0% 2.5?.3 c3225x5r0j226m capacitance  (pf) tolerance thickness (mm) part no. 4700000 [4.7?] +80, ?0% 1.6?.2 c3225y5v1h475z capacitance  (pf) tolerance thickness (mm) part no. 4700000 [4.7?] +80, ?0% 1.6?.2 c3225y5v1e475z 10000000 [10?] +80, ?0% 1.6?.2 c3225y5v1e106z capacitance  (pf) tolerance thickness (mm) part no. 10000000 [10?] +80, ?0% 1.6?.2 c3225y5v1c106z 22000000 [22?] +80, ?0% 2.0?.2 c3225y5v1c226z capacitance  (pf) tolerance thickness (mm) part no. 22000000 [22?] +80, ?0% 2.0?.2 c3225y5v1a226z 47000000 [47?] +80, ?0% 2.0?.2 c3225y5v1a476z  for more information about products with other capacitance or other data,  please contact us. ?please contact us for the capacitance tolerance 10% products of 10f  min. with temperature characteristics b, x7r and x5r.

          specications which provide more details for the proper and safe use of the described product are available upon request. all specications are subject to change without notice. 4416_c3225 (3/4)   ceramic capacitors   c series   for smoothing smd   c4532 (eia:cc1812) type shapes and dimensions capacitance ranges: class 2 (temperature stable) temperature characteristics: x7r(?5%)   rated voltage edc: 50v rated voltage edc: 25v rated voltage edc: 16v   temperature characteristics: x5r(?5%)   rated voltage edc: 25v rated voltage edc: 16v rated voltage edc: 10v rated voltage edc: 6.3v   temperature characteristics: y5v(+22, ?2%)   rated voltage edc:50v rated voltage edc:25v rated voltage edc:16v rated voltage edc:10v   capacitance  (pf) tolerance thickness (mm) part no. 1000000 [1?] ?0% 1.15?.15 c4532x7r1h105k ?0% 1.15?.15 c4532x7r1h105m 1500000 [1.5f] ?0% 1.6?.2 c4532x7r1h155k ?0% 1.6?.2 c4532x7r1h155m 2200000 [2.2f] ?0% 1.6?.2 c4532x7r1h225k ?0% 1.6?.2 c4532x7r1h225m 3300000 [3.3f] ?0% 2.0?.2 c4532x7r1h335k ?0% 2.0?.2 c4532x7r1h335m capacitance  (pf) tolerance thickness (mm) part no. 3300000 [3.3?] ?0% 1.6?.2 c4532x7r1e335k ?0% 1.6?.2 c4532x7r1e335m 4700000 [4.7f] ?0% 1.6?.2 c4532x7r1e475k ?0% 1.6?.2 c4532x7r1e475m 6800000 [6.8f] ?0% 2.0?.2 c4532x7r1e685k ?0% 2.0?.2 c4532x7r1e685m 10000000 [10f] ?0% 2.5?.3 c4532x7r1e106m capacitance  (pf) tolerance thickness (mm) part no. 4700000 [4.7?] ?0% 1.6?.2 c4532x7r1c475k ?0% 1.6?.2 c4532x7r1c475m 6800000 [6.8f] ?0% 1.6?.2 c4532x7r1c685k ?0% 1.6?.2 c4532x7r1c685m 10000000 [10f] ?0% 2.3?.2 c4532x7r1c106m 0.2min. 3.2  0.4 t 4.5  0.4 2min. dimensions in mm   capacitance  (pf) tolerance thickness (mm) part no. 15000000 [15f] ?0% 2.8?.3 c4532x5r1e156m capacitance  (pf) tolerance thickness (mm) part no. 22000000 [22f] ?0% 2.3?.2 c4532x5r1c226m capacitance  (pf) tolerance thickness (mm) part no. 22000000 [22?] ?0% 1.6?.2 c4532x5r1a226m 33000000 [33?] ?0% 2.3?.2 c4532x5r1a336m capacitance  (pf) tolerance thickness (mm) part no. 47000000 [47?] ?0% 2.5?.3 c4532x5r0j476m capacitance  (pf) tolerance thickness (mm) part no. 10000000 [10?] +80, ?0% 2.0?.2 c4532y5v1h106z capacitance  (pf) tolerance thickness (mm) part no. 22000000 [22?] +80, ?0% 2.0?.2 c4532y5v1e226z capacitance  (pf) tolerance thickness (mm) part no. 47000000 [47?] +80, ?0% 2.5?.3 c4532y5v1c476z capacitance  (pf) tolerance thickness (mm) part no. 100000000 [100?] +80, ?0% 2.5?.3 c4532y5v1a107z  for more information about products with other capacitance or other data,  please contact us. ?please contact us for the capacitance tolerance 10% products of 10f  min. with temperature characteristics b, x7r and x5r.

   4416_c3225 010122          specications which provide more details for the proper and safe use of the described product are available upon request. all specications are subject to change without notice. 4416_c3225 (4/4)   ceramic capacitors   c series   for smoothing smd   c5750 (eia:cc2220) type shapes and dimensions capacitance ranges: class 2 (temperature stable) temperature characteristics: x7r(?5%)   rated voltage edc: 50v rated voltage edc: 25v rated voltage edc: 16v   temperature characteristics: x5r(?5%)   rated voltage edc: 50v rated voltage edc: 25v rated voltage edc: 16v rated voltage edc: 10v rated voltage edc: 6.3v   temperature characteristics: y5v(+22, ?2%)   rated voltage edc:50v rated voltage edc:25v rated voltage edc:16v rated voltage edc:10v   capacitance  (pf) tolerance thickness (mm) part no. 2200000 [2.2?] ?0% 1.6?.2 c5750x7r1h225k ?0% 1.6?.2 c5750x7r1h225m 3300000 [3.3f] ?0% 1.6?.2 c5750x7r1h335k ?0% 1.6?.2 c5750x7r1h335m 4700000 [4.7f] ?0% 2.0?.2 c5750x7r1h475k ?0% 2.0?.2 c5750x7r1h475m 6800000 [6.8f] ?0% 2.5?.3 c5750x7r1h685k ?0% 2.5?.3 c5750x7r1h685m capacitance  (pf) tolerance thickness (mm) part no. 6800000 [6.8f] ?0% 1.6?.2 c5750x7r1e685k ?0% 1.6?.2 c5750x7r1e685m 10000000 [10?] ?0% 2.0?.2 c5750x7r1e106m 15000000 [15f] ?0% 2.3?.2 c5750x7r1e156m 22000000 [22f] ?0% 2.5?.3 c5750x7r1e226m capacitance  (pf) tolerance thickness (mm) part no. 15000000 [15?] ?0% 2.0?.2 c5750x7r1c156m 22000000 [22f] ?0% 2.3?.2 c5750x7r1c226m 0.2min. 5  0.4 t 5.7  0.4 2min. dimensions in mm   capacitance  (pf) tolerance thickness (mm) part no. 10000000 [10f] ?0% 2.3?.2 c5750x5r1h106m capacitance  (pf) tolerance thickness (mm) part no. 22000000 [22f] ?0% 2.3?.2 c5750x5r1e226m capacitance  (pf) tolerance thickness (mm) part no. 33000000 [33?] ?0% 2.0?.2 c5750x5r1c336m 47000000 [47f] ?0% 2.3?.2 c5750x5r1c476m capacitance  (pf) tolerance thickness (mm) part no. 68000000 [68?] ?0% 2.3?.2 c5750x5r1a686m capacitance  (pf) tolerance thickness (mm) part no. 100000000 [100?] ?0% 2.8?.3 c5750x5r0j107m capacitance  (pf) tolerance thickness (mm) part no. 22000000 [22?] +80, ?0% 2.0?.2 c5750y5v1h226z capacitance  (pf) tolerance thickness (mm) part no. 47000000 [47?] +80, ?0% 2.0?.2 c5750y5v1e476z capacitance  (pf) tolerance thickness (mm) part no. 100000000 [100?] +80, ?0% 2.5?.3 c5750y5v1c107z capacitance  (pf) tolerance thickness (mm) part no. 100000000 [100?] +80, ?0% 2.5?.3 c5750y5v1a107z  for more information about products with other capacitance or other data,  please contact us. ?please contact us for the capacitance tolerance 10% products of 10f  min. with temperature characteristics b, x7r and x5r.
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