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		  Datasheet File OCR Text:


		  musb, musbr, uusb3 series musb?05?s?ab?sm?a uusb3?ab?s?f?sm www.samtec.com (9,90)  .390 (9,20) .362 (5,45)  .215 (4,40)  .173 (4,00)  .157 (0,80) .031 dia (9,90)  .390 01 (9,90)  .390 01 01 type no. of  contacts plating color ?05 musb = mini  usb 2.0 musbr = high  retention  mini usb 2.0 uusb3 = micro usb 3.0 a type  ?f = gold flash on  mating area,  tin on tails  ?s = 30" (0,76m)  gold on  mating area,  tin on tails  = leave  blank for  musb ?o = orange sm ?a type ?ab type ?b type specifications ?b = b type (musb & musbr) ?ab = ab type (musb only) ?a = a type (musbr only) for complete speci  cations and  recommended pcb layouts see  www.samtec.com?musb or  www.samtec.com?musbr insulator material: high temperature  thermoplastic contact material:  phosphor bronze shell material:  brass plating: gold on mating area,  nickel on shell, tin on tails operating temp  range: -50? to +85? current rating:  1a per contact voltage rating:  30 vrms contact resistance:  50 m max minimum cycles:  1500 packaging: packaged and shipped in  bulk packaging trays; trays  suitable for automation are  available upon request. rohs compliant:  ye s lead?free solderable:   ye s for complete speci  cations and  recommended pcb layouts see  www.samtec.com?uusb3 insulator material: nylon 9t black contact material:  phosphor copper plating: au or sn over 50? (1,27?) ni shield plating:  50? (1,27?) ni operating temp  range: -50? to +85? current rating:  1.8 a ground and vbus,  0.25a per other contact voltage rating:  100 vac contact resistance:  50 m max cycles:  10,000 rohs compliant: ye s also available mini usb-a type. call samtec. specifications mini  &  micro  usb  interfaces (12,25) .482 (6,70) .264 (12,85) .506 (13,35) .526 (1,85)  .073 (1,30)  .051 (3,50)  .138 (3,35)  .132 (2,60)  .102 (0,90)  .035 (0,60)  .024 (5,00)  .197 (3,60)  .142 (0,75)  .030 ab s plating termination ?sm = surface mount ?f = gold flash on mating area,  matte tin  on tails ?s = 30" (0,76 m)  gold on mating area,   matte tin  on tails type ?high retention  option f-210-2
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