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		  Datasheet File OCR Text:


		  14.4 to 15.0 vdc/unit average at 25 (77 ) a ) 3 0 . 0 ( 8 . 0 ) 5 2 . 0 ( 5 3 . 6 7.95(0.31) 3.4(0.13) 5 7 . 7 ( 0 3 . 0 ) 1  0 7 ( 4 0 . 0  6 7 . 2 ) 1  4 6 ( 4 0 . 0  2 5 . 2 ) 5 1 . 3 ( 2 1 . 0 ) ( 0.45 ) ( 0.43 ) 11 11.6 1782(7.010.08) 177.6(6.99) 341(1.340.04) 33.6(1.32) cells per unit voltage per unit capacity weight maximum discharge current internal resistance operating temperature range nominal operating temperature range float charging voltage recommended maximum charging current limit equalization and cycle service self discharge terminal container material 6 12 10w @ 15min-rate to 1.67v per cell @25 o c(77 o f) approx.1.1 kg(2.43 lbs) 40a(5sec) approx. 35 m 25 o c3 o c (77 o f5 o f) 1a csb batteries can be stored for more than 6 months at 25 o c (77 o f). please charge batteries before using. for higher temperatures the time interval will be shorter. f2-faston tab 250 abs(ul 94-hb/file e50263)*flammability resistance of (ul 94-v0/file e88637) can be available upon request. discharge: -15 ~50 ( 5 ~122 ) charge: -15 ~40 (  5 ~104 ) storage: -15 ~40 ( 5 ~104 ) 2.5ah @ 20hr-rate to 1.75v per cell @25 (77 ) constant power discharge characteristics unit:w (25 ,77 ) constant current discharge characteristics unit:a (25 ,77 ) hrl 1210w 12v 10w specification powered by hrl 1210w is specially designed for high efficient discharge  application. its characteristics are high energy density, small  footprint and high discharge efficiency. it can be used for more  than 260 cycles at 100% discharge in cycle service, up to 8  years in standby service. 13.5 to 13.8 vdc/unit average at 25 (77 ) width (w) dimensions :  unit: mm (inch) overall height (h) container height (h) length (l) 701 (2.760.04) 641 (2.520.04) 1782 (7.010.08) 341 (1.340.04) f.v/time 2min 4min 6min 8min 10min 15min 20min 30min 60min 90min 1.60v 19.2 13.7 10.5 8.84 7.47 5.51 4.24 3.06 1.66 1.29 1.67v 18.3 13.3 10.2 8.70 7.37 5.43 4.20 3.03 1.64 1.28 1.70v 17.9 13.0 10.1 8.64 7.32 5.39 4.18 3.02 1.63 1.27 1.75v 17.1 12.5 9.85 8.37 7.15 5.27 4.10 2.98 1.62 1.26 1.80v 16.3 11.8 9.50 8.10 6.98 5.14 4.02 2.93 1.60 1.25 1.85v 15.6 11.1 9.15 7.83 6.81 5.02 3.94 2.89 1.59 1.24 f.v/time 2min 4min 6min 8min 10min 15min 20min 30min 60min 90min 1.60v 200 147 113 95.6 81.5 60.9 47.0 34.1 18.7 14.7 1.67v 193 143 110 94.0 80.5 60.0 46.5 34.0 18.6 14.6 1.70v 189 140 108 92.9 79.8 59.3 46.3 33.9 18.5 14.5 1.75v 182 134 106 91.0 78.9 58.5 46.0 33.5 18.4 14.4 1.80v 175 128 103 89.1 77.3 57.2 45.2 33.0 18.2 14.3 1.85v 169 121 100 86.6 75.8 55.8 44.5 32.6 18.1 14.2 ra0812 csb-manufactured vrla  batteries are ul- recognized components under ul924 and ul1989. csb is also certified by iso 9001 and iso 14001.

 68 charging procedures charge voltage(v/cell) application temperature set point allowable range max.charge current cycle use 25 (77 ) 2.45 2.40~2.50 standby 25 (77 ) 2.275 2.25~2.30 0.1pa final discharge voltage v/cell 1.75 1.70 1.60 1.30 discharge power(w) 0.1p>(w) 0.1p (w)
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