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		  Datasheet File OCR Text:


		  1 1 dm -200p connector y 0.6mm pitch/socket for ddr/ddr2 s.o.dimm 3 /p 	
  ?  ?  ?  ?  ? "  ?  3   ? /p /p /p  ? 	
  ?  ? ."9 ? /p /p  ?  ?  ?  ? " 	
  ?  ? 	
 /p /p /p /p /p /p  ?  ?  ? 	
          /p  ?  ?  ?     ? /p /p /p note: the dimensions above should serve as a guideline.  contact jst for details. applicable dimm complying with jedec (mo224) ddr sdram s.o.dimm 200p (2.5v)  complying with jedec (mo224) ddr2 sdram s.o.dimm 200p (1.8v) " ? ? " ? ? socket for ddr/ddr2 s.o.dimm 200 circuits complying with jedec(mo-224). specifications  ?current rating:     0.3a ac, dc ?voltage rating:     250v ac, dc  ?temperature range:   - 25?c to  + 85?c (including temperature rise in applying electrical current) ?insulation resistance:  125m  ? min.  ?withstanding voltage:  250v ac/minute * compliant with rohs. * refer to "general instruction and notice when using  terminals and connectors" at the end of this catalog. * contact jst for details. pc board layout (common)  applicable pc board layout (reference)  ?easy module inserting/ejecting ?14.0mm height ?socket for each s.o.dimm of ddr/ddr2 is prepared.

 2 dm-200p connector /p /p /p /p /p /p /p /p             material and finish model no. DM-6D4-B2400 q?y / box  contact: copper alloy, nickel-undercoated, gold-plated housing: heat resisting resin, ul94v-0, black ejector: heat resisting resin, ul94v-0, blue rohs compliance             /p /p /p /p /p /p /p /p material and finish model no. dm-7d4-h2400 q?y / box  contact: copper alloy, nickel-undercoated, gold-plated housing: heat resisting resin, ul94v-0 ejector: heat resisting resin, ul94v-0 rohs compliance connector for ddr  (operating voltage 2.5v) for ddr2  (operating voltage 1.8v)
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