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		  Datasheet File OCR Text:


		    TQM676021    data sheet      wcdma / hsupa band i tritium iii pa duplexer module?     data sheet   for additional information and latest specifications, see our website:  www.triquint.com                                                       revision f, july 16, 2009        1   functional block diagram                                    product description    the tritium iii pad? is an integrated 3v linear power amplifier, duplexer and transmit  filter module including a highly accurate output power detector designed for mobile  umts handset applications, supporting hsupa operation with transmission data-rates  up to 10mb/s.  it features 2 output power modes, additional continuous bias in low power mode, low off  and standby currents, and a separate pin for module enable. rf input and output  matching is included within the module; therefor e, minimal external circuitry is required.  the tritium iii pad? gives excellent rf performance with low current consumption  resulting in longer talk times in portable applications.  the tiny 7x4x1.1 mm3 surface  mount package is ideal for new generation slim, small and light phones.    electrical specifications    parameter min  typ  max  units  frequency  1922.4    1977.6  mhz  linear p out (hsupa) high power mode   25..2      dbm  maximum current high power mode    450    ma  idle current low power mode    15    ma  acpr (hsupa) 5 mhz    -45    dbc  alpr (hsupa) 10 mhz    -55    dbc  ant-to-rx insertion loss    2    db  test conditions:  v cc1  = v cc2 = 3.4 v, ta = 25c    features    ?  handset tritium iii pad? (pa-duplexer)  module for umts band i (imt2100  band)   ?  specified for hsdpa modulation  (hsupa capable)  ?  integrates power amplifier, highly  accurate output power detector,  transmit filter and duplexer  ?  no regulated voltage required  ?  separate ?module enable? pin  ?  all rf ports matched to 50      ?  low current consumption:  ? 2 power modes                ?   continuous bias in low power mode                ? extremely low idle current              (15ma  typ.) in low power mode  ?  compatible for low collector voltage  operation with dc-dc-converters    applications    ?  3g umts handsets and data-cards    package style    ?  compact 7 x 4 x 1.1 mm 3   16-pin lga  package      vccbias rfin match vmode vcc1 vcc2 ven power detector bias control vba ant vdet rxout
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