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		  Datasheet File OCR Text:


		  cmx series     ? sip ssr   ? ratings to 20a @ 60 vdc, 10a @ 100 vdc, 10a @ 60 vdc     and 3a @ 200 vdc   ? mosfet output   ? dc control   ? low on-state impedance  ? ce compliant to en60950-1  product selection control voltage 3a 5a 6a 10a 10a 20a 3-10 vdc cmx200d3 cmx60d5 cmx100d6 cmx60d10 CMX100D10 cmx60d20 20-28 vdc cmxe200d3 cmxe60d5 cmxe100d6 cmxe60d10 cmxe100d10 cmxe60d20 output specifications (1)(4) description operating voltage [vdc] 0-200 0-60 0-100 0-60 0-100 0-60 maximum off-state leakage current @ rated voltage [adc] 100 100 100 100 (5) 100 100 maximum load current [arms] 3 5 6 10 10 20 minimum load current [arms] 0 0 0 0 0 0 maximum on-state resistence [ohm] (2) 0.20 .10 .040 .018 .010 .0033 maximum surge current (10msec) [apk] 30 60 100 100 100 200 maximum on-state voltage drop @ rated current [vdc] 0.6 0.5 0.24 0.18 0.1 0.1 input specifications (1) description cmx cmxe control voltage range 3.0-10.0 vdc 20-28 vdc must turn on voltage 3.0 vdc 20 vdc must turn off voltage 1 .0 vdc 1 .0 vdc typycal input current  15 madc @ 5 vdc 12 madc @ 24 vdc nominal input impedance  300 ohm 780 ohm maximum turn-on time [msec] 1.0 1.0 maximum turn-off time [sec]  300 300 general specifications description parameters dielectric strength, inpu t/output/base (50/60hz)(3) 2500 vrms minimum insulation resistance (@ 500 vdc)(3) 10 9  ohm maximum capacitance, input/output 15 pf ambient operating temperature range -30 to 80c ambient storage temperature range -30 to 125c weight (typical) 0.4 oz. (11g) encapsulation thermally conductive epoxy 1) all parameters at 25c un less otherwise specified.  2) @ rated current (rds-on)  3) dielectric and insulation resistance are measured between input and output   4) inductive loads should be diode suppressed   5) at 55 vdc 

 mechanical specifications wiring diagram

 thermal derate information agency approvals designed in accordance with the requirements of iec 62314  en60950 : meets the requirements of sections1.5: 1,7: 2.9: 2.10.5.3: 4.2: 4.5: 4.7:     e116950(3 amps, 6 amps and 10 amps models)                    rev. 120911      



 annex - enviromental information




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of CMX100D10 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























