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		  Datasheet File OCR Text:


		  decoupling capacitor dips with murphy circuits ? dip sockets 5 energy  way ,  w est  w arwic k, ri 02893 usa t el: 800.424.9850 | 401.823.5200 f ax: 401.823.8723 inf o@adv anced.com | www .adv anced.com ca t16-preview06 re v. 1/06 20 products shown covered by patents issued and/or pending. specifications subject to change without notice. inch/(mm) .700 (17.78) 1.000 (25.40) 1.200 (30.48) 1.400 (35.56) features: ? quietest decoupling capacitorsocket available. ? insert molded cir cuit with committed voltage and groundterminals. ? .014/(.36mm) thick copper cir cuit offers excellent electrical andthermal conductivity . ? standard decoupling capacitorvalues of .01f, .1f and .33f. other capacitor values available to suit your electrical requirements. ? mounted heights above pcb of.165/(4.19mm), .120/(3.05mm), and .095/(2.41mm). ? t est report available upon request. 20 how to order mdc    3     14     -01    t    g     .01 body   type decoupling capacitor socket with murphy circuits contact platingg - gold t - tin/lead capacitance value terminal platingg - gold t - tin/lead terminal type dip spacing3 - .300/(7.62mm) 6 - .600/(15.24mm) number of pins(14 to 40) table of models descr iption: decoupling capacitor dip soc k et (mdc) mater ial: high  t emper ature glass filled ther moplastic* u .l. rated 94v -0 inde x: -60c to 260c (-76f to 500f) .080 (2.03) 14 .300 (7.62) .400 (10.16) 16 .300 (7.62) .400 (10.16) .800 (20.32) 20 .300 (7.62) .400 (10.16) 22 .300 (7.62) .400 (10.16) 1.100 (27.94) 24 .300 (7.62) .400 (10.16) 24 .600 (15.24) .700 (17.78) 1.200 (30.48) 28 .600 (15.24) .700 (17.78) 40 .600 (15.24) .700 (17.78) 2.000 (50.80) # of pins a b c .600 (15.24) .700 (17.78) .900 (22.86) 1.000 (25.40) 1.100 (27.94) 1.100 (27.94) 1.300 (33.02) 1.900 (48.26) d dimensional information terminaltype -01 shown advanced a d c b .100 typ. (2.54) .020 dia. (.51) .080 (2.03) .125 (3.18) .290 (7.37) standard quick-turn terminals t ype -01 .020 dia. (.51) .125 (3.18) .165 (4.19) .145 (3.68) .072 dia. (1.83) lo w prof ile electrical schematic sectional view of capacitor available online ? design y our o wn decoupling capacitor dip soc k et ? decoupling capacitor soc k et eff ectiv eness study specifications: terminals and contacts: t erminal: brass - copper alloy(c36000) astm-b-16 contact: ber yllium copper -  copper alloy (c17200) astm-b-194 cir cuit: copper plating: t erminal: g - gold over nickel t - t in/lead over nickel contact: g - gold over nickelt - t in/lead over nickel cir cuit: t in/lead* gold per mil-g-45204t in/lead per mil-p-81728 nickel per qq-n-290 additional standard and custom terminals available.see t erminals section online or consult factor y. *note: this product is not rohs compliant.
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