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		  Datasheet File OCR Text:


		      features  small size  ?  safety agency approved  ?  85c, 85% rh  operating humidity range      applications  emi filters  ?  line bypass  ?  across the line  ?  antenna  coupling      operating temperature range  -40c to +110c  capacitance tolerance  + 10% at 1 khz, 20c  csa enec cqc  ul  ac voltage  (50/60 hz)  250/310 305  275  250/310    tan     dissipation factor  at 1 khz and 20c  .1% max        capacitance  terminal to terminal  terminal to case  < 0.33uf  15000  m ?    >30000  m ?  at 100vdc  >5000 m ?  at 500vdc  insulation resistance  @20c (0.33uf  5000 m ? xuf  >30000  m ?  at 100vdc  >5000 m ?  at 500vdc  self inductance  < 1 nano-henry per mm of lead spacing and lead length        terminal to terminal  c< .0068uf, 1500 vac or 2121 vdc applied for 60 seconds   c>.0068uf, 1000 vac or 1768 vdc applied for 60 seconds  cut-off current: 2a ac or 10madc  current limiting resistance: 1 ? /v  dielectric strength  terminal to case  2050vdc applied between the terminal s and case for 60 seconds and 20c  1000 hours at 85% rh, 85c and 240vac applied.  capacitance change  < 10% of initially measured value  dissipation factor change  < 1.0% at 1khz  humidity test  insulation resistance change  > 50% of initially specified value (t-t)  capacitance temperature  coefficient  -200ppm/c, + 100ppm/c  construction  metallized polypropylene film   electrodes   vacuum deposited metal layers  coating   flame retardant solvent resistant plas tic case with epoxy end fill (ul94v-0)   lead terminations  lead free tinned copper leads                     

              all dimensions in (mm)     * 17mm lead length available upon request      x capacitors are used to suppress electrical  noise by reducing the input impedance of  the device incorporating the capacitor.  x capacitors are connected across the supply  line where failure of  the capacitor will  not result in personal exposure to electrical shock.  x2 capacitors are to be used in applications where the peak voltage is < 1200v.         safety agency  standard  voltage  class  certificate number  ul 1414(.0047 to 1uf)  310  fowx2*  fowx8*  e317135  ul  ul 1283 (.0047 to 10uf)  310  foky2^  foky8^  e317132  class 2221 02 (.0047 to 10uf)  310  emi  csa  class 2221 51 (.0047 to 1.0uf)  250 audio/video equipment  241565  enec  (semko)  iec 60384-14/ se/0252-3  305  x2  se/07119  cqc  gb/t14472-1998 275  x2  cqc07001021654  cqc07001021577                                      *antenna coupling, line bypass, across the line                                                     ^electromagnetic interference filter                   

 thb class x2, high temperature, high humidity capacitance (f) ic part number dv/dt (v/ sec.) dims lxhxt (mm) s (mm) d (mm) 0.047 473THB305KE 300 18x12x6 15 0.8 0.068 683thb305ke 300 18x13x7 15 0.8 0.1 104thb305ke 300 18x13.5x7.5 15 0.8 0.15 154thb305ke 300 18x13.5x7.5 15 0.8 0.15 154thb305kg 180 26x14.5x6 22.5 0.8 0.22 224thb305kg 180 26x15x7.5 22.5 0.8 0.22 224thb305ke 300 18x15x9 15 0.8 0.33 334thb305ke 300 18x18x10 15 0.6 0.33 334thb305kg 180 26x17x8 22.5 0.8 0.47 474thb305kh 120 31x18x9 27.5 0.8 0.47 474thb305ke 300 18x19x12.5 15 0.8 capacitance (f) ic part number dv/dt (v/ sec.) dims lxhxt (mm) s (mm) d (mm) 0.47 474thb305kg 180 26x19x10 22.5 0.8 0.56 564thb305kg 180 26x20x10 22.5 0.8 0.56 564thb305kh 180 26x20x11.5 22.5 0.8 0.68 684thb305kg 180 26x20x11.5 22.5 0.8 0.68 684thb305kh 120 31x20x10 27.5 0.8 0.82 824thb305kg 180 26x22x12 22.5 0.8 0.82 824thb305kh 120 31x21x11 27.5 0.8 1 105thb305kg 180 26x24x13.5 22.5 0.8 1 105thb305kh 120 31x22x13 27.5 0.8 1.5 155thb305kh 120 31x24.5x15 27.5 0.8 2.2 225thb305kh 120 31x28x18 27.5 0.8
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