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		  Datasheet File OCR Text:


		  * all specifcations and photos are subject to change without notice. 551 1. power switch (atx) 2. power input connector   3. usb 2.0 x 2 4. com 4 (rs-232) 5. com 3 (rs-232) 6. com 1 (rs-232/422/485) 7. com 2 (rs-232) 8. vga 9. ethernet 10. usb 2.0 x 2 11. audio (line-out) brightness  adjustment (vr) compactflash? slot FDK190-830 19" sxga tft open frame panel computer   front panel open frame design   outstanding confguration fexibility delivering best roi   19" sxga tft lcd display    intel ?  atom? processor n270 1.6 ghz   touchscreen optional   changeable front bezel     supports vesa arm and open frame mount introduction specifcations the FDK190-830 is an open frame display panel computer with outstanding fexibility,  configurable in a variety of ways to deliver best roi for a variety of applications. it  features intel  atom  processor n270 1.6 ghz with a 19" lcd display with up to 1280x  1024 resolution, providing a very cost effective low power solution.   ultra slim design designed to integrate into your custom enclosure, this unit offers an open frame slim  design architecture for easy ft. the FDK190-830 is ideal for indoor kiosk, hmi automation,  signage and other applications. the system is only 65mm deep and provides narrow bezel  widths of 13 ~ 15mm for space-saving custom bezels and enclosure applications. touchscreen option a resistive touchscreen option is available for interactive user interface requirements.  optionally, when ordered without touchscreen you get an even lower cost solution for  dynamic signage or informational applications. brightness adjustment & pcie mini card slot the hidden but accessible brightness adjustment on back cover protects against end  user access. one pcie mini card slot is standard for i/o expansion such as wifi, 3g  connection, or other 3rd party i/o cards. lcd panel      display type  19" sxga tft lcd brightness (cd/m 2 )   250 nits resolution 1280 x 1024 viewing angle (h/v)   160/130  main system    cpu  intel ?  atom? processor n270   1.6 ghz with fsb 533 mhz chipset  intel ?  945gse + ich7m system  memory 1 x 200-pin ddr2 so-dimm max.  up to 2 gb  bios  ami 8 mbit with rpl/pxe lan  boot rom storage  1 x 2.5" sata hdd 1 x compactflash?   watchdog timer 255 levels, 0~255 sec.  onboard graphics   integrated in intel ?  945gse i/o connector 1 x rs-232/422/485 (com 1) 3 x rs-232 (com 2 ~ 4) 1 x 10/100/1000mbps ethernet 4 x usb 2.0 1 x audio (line-out) 1 x vga 1 x vr (brightness adjustment) features 1 2 3 5 4 6 7 8 9 10 11 rear view

 552 * all specifcations and photos are subject to change without notice. axiomtek.com overview industrial panel  computers &  monitors heavy-duty fanless  touch panel  computers digital  signage  solutions healthcare  & medical  solutions open frame  panel  computers accessories ? 2013 axiomtek co., ltd. all rights reserved. ordering information specifcations optional os installation dimensions expansion interface  1 x pcie mini card touchscreen  resistive type (optional) power supply   12/24 vdc dimensions  404.5 mm (15.92") (w) x 65 mm (2.6") (d)  x 332 mm (13.07") (h) (FDK190-830-n, without touch) 404.5 mm (15.92") (w) x 69.8 mm (2.74") (d)  x 332 mm (13.07") (h) (FDK190-830-r, with touch) packing dimensions 510 mm (20.08") (w) x 190 mm (7.48") (d)  x 540 mm (21.26") (h) weight (net/gross)  5.82 kg (12.83 lb)/7.86 kg (17.32 lb) environment operating temperature: 0 ~ +50c (32f ~ 122f) relative humidity: 10% ~ 95% @ 40c, non-condensing certifcation  ce * specifcation and certifcations are based on options and may vary. ** w.t.: wide temperature. all w.t. supported products have to be sorted by axiomtek. FDK190-830-n  19" tft open frame panel computer FDK190-830-r  19" tft open frame touch panel computer 50966a23040e power adapter, 70w, 110-230vac to 24vdc * specifcation and certifcations are based on options and may vary. windows ?  xp windows ?  7 linux kernel 2.6 side view rear view f or dimensions of fdk1 90-830-r (with touc hscreen),  please refer to user manuals. fdk1 90-830-n  (without touc hscreen)
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