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		  Datasheet File OCR Text:


		  product data sheet part number: C5889 date: 7/23/2007 revision level: 8 1c 18 solid bccs fmpe oas pvc (riser) rg 6/u type co axial cable a. construction diameters b. industry approvals c. electrical properties conductor: insulation: jacket: print legend: braid   tape: tape: braid:   #18 awg solid bare copper-clad steel 0.070" wall foamed polyethylene 0.031" wall polyvinyl chloride 0.040" nom. carol(r) -- C5889 -- rg6/u type 75 ohm quad shield  coaxial cable -- 1c 18 awg  75c swept to 3 ghz exxxxx -- cl2r/catvr -- cmr (ul)  c(ul)  (ascending seq. mkgs. @ 3' intervals), (date code) 0.177" nom. 0.292" +/- 0.010" aluminum braid 60% nom. coverage 0.206" nom. aluminum/polyester/aluminum/bonded 0.182" nom. aluminum/polyester/aluminum 0.209" nom. aluminum braid 40% nom. coverage 0.230" nom. temperature: suggested working voltage (vrms): conductor d.c. resistance: characteristic impedance: shield resistance: ground capacitance: velocity of propagation: attenuation (nom.): 75c cmr(ul)c(ul) / 300v; cl2r / 150v; catvr / 60v 28.9 ohms/1000 ft. nom. @ 20c 75 ohms @ 1 mhz nom. 3.7 ohms/1000 ft. nom. @ 20c 16.2 pf/ft. @ 1 khz nom. 85.0% nom. national electrical code article 800 ul standard 444 type cmr (ul)c(ul) national electrical code article 725 ul standard 13 type cl2r national electrical code article 820 ul standard 1655 type catvr freq. (mhz) db/100 ft. freq. (mhz) db/100 ft. 1 0.26 10 0.81 50 1.46 100 2.05 200 2.83 500 4.53 1000 6.59 1450 8.1 1800 8.80 2200 10.10 3000 11.79 note:  data are subject to change without notice.   contact your customer service representative for la test information.

 product data sheet note:  data are subject to change without notice.   contact your customer service representative for la test information.
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