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		  Datasheet File OCR Text:


		  section   1 0 2 4 4 din  4 1 6 1 2 t ype  r  (reversed)  ?  male specific a tion orderin g  inf orma tion mat erial insulat or :      glass  filled  pol y es t er    (pbt ,  ul  flammability  94v -0) cont acts:     f emale  copper  allo y ,  male  br ass cont act  f inish:               cont act  ar ea:  gold  o v er  nic k el  (per  r eq uir ements  of  per f or mance  class  3,  class  2)     t er mination  ar ea:    tin  -  plat ed  or  gold-plat ed  f or  long  wr ap  pos t mec hanical inser tion  f or ce:   96  cont acts  max.  90n   6 4  cont acts  max.  60n     48  cont acts  max.  45n     32  cont acts  max.  30n     w it hdr a w al    f orce  per  cont act :  min  0. 1 5n t em per atur e  r ange:     -55c  t o  +1 25c   air  and  cr eepag e  dis t ance  1 .2mm  min. electr ical curr ent  r ating:      20c    2a    70c    1a    1 00c    0.5a cont act  r esis t ance:       20m  (t es ting  cur r ent  1 00ma)    40m  af t er  400  mating  cy cles capacit ance  betw een    adjacent  cont acts:     appr .  2pf insulation  r esis t ance:         1 0 1 2     (be tw een  adjacent  cont acts  at  1 00  vdc) t es t  v ol t age:         1 ,000v r ms  be tw een  cont acts  (2.5 4mm  spacing)     1 ,550v r ms  be tw een  cont acts  (5.08mm  spacing)   1 ,550v r ms  be tw een  cont acts  and  body oper ating  v olt age:     250v  a c a gency  appr o v al u/l  electr ic  r ating:    250v ,  2a mating  cy cles:   class  2  =  400   class  3  =  50 32,  48,  6 4  and  96  cont acts 3  r o w s class  2  and  3 2.5 4mm(0. 1?),  5.08mm(0.2?  half  loaded)  pitc h high  r eliability ul  appr o v ed                                             dbc din m 64 r dubilier  connect or s ser ies din  4 1 6 1 2 connect or  t ype m  =  male no  of  w a ys 32  =  32  w a ys 48  =  48  w a ys 6 4  =  6 4  w a ys 96  =  96  w a ys housing  s tyle r  =  r p osition  of  contacts a ,  ab,  a c,  abc, abc1  =  a+b+c  e v en  n  . a c1=a c  e v en  n . quality  class 3  =  class  3 2  =  class  2 ab s 3 t er mination  s tyle s  =  s traight  solder t ail  lengt h  op tions  a v ailable  on  r eq ues t pcb  l a y out 4 c b a c b a c b a c b a c b a c b a m25/?2.8 ? outline  dra win g www.du bilier.co .uk

 2 45 section   1 0 din  4 1 6 1 2 t ype  r  (reversed)  ?  female specific a tion outline  dra win g orderin g  inf orma tion mat erial insulat or :      glass  filled  pol y es t er    (pbt ,  ul  flammability  94v -0) cont acts:     f emale  copper  allo y ,  male  br ass cont act  f inish:               cont act  ar ea:  gold  o v er  nic k el  (per  r eq uir ements  of  per f or mance  class  3,  class  2)     t er mination  ar ea:    tin  -  plat ed  or  gold-plat ed  f or  long  wr ap  pos t mec hanical inser tion  f or ce:   96  cont acts  max.  90n   6 4  cont acts  max.  60n     48  cont acts  max.  45n     32  cont acts  max.  30n   w it hdr a w al    f orce  per  cont act :  min  0. 1 5n t em per atur e  r ange:     -55c  t o  +1 25c   air  and  cr eepag e  dis t ance  1 .2mm  min. electr ical curr ent  r ating:      20c    2a    70c    1a    1 00c    0.5a cont act  r esis t ance:       20m  (t es ting  cur r ent  1 00ma)    40m  af t er  400  mating  cy cles capacit ance  betw een    adjacent  cont acts:     appr .  2pf insulation  r esis t ance:         1 0 1 2     (be tw een  adjacent  cont acts  at  1 00  vdc) t es t  v olt age:        1 ,000v r ms  be tw een  cont acts  (2.5 4mm  spacing)     1 ,550v r ms  be tw een  cont acts  (5.08mm  spacing)   1 ,550v r ms  be tw een  cont acts  and  body oper ating  v olt age:     250v  a c a gency  appr o v al u/l  electr ic  r ating:    250v ,  2a mating  cy cles:   class  2  =  400   class  3  =  50                                                 32,  48,  6 4  and  96  cont acts 3  r o w s class  2  and  3 2.5 4mm(0. 1?),  5.08mm(0.2?  half  loaded)  pitc h high  r eliability ul  appr o v ed dbc din f 64 r dubilier  connect or s ser ies din  4 1 6 1 2 connect or  t ype f  =  f emale no  of  w a ys 32  =  32  w a ys 48  =  48  w a ys 6 4  =  6 4  w a ys 96  =  96  w a ys housing  s tyle r  =  r p osition  of  contacts a ,  ab,  a c,  abc, abc1  =  a+b+c  e v en  n  . a c1=a c  e v en  n . quality  class 3  =  class  3 2  =  class  2 ab ra 3 t er mination  s tyle ra  =  right  ang led  solder c b a c b a c b a c b a c b a c b a pcb  l a y out         www.du bilier.co .uk
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