

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						SSF7508A			02241			N5RZ25H			IR3N06			S10441			EM78P153			TDA5703			SLF1257			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				72968 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		      	
  



    usa:    sales:    800-490-2361                technical support:   technicalsupport@pomonatest.com               fax:   425-446-5844    europe:  31-(0) 40 2675 150      international : 425-446-5500   where to buy:  www.pomonaelectronics.com   all dimensions are in inches. tolerances (except no ted): .xx = .02? (.51 mm),    .xxx =  .005? (.127 mm). all specifications are to  the latest revisions.  specifications are subject to change without notice . registered trademarks   are the property of their respective companies.  d2003407 rev 001    copyright ? 2007 10/17/2007     page 1  of  1                  model 72968  sma t type, jack (f) / jack (f) / jack  (f)  high bandwidth, small size, and  durability for confident  connections.  features  ?   dc - 18 ghz.  ?   meets mil-c-39012, iec 169-15, cecc 22110.  ?   small size and durability for mobile  communications.  ?   precision machined and gold-plated for low loss.  materials  ?   body is machined brass with gold plating.  ?   center contacts - plug is gold plated brass and  jack is gold plated beryllium copper.   ?   insulators are high quality ptfe.   ?   crimp ferrules are copper with gold or nickel  plating.  ?   gaskets are silicone rubber.       specifications  impedance  50     frequency range  dc - 18 ghz  working voltage  < 500 vpeak  dielectric withstanding  voltage  1,000 vrms  vswr  1.25 max.  center/outer contact  resistance  0.003/0.002    max  insulation resistance  > 5000 m    number of insertions  500 cycles minimum  temperature range  -65? c to 165? c, -85? f to  329? f     information  model: 72968  description: sma t type, jack (f) / jack (f) / jack   (f)   
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