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		  Datasheet File OCR Text:


		  o   part numbering (part number) high voltage ceramic capacitors (250v-6.3kv) t capacitance expressed by three figures. the unit is pico-farad (pf). the first  and second figures are significant digits, and the third figure  expresses the number of zeros which follow the two numbers. o individual specification code in case part number cannot be identified without "individual  specification",  it is added at the end of part number.  expressed  by three-digit alphanumerics. first three digits ( q product id and  w series category) express "series  name". vertical crimp long vertical crimp short straight long straight short vertical crimp taping straight taping t 102 y k q de u n2 r 3a e b3 w b i a o q product id w series category e temperature characteristics r rated voltage code 2e 2h 3a 3d 3f 3j lh y capacitance tolerance capacitance tolerance code c d j k z t 0.25pf t 0.5pf t 5% t 10% w 80%,  y 20% contents outline code a b c h s f cap. change or temp. coeff. temperature range temperature characteristics rated voltage code b3 e3 f3 c3 r3 d3 1x 2c t 10% w 20%, y 55% w 30%, y 80% t 20% w 15%, y 30% t 15% w 15%, y 30% w 20%, y 30% 
 w 350 to  y 1000ppm/ d
 0 t 60ppm/ d y 25 to  w 85 d y 25 to  w 85 d w 85 to  w 125 d y 25 to  w 85 d w 85 to  w 125 d y 25 to  w 125 d
 w 20 to  w 85 d
 w 20 to  w 85 d b e f c r d sl ch high voltage  class 1 (char. sl) dc1-3.15kv rated  class 2 dc1-3.15kv rated  class 1, 2 dc6.3kv rated  high temperature guaranteed,  low-dissipation factor  (char. r, c) high temperature guaranteed,  low-dissipation factor  (char. d) lcd backlight inverter circuit dc250v dc500v dc1kv dc2kv dc3.15kv dc6.3kv 6.3kvp-p product id de high voltage ceramic capacitors (250v-6.3kv) / safety standard certified ceramic capacitors u lead style lead style code a2 a3 a4 b2 / j2 b3 / j3 b4 c1 c3 c4 cd d1 d3 dd n2 n3 n7 p2 p3 lead spacing pitch of components lead diameter dimensions (mm) 5 7.5 10 5 7.5 10 5 7.5 10 7.5 5 7.5 7.5 5 7.5 7.5 5 7.5 ?.6 t 0.05 ?.6 t 0.05 ?.5 t 0.05 ?.6 t 0.05 ?.5 t 0.05 ?.5 t 0.05 ?.6 t 0.05 ?.5 t 0.05 ?.6 t 0.05 ?.6 t 0.05 y
 y
 y
 y
 12.7 15 30 12.7 15 i packaging packaging code a b ammo pack taping type bulk type
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