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		  Datasheet File OCR Text:


		  40 b t l fe certificate no.:        e42024        lr20812 note :1 )  the part numbers indicated in the above table are for products with a brazed seam.               when ordering products with a nominal size of 1.25 to 5.5 with a butted seam, add the prefix "ws" to the part numb er  ( ex. fg2-4  ?> wsfg2-4 ) .            2 )  delivery lead times may vary depending on the product. contact jst for details. 5-6 8 8 10 10 1/4 3-4 3-4 5-6 8 8 10 1/4 5-6 8 10 1/4 10 1/4 5-16 3/8 10 1/4 5/16 3/8 10 1/4 5/16 3/8 3.5 4 4 5 5 6 3 3 3.5 4 4 5 6 3.5 4 5 6 5 6 8 10 5 6 8 10 5 6 8 10 3.7  (.146) 4.3  (.169) 4.3  (.169) 5.3  (.209) 5.3  (.209) 6.4  (.252) 3.2  (.126) 3.2  (.126) 3.7  (.146) 4.3  (.169) 4.3  (.169) 5.3  (.209) 6.4  (.252) 3.7  (.146) 4.3  (.169) 5.3  (.209) 6.4  (.252) 5.3  (.209) 6.4  (.252) 8.4  (.331) 10.5  (.413) 5.3  (.209) 6.4  (.252) 8.4  (.331) 10.5  (.413) 5.3  (.209) 6.4  (.252) 8.4  (.331) 10.5  (.413) 7.0  (.276) 7.0  (.276) 7.4  (.291) 7.0  (.276) 7.4  (.291) 7.4  (.291) 5.4  (.213) 7.4  (.291) 7.4  (.291) 5.4  (.213) 7.4  (.291) 7.4  (.291) 7.4  (.291) 7.4  (.291) 7.4  (.291) 7.4  (.291) 7.4  (.291) 9.5  (.374) 9.5  (.374) 13.6  (.535) 13.6  (.535) 9.7  (.382) 9.7  (.382) 13.5  (.531) 13.5  (.531) 9.6  (.378) 9.6  (.378) 13.8  (.543) 13.8  (.543) 8.0  (.315) 8.0  (.315) 9.6  (.378) 8.0  (.315) 9.6  (.378) 9.6  (.378) 7.6  (.299) 9.6  (.378) 9.6  (.378) 7.6  (.299) 9.6  (.378) 9.6  (.378) 9.6  (.378) 9.6  (.378) 9.6  (.378) 9.6  (.378) 9.6  (.378) 12.6  (.496) 12.6  (.496) 15.5  (.610) 15.5  (.610) 12.6  (.496) 12.6  (.496) 15.8  (.622) 15.8  (.622) 14.0  (.551) 14.0  (.551) 17.5  (.689) 17.5  (.689)  14.3  (.563) 14.3  (.563) 15.5  (.610)  14.3  (.563) 15.5  (.610)  15.5  (.610) 13.2  (.520) 16.2  (.638) 16.2  (.638) 13.2  (.520) 16.2  (.638) 16.2  (.638) 16.2  (.638) 17.8  (.701) 17.8  (.701) 17.8  (.701) 17.8  (.701) 23.0  (.906) 23.0  (.906) 28.5(1.122) 28.5(1.122) 25.0  (.984) 25.0  (.984) 30.5(1.201) 30.5(1.201) 28.0(1.102) 28.0(1.102) 34.0(1.339) 34.0(1.339) 1,000 fg1.25-s3 fg1.25-s4 fg1.25-4 fg1.25-s5 fg1.25-5 fg1.25-6 fg2-s3 fg2-3 fg2-3.7 fg2-s4 fg2-4 fg2-5 fg2-6 fg5.5-3.5 fg5.5-4 fg5.5-5 fg5.5-6 fg8-5 fg8-6 fg8-8 fg8-10 fg14-5 fg14-6 fg14-8 fg14-10 fg22-5 fg22-6 fg22-8 fg22-10 bl fe t ? 2 ? 1 american stud size part no. standard tool no. qty/box dimensions mm (in.) metric applicable wire awg# (mm 2 ) 22 to 16 (0.25 to             1.65) 16 to 14 (1.04 to             2.63) 12 to 10 (2.63 to             6.64) 8 (6.64 to             10.52) 6 (10.52 to             16.78) 4 (16.78 to             26.66) 3.4 (.134) 4.1 (.161) 5.6 (.220) 7.1 (.280) 9.0 (.354) 11.5 (.453) 1.7 (.067) 2.3 (.091) 3.4 (.134) 4.5 (.177) 5.8 (.228) 7.7 (.303) 0.8 (.031) 0.8 (.031) 1.0 (.039) 1.2 (.047) 1.5 (.059) 1.8 (.071) 500 250 o 500 200 o 100 o o o o o o o o o o o o o o o o o o o o yg-14s yf-1, e-4+ yeg-150 ya-1 ya-2 ya-4 ya-5 yg-8s yg-1614 yg-1210 yg-2216 solderless  terminals  flag

 41 1/4 5/16 3/8 1/4 5/16 3/8 1/2 1/4 5/16 3/8 1/2 1/4 5/16 3/8 1/2 5/16 3/8 1/2 6 8 10 6 8 10 12 6 8 10 12 6 8 10 12 8 10 12 6.4  (.252) 8.4  (.331) 10.5  (.413) 6.4  (.252) 8.4  (.331) 10.5  (.413) 13.0  (.512) 6.4  (.252) 8.4  (.331) 10.5  (.413) 13.0  (.512) 6.4  (.252) 8.4  (.331) 10.5  (.413) 13.0  (.512) 8.4  (.331) 10.5  (.413) 13.0  (.512) 13.6  (.535) 13.6  (.535) 13.6  (.535) 17.6  (.693) 17.6  (.693) 17.6  (.693) 17.6  (.693) 17.5  (.689) 17.5  (.689) 17.5  (.689) 17.5  (.689) 18.1  (.713) 18.1  (.713) 18.1  (.713) 18.1  (.713) 17.7  (.697) 17.7  (.697) 17.7  (.697) 18.2  (.717) 18.2  (.717) 18.2  (.717) 22.0  (.866) 22.0  (.866) 22.0  (.866) 22.0  (.866) 23.8  (.937) 23.8  (.937) 23.8  (.937) 23.8  (.937) 27.0(1.063) 27.0(1.063) 27.0(1.063) 27.0(1.063) 28.6(1.126) 28.6(1.126) 28.6(1.126)   36.0(1.417)   36.0(1.417)   36.0(1.417)   44.0(1.732)   44.0(1.732)  44.0(1.732)   44.0(1.732)   47.0(1.850)   47.0(1.850)   47.0(1.850)   47.0(1.850)   51.0(2.008) 51.0(2.008) 51.0(2.008) 51.0(2.008) 54.0(2.126) 54.0(2.126) 54.0(2.126) 100 fg38-6 fg38-8 fg38-10 fg60-6 fg60-8 fg60-10 fg60-12 fg70-6 fg70-8 fg70-10 fg70-12 fg80-6 fg80-8 fg80-10 fg80-12 fg100-8 fg100-10 fg100-12 bl fe t ? 2 ? 1 american stud size part no. standard tool no. qty/box dimensions mm (in.) metric applicable wire awg# (mm 2 ) 2 (26.66 to             42.42) 1/0 (42.42 to             60.57) 2/0 (60.57 to             76.28) 3/0 (76.28 to             96.3) 4/0 (96.3 to         117.2) 13.3 (.524) 19.5 (.768) 22.3 (.878) 15.5 (.610) 17.5 (.689) 9.4 (.370) 14.5 (.571) 16.4 (.646) 11.4 (.449) 13.3 (.524) 1.8 (.071) 2.3 (.091) 2.6 (.102) 2.0 (.079) 2.0 (.079) o 50 o o o 25 o 25 o 25 o yg-14s yf-1, e-4+ yeg-150 ya-1 ya-2 ya-4 ya-5 yg-8s yg-1614 yg-1210 yg-2216 b t l fe note :1 )  delivery lead times may vary depending on the product. contact jst for details.
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