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		  phoenix   contact   inc.,   usa page   1   /   6 http://www.phoenixcon.com jun   6,   2011 extract   from   the   online catalog ? mkds   3/   2-5,08 order   no.:   1711725 the   illustration   shows   a   combination   as   a   15-position   version http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1711725 ? ? pc   terminal   block,   nominal   current:   24   a,   nom.   voltage:   400   v, pitch:   5.08   mm,   number   of   positions:   2,   connection   method:   screw connection,   mounting:   soldering,   conductor/pcb   connection   direction: 0   ,   color:   green,   the   article   can   be   aligned   to   create   different   nos.   of positions! ? commercial   data gtin   (ean) 4 017918 023713 sales   group e012 pack 50   pcs. customs   tariff 85369010 catalog   page   information page   97   (cc-2011) product   notes weee/rohs-compliant   since: 01/01/2003 http:// www.download.phoenixcontact.com please   note   that   the   data   given here   has   been   taken   from   the online   catalog.   for   comprehensive information   and   data,   please   refer to   the   user   documentation.   the general   terms   and   conditions   of use   apply   to   internet   downloads. technical data dimensions   /   positions length 11.2   mm height 18   mm

 mkds   3/   2-5,08 order   no.:   1711725 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1711725 phoenix   contact   inc.,   usa page   2   /   6 http://www.phoenixcon.com jun   6,   2011 pitch 5.08   mm dimension   a 5.08   mm number   of   positions 2 pin   dimensions 0,9   x   0,9   mm pin   spacing 15.24   mm hole   diameter 1.3   mm screw   thread m3 tightening   torque,   min 0.5   nm tightening   torque   max 0.6   nm technical data range   of   articles mkds   3 insulating   material   group i rated   surge   voltage   (iii/3) 4   kv rated   surge   voltage   (iii/2) 4   kv rated   surge   voltage   (ii/2) 4   kv rated   voltage   (iii/3) 250   v rated   voltage   (iii/2) 400   v rated   voltage   (ii/2) 630   v connection   in   acc.   with   standard en-vde nominal   current   i n 24   a nominal   cross   section 2.5   mm2 maximum   load   current 28   a   (with   4   mm2   conductor   cross   section) insulating   material pa inflammability   class   acc.   to   ul   94 v0 internal   cylindrical   gage a3 stripping   length 8   mm nominal   voltage,   ul/cul   use   group   b 300   v nominal   current,   ul/cul   use   group   b 15   a nominal   voltage,   ul/cul   use   group   d 300   v nominal   current,   ul/cul   use   group   d 10   a connection   data conductor   cross   section   solid   min. 0.2   mm2 conductor   cross   section   solid   max. 4   mm2 conductor   cross   section   stranded   min. 0.2   mm2

 mkds   3/   2-5,08 order   no.:   1711725 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1711725 phoenix   contact   inc.,   usa page   3   /   6 http://www.phoenixcon.com jun   6,   2011 conductor   cross   section   stranded   max. 2.5   mm2 conductor   cross   section   stranded,   with   ferrule without   plastic   sleeve   min. 0.25   mm2 conductor   cross   section   stranded,   with   ferrule without   plastic   sleeve   max. 2.5   mm2 conductor   cross   section   stranded,   with   ferrule with   plastic   sleeve   min. 0.25   mm2 conductor   cross   section   stranded,   with   ferrule with   plastic   sleeve   max. 2.5   mm2 conductor   cross   section   awg/kcmil   min. 24 conductor   cross   section   awg/kcmil   max 12 2   conductors   with   same   cross   section,   solid   min. 0.2   mm2 2   conductors   with   same   cross   section,   solid   max. 1.5   mm2 2   conductors   with   same   cross   section,   stranded min. 0.2   mm2 2   conductors   with   same   cross   section,   stranded max. 1.5   mm2 2   conductors   with   same   cross   section,   stranded, ferrules   without   plastic   sleeve,   min. 0.25   mm2 2   conductors   with   same   cross   section,   stranded, ferrules   without   plastic   sleeve,   max. 0.75   mm2 2   conductors   with   same   cross   section,   stranded, twin   ferrules   with   plastic   sleeve,   min. 0.5   mm2 2   conductors   with   same   cross   section,   stranded, twin   ferrules   with   plastic   sleeve,   max. 1.5   mm2 minimum   awg   according   to   ul/cul 30 maximum   awg   according   to   ul/cul 12 certificates   /   approvals       certification cca,   csa,   cul,   gl,   gost,   sev,   ul

 mkds   3/   2-5,08 order   no.:   1711725 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1711725 phoenix   contact   inc.,   usa page   4   /   6 http://www.phoenixcon.com jun   6,   2011 accessories item designation description assembly 1703047 rz   1,25-mkds   3 pitch   spacer,   for   adjusting   the   pitches   between   mkds   and gmkds   terminal   blocks   in   mixed   rows,   1.25   mm   thick general 1733169 ebp   2-   5 insertion   bridge,   fully   insulated,   for   plug   connectors   with   5.0   or 5.08   mm   pitch,   no.   of   positions:   2 marking 1051993 b-stift marker   pen,   for   manual   labeling   of   unprinted   zack   strips,   smear- proof   and   waterproof,   line   thickness   0.5   mm 0804293 sk   5,08/3,8:fortl.zahlen marker   card,   printed   horizontally,   self-adhesive,   12   identical decades   marked   1-10,   11-20   etc.   up   to   91-(99)100,   sufficient   for 120   terminal   blocks 0805085 sk   5,08/3,8:so marker   card,   special   printing,   self-adhesive,   labeled   acc.   to customer   requirements,   12   identical   marker   strips   per   card,   max. 25-position   labeling   per   strip,   color:   white 0805412 sk   5,08/3,8:unbedruckt marker   cards,   unprinted,   with   pitch   divisions,   self-adhesive,   10- section   marker   strips,   12   strips   per   card,   can   be   labeled   with   the m-pen tools 1205053 szs   0,6x3,5 actuation   tool,   for   st   terminal   blocks,   insulated,   also   suitable for   use   as   a   bladed   screwdriver,   size:   0.6   x   3.5   x   100   mm,   2- component   grip,   with   non-slip   grip

 mkds   3/   2-5,08 order   no.:   1711725 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1711725 phoenix   contact   inc.,   usa page   5   /   6 http://www.phoenixcon.com jun   6,   2011 diagrams/drawings drilling   plan/solder   pad   geometry dimensioned   drawing

 mkds   3/   2-5,08 order   no.:   1711725 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1711725 phoenix   contact   inc.,   usa page   6   /   6 http://www.phoenixcon.com jun   6,   2011 address phoenix   contact   inc.,   usa 586   fulling   mill   road middletown,   pa   17057,usa phone   (800)   888-7388 fax   (717)   944-1625 http://www.phoenixcon.com ?   2011   phoenix   contact technical   modifications   reserved;
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