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		  Datasheet File OCR Text:


		  pasternack enterprises, inc. ? p.o. box 16759, irvine, ca 92623 phone:  (866) 727-8376 or (949) 261-1920  ?  fax:  (949) 261-7451 sales@pasternack.com   ?  techsupport@pasternack.com the  information  contained  in  this  document  is  accurate  to  the  best  of  our  knowledge  and  representative  of  the  part  described  herein. it may be necessary to make modifcations to the part and/or the documentation of the part, in order to implement improve - ments. pasternack reserves the right to make such changes as required.  unless otherwise stated, all specifcations are nominal. 1 technical data sheet ? 2012 pasternack enterprises all rights reserved 50 ohm 1 watts precision 2.4mm male rf load up to 50 ghz PE6178 click the following link (or enter part number in search on website) to obtain additional part information including price,  inventory and certifcations:   50 ohm 1 watts precision 2.4mm male rf load up to 50 ghz PE6178 50 ohm 1 watt precision 2.4mm male rf load up to 50 ghz pasternack enterprises line of 2.4mm terminations are available in a 1 watt version that operates from dc to 50 ghz.   our 2.4mm terminations are manufactured for durability with passivated stainless steel bodies and gold plated becu  (beryllium copper) contacts and are with a chain or no chain.  pasternack s male and female 2.4mm terminations will  mate with 2.4mm and 1.85mm connectors. ?  dc to 50 ghz ?  1w power rating ?  passivated stainless steel bodies ?  gold plated becu contacts ?  chain and no chain options      confguration   design type   rf load connector  2.4mm male connection method  standard connector design  precision body style  straight   electrical specifcations  frequency range (ghz)  dc to 50 impedance (ohm)  50 vswr, max  1.45:1 power, max (watt)   1 frequency 1   frequency (ghz)  dc to 18 vswr  1.1:1 power handling (watt)   1   frequency 2   frequency (ghz)  18 to 40 vswr  1.3:1 power handling (watt)   1   frequency 3   frequency (ghz)  40 to 50 vswr  1.45:1 power handling (watt)   1 PE6178   rev nc  

 pasternack enterprises, inc. ? p.o. box 16759, irvine, ca 92623 phone:  (866) 727-8376 or (949) 261-1920  ?  fax:  (949) 261-7451 sales@pasternack.com   ?  techsupport@pasternack.com the  information  contained  in  this  document  is  accurate  to  the  best  of  our  knowledge  and  representative  of  the  part  described  herein. it may be necessary to make modifcations to the part and/or the documentation of the part, in order to implement improve - ments. pasternack reserves the right to make such changes as required.  unless otherwise stated, all specifcations are nominal. 2 technical data sheet ? 2012 pasternack enterprises all rights reserved 50 ohm 1 watts precision 2.4mm male rf load up to 50 ghz PE6178 mechanical specifcations   temperature operating range (deg c)   -50 to +100 weight (lbs)   0.013 length (in)  0.59 width/dia. (in)  0.313 height (in)  0.313 dielectric type    plastic bead body material and plating  stainless steel, gold   connector   2.4mm male hex size (inch)  5/16 torque (in-lbs)   8 mating cycles   500 inner conductor material and plating   beryllium copper, gold outer conductor material and plating   stainless steel, gold coupling nut material and plating   stainless steel, gold compliance certifcations   (visit www.pasternack.com for current document)   rohs compliant  yes other data url:  http://www.pasternack.com/1-watt-2.4mm-male-rf-load-up-to-50-ghz-precision-PE6178-p.aspx 50 ohm 1 watts precision 2.4mm male rf load up to 50 ghz  from pasternack enterprises has same day shipment for  domestic and international orders. our rf, microwave and fber optic products maintain a 99% availability and are part of the  broadest selection in the industry.     PE6178   rev nc  

 3 ? 2012 pasternack enterprises all rights reserved PE6178  cad drawing 50 ohm 1 watts precision 2.4mm male rf load up to 50 ghz PE6178   rev nc 
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