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		  Datasheet File OCR Text:


		  new 16p dt connector (detachable connector)     specification are subject to change without previous notice for improvements in product performance.     dimensions and specifications described herein are iimited major items only. when using the products, please confirm with t he      specifications  which will be provided to you upon request. no. 5-5, togoshi 6-chome, shinagawa-ku, tokyo 142-8511, japan tel 81-3-3785-1111    fax 81-3-3785-1122    url http : // www. smk. co. jp / tel : 81-3-3785-1118    fax : 81-3-3785-2904 printed in japan please contact sales or division,sales dpt. represented by cs division, sales dpt.  outline a connector for plug-in type car audio equipment (main body and control panel can be separated) designed to be detachable for protection from theft, a need existing primarily in europe.  a smaller and thinner design than previous equivalents with the mating dimension of only 7mm.  features 1. the socket contact is smt-readily configured to make the control side thinner for ease of handling. 2. the body side is a plug and features a movable metal grounding plate as an esd measure. 3. ten thousand life cycles are guaranteed. 4. a chinese product (by smk shenzhen factory)  specifications  contact resistance  30m ? max. (conductor resistance excluded)  insertion/withdrawal force  20n max./2 to 8n  esd measures  15kv, when applied, to discharge through the gnd provision (grounding plate)  applications car audio equipment, etc.  dimensions 5.5 4.4 4.8 15-2 30 39.3 2(p=2mm pitch) 41.3 2-   1.5 2.75 pin no.16 pin no.1 2-2.8 4.2 4.2 5.8 pin no.1 pin no.16 38 42 46.8 36.3 30 2-   1.2 15-2 1.5 10.1 3.7 2.3 3.8 2-1.2 3.8 5.1 2-   3.3 socket (panel side) css5016-5301  pc board dimension plug (set side) CSC5016-1501  pc board dimension 0.8  + 0.1 0 2.25  + 0.1 0 5.25  + 0.1 0 15-2   0.05 30   0.1 39.3   0.05 2-   1.55  + 0.1 (hole) 0 pin no.1 pin no.16 1.9 2-   2.85  + 0.1 (hole) 0 1.95   0.05 3.7   0.05 6.5   0.05 2-   1.25  + 0.1 (hole) 0    1  + 0.1 (hole) 0 15-   1  + 0.1 (hole) 0 0.4   0.05 15-2   0.05 30   0.1 36.3   0.05 42   0.05 pin no.16 pin no.1  
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