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		  brief bcm5395 ? 5-port gbe switch  with  five integrated phy s   and  packet buffer ? highly integrated, non-blocking, 5-port 10/100/1000 switch  silicon that integrates: ? five integrated 10/100/1000 phys ? one gmii/rgmii interface for an in-band management port (imp) for glueless connection to a cpu/management entity ? serial eeprom, mdc/mdio, spi, and interrupt-to-cpu interface ? loopdtech? and cablechecker? reduce network down time and minimize support effort ? broadcom?s patented loopdtech technology for loop detection without running spanning tree protocol ? broadcom?s cablechecker enables advanced cable diagnostics based on broadcom?s convergence algorithm ? vlan ? ieee 802.1q-based vlan with 4k entries ? vlan double-tagging (q-in-q) ? qos ? four selectable cos per port: sp and wrr ? port, mac, 802.1p, and ipv4/ipv6 dscp based qos ? performance ? 9 kb jumbo frame support?wirespeed performance for all frame sizes ? 4k mac addresses with automatic learning and aging ? security ? ieee 802.1x support for secure user authentication ? dos prevention hardware ? traffic control and network resiliency ? storm control and port-based ingress/egress rate control ? spanning tree support (rapid spanning tree and multiple spanning trees?up to 16) ? broadsync? hd (av bridging) ? frame timer in mac ? real-time clock module for master clock generation and time sync ? management ? on-chip mib counters to collect, receive, and transmit statistics for each port. hardware support for snmp/mibs and rmon. ? provides a flexible solution for the cost-optimized board and  system designs ? additional interfaces enable efficient designs for the branch office switch applications. flexible cpu interface allows the bcm5395 to work with any cpu. ? supports all types of client connections, including voip,  video, multimedia, and data. proper priority can be assigned  to each traffic type to ensure guaranteed delivery of time- sensitive packets and efficient use of network bandwidth. ? access control list (acl) provides the security vehicle for  frame classification and filtering. ? igmp and mld snooping enables multicast switching  without expensive l3 multicast routing. ? broadsync hd provides quality of service for audio-video  packs through ethernet by adding end-to-end bandwidth  reservation, admission control, timing, and synchronization.  ? switch can be completely managed remotely using snmp,  rmon, and oam. features summary of benefits

 overview ? phone: 949-926-5000  fax: 949-926-5203 e-mail: info@broadcom.com web: www.broadcom.com broadcom corporation 5300 california avenue, irvine, california 92617  ? 2009 by broadcom corporation.  all rights reserved. 5395-pb01-r 04/22/09 broadcom ?, the pulse logo, connecting everythi ng?, loopdtech?, cablechecker?, and  websupersmart? are trademarks of broadcom corporation and/or its subsidiaries in the united states  and certain other countries. all other trademarks me ntioned are the property of their respective owners. bcm5395 block diagram the bcm5395 is a highly integrated, cost-effective gigabit switch. the  bcm5395 combines all the functions of a high-speed switch system,  including five full-duplex 10/100/1000 base-t/tx ethernet  transceivers, packet buffer, media access controllers (macs), and a  non-blocking switch fabric into a single 0.13   cmos device. in  addition, the bcm5395 has one gm ii/rgmii/mii/rvmii interface for  a cpu or a wireless/dsl/cable router chip. it complies with the ieee  802.3? and ieee 802.3x specifications, including the mac control  pause frame, providing compatibility with all industry-standard  ethernet, fast ethernet, and gigabit ethernet devices. the bcm5395 is packed with features, including vlan, vlan double  tagging, per port qos, jumbo frame, rate control, and mibs  management. most importantly, it includes two broadcom patented  technologies, loopdtech and cablechecker, that are designed to  troubleshoot cable problems and loops during installation. unlike  traditional tdr-based cable diagnostics, broadcom cablechecker, can  detect cable and connector problems without having to disconnect the  cable from the other end. this means cablechecker can be running while  the switch is passing packets. with broadcom websupersmart?, a  web-based management interface, network support personnel can  monitor and troubleshoot network problems remotely, which is very  important in smb environment where it resources are scarce.  loopdtech and cablechecker, when set up correctly, actually detect  problems automatically without any human intervention. the bcm5395 can be smart-managed with broadcom websupersmart,  which can be provided by broadcom and customized for system vendors.  broadcom's turnkey solution approach (silicon chip, reference boards,  and management software) greatly accelerates time-to-market for  customers. the bcm5395 has all the features needed to enable smb in a box, which  can be connected to voice, multimedia, and data devices all at once.    with the support for per port qos/queuing and rate control, different  packet types can be identified and prioritized within the switch, and  voice packets can be assigned with higher priority for outbound. the ethernet functionalities, qos, loopdtech, and cablechecker are  all integrated in a compact silicon chip, and all of the features can be  managed through broadcom's sdk, which makes the bcm5395 the  most powerful and the easiest to deploy gigabit ethernet switch on the  market today. 10/100/1000 phy gmac contentaware? compact flash field processor register space packet buffer address management led interface eeprom interface eeprom led trd[3:0]_0 +/- bcm5395 trd[3:0]_1 +/- trd[3:0]_2 +/- trd[3:0]_3 +/- trd[3:0]_4 +/- embedded phy bypass option gmac gmac gmac gmac gmac 10/100/1000 phy 10/100/1000 phy 10/100/1000 phy 10/100/1000 phy
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