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		  Datasheet File OCR Text:


		    l-32 mx01   sockets and edge connectors   l   features and specifications   1.27mm (.050") pitch  simm socket  78968  right polarization  right angle, single row  plastic latch   features and bene?s      zero insertion force contacts improve socket and module  contact life and provide for fast on-line assembly       guaranteed 2 points of contact per readout with standard  jedec module       anti-overstress latch feature provides extra protection  during module removal       polarization posts provide orientation for proper loading of  socket into printed circuit board       polarization rib properly orients module to socket       eia standard dimensions    reference information    product speci?ation: ps-78968  packaging: tray  ul file no.: e29179  csa file no.: lr19980  mates with: jedec modules  designed in: inches    electrical    voltage: 250v  current: 1.0a  contact resistance: 30m   ?    max.  dielectric withstanding voltage: 1000v ac  insulation resistance: 5000 m   ?    min.    mechanical    normal force: 1.47n average  durability: 25 cycles    physical    housing: black lcp, ul 94v-0  contact: phosphor bronze alloy  plating: see table  operating temperature: -40 to +85?c    catalog drawing (for reference only) please refer to corresponding jedec standard mo-116 page for board  dimensions and module pcb layout   ordering information and dimensions   plating: post plate 200      " min. tin/lead over 50      " min. nickel overall or post plate 30      " min. gold on contact area  and 150      " min. tin/lead on solder tails, all over 75      " min. nickel   circuits order no. dimension .250 .290 abcd f = 6.35mm (.250") f = 7.37mm (.290") e = 11.38mm (.448") e = 12.40mm (.488") tin gold tin     64 15-82-0314 105.41 (4.150) 85.09 (3.350) 101.60 (4.000) 39.37 (1.550)   72 15-82-1519 15-82-0320 15-82-1592 115.57 (4.550) 95.25 (3.750) 111.76 (4.400) 44.45 (1.750)
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