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		  Datasheet File OCR Text:


		  features    surface mount 3 mm square / multiturn   cermet / industrial / sealed    sealed to withstand standard board wash   processing    pick and place centering design for    automated placement compatibility    flush adjustment screw    meets eia/eiaj/ipc/veci smd standard   trimmer footprint    top and side adjust    rohs compliant* - see  processing  information  on rohs compliant surface   mount trimmers    for trimmer applications/processing   guidelines,  click here     3223 - 3 mm smd trimpot   trimming potentiometer *rohs directive 2002/95/ec jan 27, 2003 including annex.  speci cations are subject to change without notice. customers should verify actual device performance in their speci c applications. electrical characteristics standard resistance range    ......................10 ohms to 2 megohms     (see standard resistance table) resistance tolerance ........... ?0 % std. absolute minimum resistance    ........................... 1 % or 3 ohms max.      (whichever is greater) contact resistance variation    ........................... 3 % or 3 ohms max.      (whichever is greater) resolution ................. essentially in  nite insulation resistance ...............500 vdc     100 megohms min. dielectric strength   sea level.............. 600 vac (1 minute) adjustment angle .............11 turns nom. environmental characteristics power rating (200 volts max.)   70 ? .................................. 0.125 watt   150 ? ....................................... 0 watt temperature range ... -65 ? to +150 ? temperature coef  cient ... ?00 ppm/? humidity .......mil-std-202 method 106     trs ? %; ir 10 megohms vibration .....20 g trs ? %; vrs ? % shock .......100 g trs ? %; vrs ? % load life    ........@ 70 ? rated power 1000 hours   crv ............................. 4 ohms or 4 %      (whichever is greater) rotational cycling .................200 cycles   crv ............................. 4 ohms or 4 %      (whichever is greater) thermal shock ..........................5 cycles     trs ? %; vrs ? % physical characteristics mechanical stop .................. wiper idles torque  ............................ 2.50 oz-in. max weight ............... approximately 0.01 oz. marking manufacturers code,      resistance code and date code solderability ...............per  mil-std-202,    method 208 wiper ............... 50 % (actual tr) ?0 % flammability .............................ul94v-0 adjustment tool  .......................... h-92-1 201 2gm 3223w product dimensions 3 2 2 3 j 1 0 0 2 3 6 m 3 2 2 3 g 1 0 0 2 3 6 m 3 2 2 3 w 1 0 0 2 3 6 m 4.0 (.157) 4.47 (.176) 3.9 (.154) 3.18 (.125) lead footprint ref. 0.88 (.035) 0.40 (.016) 1 2 3 0.78 (.031) 0.3 (.012) 0.56 (.022) 0.99 (.039) 1.4 (.055) 0.9 (.035) 2 plcs. 0.62 (.024) 0.13 (.005) 0.72 (.028) 2.8 (.110) 2.77 (.109) 3.9 (.154) 1.3 (.051) 1.6 (.063) 1.6 (.063) recommended land pattern 3223j side adjust 0.38 (0.014) electrical adjustment slot wide 0.30 (0.011) deep x 1 2 3 3223w top adjust recommended land pattern 3.18 (0.125) 3.9 (0.153) 0.81 (0.032) 1.3 (0.051) 1.3 (0.051) 2.31 (0.090) 0.98 (0.039) 3.52 (0.139) 1.6 (0.063) 2.43 (0.096) 3.9 (0.153) 2.76 (0.109) 1.97 (0.077) 0.38 (0.014) elec. adj. slot wide 0.30 (0.011) deep x 4.16 (0.164) 0.63 (0.025) 0.22 (0.009) ref. 0.9 (0.035) 2.8 (0.110) 2 plcs. 0.56 (0.022) 2 plcs. 3223w 236     m 100 3 2 2 3 j 1 0 0 2 3 6 m 3 2 2 3 g 1 0 0 2 3 6 m 3 2 2 3 w 1 0 0 2 3 6 m 3.9 (.154) 3.18 (.125) 0.77 (.030) 5.32 (.209) 1.25 (.049) 1.25 (.049) 1 2 3 0.99 (.039) 0.13 (.005) 3.9 (.154) 3223g side adjust 0.38 (0.014) electrical adjustment slot wide 0.30 (0.011) deep x 0.3 (.012) 0.56 (.022) 2.77 (.109) 4.4 (.173) lead footprint ref. 1.4 (.055) 0.9 (.035) 2 plcs. 2.8 (.110) 1.3 (.051) 2.0 (.079) 2.0 (.079) recommended land pattern dimensions:  mm  (inches) tolerances:   0.25         except where noted  (.010) 1 3 cw clockwise ccw 2 wiper  how to order 3223  w  -  1 -  502  e model style standard product indicator   -1 = ir re  ow (standard) resistance code embossed tape designator   e  = 500 pcs./7 ?reel (standard) *rohs compliant

  ?rimpot?is a registered trademark of bourns, inc. speci cations are subject to change without notice. customers should verify actual device performance in their speci c applications.     3223 - 3 mm smd trimpot ? trimming potentiometer packaging speci  cations dimensions:  mm  (inches) rev. 06/11 1.5 (.059) min. 1.5 + .10/ ?00 (.059 + .004/ ?000) dia. 8.00 ?.10 (.315 ?.004) 1.75 ?.10 (.069 ?.004) 12.00 ?.30 (.472 ?.012) 5.5 ?.05 (.217 ?.002) 4.00 ?.10 (.157 ?.004) 2.00 ?.05 (.079 ?.002) 4.26 ?.10 (.168 ?.004) 4.05 (.159) max. 4.75 (.187) max. 4.42 ?0.1 (.174 ?.004) .04 (.002) max. j style 3 2 2 3 j 1 0 0 2 3 6 m 3 2 2 3 g 1 0 0 2 3 6 m 3 2 2 3 j 1 0 0 2 3 6 m 1.5 (.059) min. 1.5 + .10/ ?00 (.059 + .004/ ?000) dia. 8.00 ?.10 (.315 ?.004) 1.75 ?.10 (.069 ?.004) 12.00 ?.30 (.472 ?.012) 5.5 ?.05 (.217 ?.002) 4.00 ?.10 (.157 ?.004) 2.00 ?.05 (.079 ?.002) 4.05 (.159) max. 5.64 (.222) max. 5.3 ?0.1 (.209 ?.004) .04 (.002) max. g style 3 2 2 3 g 1 0 0 2 3 6 m 4.26 ?.10 (.168 ?.004) tape 1.75 ?.10 (.069 ?.004) 12.00 ?.30 (.472 ?.012) 5.5 ?.05 (.217 ?.002) 4.81 (.189) max. 1.5 (.059) min. 6.35 (.250) max. .04 (.002) max. 1.5 + .10/ ?00 (.059 + .004/ ?000) dia. 3.85 ?.10 (.152 ?.004) 4.00 ?.10 (.157 ?.004) 8.00 ?.10 (.315 ?.004) 2.00 ?.05 (.079 ?.002) w style 3 2 2 3 j 1 0 0 2 3 6 m 3 2 2 3 g 1 0 0 2 3 6 m 4.5 ?0.1 (.177 ?.004)   178 ?2.0    (7.008  ?.079) 13.0 ?.51 (.512 ?.020) 1.78 ?.25 (.070 ?.010) 21.01 ?.79 (.827 ?.031) 2.67 ?.25 (.105 ?.010) 59.18 ?2.03 (2.330 ?.080) 12.4 + 2.01/ -.000 (.488 + .079/ -.000) reel equal spaced 3 plcs. dia. dia. dia. cover tape peel strength: meets eia specification 481. 3 2 2 3 j 1 0 0 2 3 6 m 3 2 2 3 g 1 0 0 2 3 6 m standard resistance table   resistance resistance  (ohms)  code  10  100  20  200  50  500   100 101  200  201  500  501  1,000  102  2,000  202  5,000  502  10,000  103  20,000  203  50,000  503  100,000  104  200,000  204  500,000  504  1,000,000  105  2,000,000  205 popular values listed in boldface. consult factory  for special resistances.
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