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		  Datasheet File OCR Text:


		  06 06 boxer series - fanless embedded controller solutions features specifications note: all specifications are subject to change without notice. 06-25 	 fanless 	 wide power input range  	 com port x 8 	 mini size 	 good for ipc application 	 at power function 	 fanless embedded controller with ulv celeron? 400/650 mhz, 8 com, single lan system processor intel? ulv celeron? 400/650 mhz ebga mobile cpu memory (optional) ddr ram sodimm x 1, max. 512 mb vga/ keyboard/ mouse vga x 1, ps/2 keyboard & mouse x 1 ethernet 10/100base-tx ethernet, rj-45 x 1 ssd compactflash? x 1  hard disk storage hard disk drive kit (optional) expansion interface com x 8 (rs-232 x 5, rs-232/422/485 x 3) audio audio x 1 usb usb2.0 x 3 system control power on/off switch x 1, reset button x 1 led indicator power on x 1, active led x 1 watchdog timer generates a time-out system reset, setting via software power supply 1. dc input: internal dc-dc converter (default) input voltage: 9v dc ~ 30v dc 2. ac input: external power adapter (optional) input voltage: 100v ac ~ 240v ac @ 50 ~ 60hz power consumption intel? ulv celeron? 650 mhz 1.61a@12v mtbf (hours) 80,000 os support windows? xp, windows? xp embedded, wince, linux mechanical construction rugged aluminum alloy chassis with blue bezel and silver strip color dark blue mounting wallmount  dimensions 9.45 (w) x 3.39 (h) x 4.21 (d) (240mm x 86mm x 107mm) carton size 12 (w) x 7.87 (h) x 9.45 (d) (305mm x 200mm x 240mm) net weight 4.75 lb (2.16 kg) environmental operating temperature -4f ~ 140f (-20c ~ 60c) C with compactflash? (650 mhz) 5f ~ 131f (-15c ~ 55c) C with hdd (650 mhz) storage humidity 5 ~ 95% @ 40c, non-condensing vibration 5g rms / 5 ~ 500hz / operation C compactflash? 1g rms / 5~ 500hz / operation C with hdd shock 50g peak acceleration (11 msec. duration) C compactflash? 20g peak acceleration (11 msec. duration) C with hdd emc ce /fcc class a hdd led system led com usb x 2 digital i/o usb compactflash? socket power switch lan com keyboard/ mouse audio reset power in vga com aec-6845

 06-26 dimension unit: mm TF-AEC-6845-A1-1010 ?	 embedded controller, ulv celeron? 650 mhz, fanless, dc 9-30v, 1 lan, 8 com, 6 dio, 3 usb tf-aec-6845-a2-1010	 ?	 embedded controller, ulv celeron? 400 mhz, fanless, dc 9-30v, 1 lan, 8 com, 6 dio, 3 usb ordering information optional accessories 9741681001 ?	 2.5 ide hard disk drive kit  9741681002 ?	 ac input adapter kit (36w), input: ac 90 ~ 264v; output: dc 12v 9741681003 ?	 din rail kit 9741681004 ?	 ultra cooling kit 9783204012 ?	 automotive hard disk drive 40g (ide) r e s e t c om 8 c om 7 c om 6 c om 5 c om 3 c om 4 a u d i o v g a k b / m s c om 1 l a n d c - i n v i n gnd u s b c o m 2 u s b d i o c f d p o w e r h d d s y s aec-6845
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