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		  Datasheet File OCR Text:


		  a softline matt b splash resistant (with arcshield) h slotted (for custom adaptors) not momentary v curved matt or gloss w splash resistant (with arcshield) x two colour matt on - off only (not momentary) f flat lens gloss (0430 only) a softline lens matt (0430 only) as f but with raised profile terminal function rocker body print, colour, voltage etc biocote c 1300 a l --- b tel: +44 (0)20 8979 3232 ? arcolectric ? email: europe@elektron-technology.com  standard rocker switch  non-illuminated  1300 high inrush current  choice of switching circuits including 3 position  choice of bezel styles  choice of panel cut outs  matching indicator  single pole  splash resistant option  biocote antimicrobial option  panel cut out a style: 27.3 x 12.3mm 0430 x terminal n/a rocker switches 22 on - off 1500 standard & 1300 high inrush switches 150a to en61058-1 and 16a 250vac rocker function approvals & ratings vary with function on off switches - on when pressed over terminal 1 terminal standard 1500 on - off (momentary on) 1501 hp rating n/a c 6.3 x 0.8 h 4.8 x 0.8* k 2.8 x 0.8* t solder u right angle t solder terminal x pcb 0.8sq* *n/a for 1300 series 9.1 7.0 ?2.1 1500 series 16(4)a 250vac t125 ul csa 16a non ind 250vac, (2 posn) 250vac 1hp, 125vac 1/2hp, (3 posn) 250vac 1/2hp, 125vac 1/4hp ul 10a 14vdc t (1500 and 1510 only) ul 85?c, file e45221, csa file lr10990 10a 24vdc  indicative rating only 1300 series 16(6)a 250vac t125 5e4 (50,000 ops.) 150a inrush to en61058-1 ul csa 20a 250vac 1hp, 125vac 1/2hp ul 85?c, file e45221, csa file lr10990 20a 24vdc  indicative rating only biocote antimicrobial additive. independently verified to iso22196:2007. 3mm contact gap except if marked . technical data on pages 4 & 5 (switches), 6 (indicators). 9.1 9.1 2.0 1.2 3.2 ?2.1 9.1 4.0 12 3 on - off (momentary off) 1502 hp rating n/a on - on 1510  hp rating n/a on - on (momentary 1 side) 1511  hp rating n/a on - off - on 1520  125v & 250v 1/2 hp h terminal rated t100 only on - off - on (momentary 1 side) 1521  hp rating n/a h terminal rated t100 only on - off - on (momentary 2 sides) 1522  hp rating n/a h terminal rated t100 only indicator technical data on page 6 matt matt high inrush 1300 l body only approvals apply to c & t terminals only approvals and specifications in house test: in house test: 07-cat171_p018-029|series 1350,1500 and 6000:catalogue no.171_oct 2011  16/11/11  10:03  page 22

 finish matt is standard. colour call sales for custom colours. a full range is available for large orders. legend printing select from the examples or call sales for custom legends. lamp voltage call sales for details. blanking plates a0434 - - dummy units to fill unused panel holes. protective cover snaps on to a, l, q or t bodies (add g after body code in cat no.), this reduces panel thickness by 1.0mm. panel sealing washer w46 is available for the same body sizes, this reduces panel thickness by 0.5mm. covers are not suitable for momentary types. biocote antimicrobial additive moulded components have antimicrobial properties using biocote silver ion technology. for all options call sales. examples of printing en602a en730 en822 c1500al --- t1500al --- c1500ar --- t1500ar --- c1520al --- t1520al --- c1500xl --- t1500xl --- c0430al --- t0430al --- c1510al --- t1510al --- tel: +44 (0)20 8979 3232 ? arcolectric ? email: europe@elektron-technology.com rocker switches 23 a gloss or matt b matt only l matt only q gloss or matt r matt only t matt only body dimensions (mm) panel cut-out * bezel options 12.2/12.3 27.2 27.3 11.0/11.1 30.0 30.1 11.5/11.6 28.2 28.3 11.5/11.6 28.2 28.3 14.0/14.1 28.5 28.6 11.0/11.1 30.0 30.1 14.0 30.2 14.0 33.4 r3.5 14.0 32.0 r1.0 14.0 30.2 r1.6 17.0 31.5 14.0 30.2 r1.6 cut-outs must be punched in the direction of insertion feather-edge seal collar splash resistant 1500 w and b splash resistant options feather edge seals and a close fitting collar protect current carrying parts from moisture. b option has hytrel collar/seals for enhanced protection. panel thickness a,q 0.75 to 3.3mm l,b,t 0.75 to 2.5mm r 0.75 to 3.0mm * for cut-out details on momentary switches call sales 2.0 25.3 max 9.2 13.2 t i l i 7.6 plunger tube 1300 high inrush, positive break switching the 1300 series mechanism ensures contact welds formed at switch-on are positively separated by the plunger tube acting directly on the step in the moving contact. step 07-cat171_p018-029|series 1350,1500 and 6000:catalogue no.171_oct 2011  16/11/11  10:03  page 23
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