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		  Datasheet File OCR Text:


		  micro d series  filtered connectors spectrum advanced specialty products ? 8061 avonia rd. ? fairview, pa 16415 ? ph: 814-474-1571 ? fax: 814-474-3110 ? www.specemc.com spectrum control gmbh ? hansastrasse 6 ? 91126 schwabach, germany ? phone: (49)-9122-795-0 ? fax: (49)-9122-795-58 fc57 ordering information example: 56-F011-110-JP filtered connectors rohs  compliant shell size/ number of contacts 0- 9 contacts 1- 15 contacts 2- 21 contacts 3- 25 contacts 4- 31 contacts 5- 37 contacts contact type/termination 1 - pin to solder cup  2 - pin to right angle* 3 - socket to pc tail* 4 - socket to right angle* 6 - socket to solder cup  7 - pin to pc tail* line filtering 1 - all positions same  2 - select load options jp - #2-56 jack post js - #2-56 jackscrew ti - threaded insert jt - jack post and  threaded insert gb - grounding bracket capacitance value/type high performance 01 - 100 pf ft  02 - 470 pf ft 03 - 820 pf ft 04 - 1500 pf ft 05 - 4700 pf ft  standard performance 10 - 100 pf cob  11 - 470 pf cob 12 - 820 pf cob 13 - 1500 pf cob 14 - 4700 pf cob all capacitance values 20% @ 25c 56 f0 11 - 1 10 - jp for designs that require even smaller connector  packages, spectrum has designed a line of filtered micro d-subminiature connectors. this line of connectors  offers a range of reliable filtering options, including  capacitive and esd versions, and several sizes and  termination options. spectrum has a micro d-sub  connector to satisfy your smallest space constraints.  features  light weight  compact size  environmentally sealed contact area when mated  corrosion resistant  durable (500 cycles min.)  superior electrical performance  rohs compliant mechanical specifications shell . . . . . . . . . . . . . . . aluminum, electroless nickel  . . . . . . . . . . . . . . . . . . .  plated 500  in (12.7 m) minimum insulator . .  . . . . . . . . . . high temperature plastic,  . . . . . . . . . . . . . . . . . . .  flammability ul94v-0 contacts . .  . . . . . . . . . . copper alloy, gold plated 50  in  . . . . . . . . . . . . . . . . . . .  (1.27 m) minimum potting . .  . . . . . . . . . . . flammability ul94v-0 interfacial seal . . . . . . . . silicon electrical specifications operating voltage . . . . . 100 vdc dielectric  withstanding voltage . . . 300 vdc current rating . . . . . . . . 3 amps insulation resistance . . . 5g ohms @ 100 vdc micro d this part number represents a micro d-sub connector with a shell size of 15 and a pin to solder cup configuration. all lines are filtered with same capaci- tance value, which is 100 pf cob. the connector includes an optional #2-56 jack post. * right angle and pc tail length is 0.109. other lengths available, consult factory.

 spectrum advanced specialty products ? 8061 avonia rd. ? fairview, pa 16415 ? ph: 814-474-1571 ? fax: 814-474-3110 ? www.specemc.com spectrum control gmbh ? hansastrasse 6 ? 91126 schwabach, germany ? phone: (49)-9122-795-0 ? fax: (49)-9122-795-58 fc58 micro d series filtered connectors minimum insertion loss -  decibels (db) 50 ohm system per mil-std-220 (no load) 5 mhz capacitance tolerance value 10 mhz 20 mhz 50 mhz 100 mhz 200 mhz 500 mhz 1 ghz working voltage dc -55c to +125c type filter designation 01 02 03 04 05 ft ft ft ft ft 4700 pf 1500 pf 820 pf 470 pf 100 pf 20% 300v 100v 100v 100v 100v 100v       2  2  8 6 13 18 28 1 14 19 24 34 6 20 25 30 40 14 28 33 38 48 20 34 39 44 54 5 10 20 8 14 300v 300v 300v 300v 20% 20% 20% 20% dielectric withstanding voltage high performance  minimum insertion loss -  decibels (db) 50 ohm system per mil-std-220 (no load) 5 mhz capacitance tolerance value 10 mhz 20 mhz 50 mhz 100 mhz 200 mhz 500 mhz 1 ghz working voltage dc -55c to +125c type filter designation 10 11 12 13 14 cob cob cob cob cob 4700 pf 1500 pf 820 pf 470 pf 100 pf 20% 300v 100v 100v 100v 100v 100v       2  2  8 6 13 18 28 1 14 19 24 32 6 20 25 30 32 14 28 32 32 32 20 32 32 32 32 5 10 20 8 14 300v 300v 300v 300v 20% 20% 20% 20% dielectric withstanding voltage standard performance  right angle pcb receptacle plug dimensions in inches  (mm) a size bc (rcpt) fg c (plug) de h 9 .775 .565 .388 .330 .390 45 .200 .250 (19.69) (14.35) (9.86) (8.38) (9.91) (5.08) (6.35) 15 .925 .715 .538 .480 .540 78 .350 .400 (23.50) (18.16) (13.67) (12.19) (13.72) (8.89) (10.16) 21 1.075 .865 .688 .630 .690 10 11 .500 .550 (27.31) (21.97) (17.48) (16.00) (17.53) (12.70) (13.97) 25 1.175 .965 .788 .730 .790 12 13 .600 .650 (29.85) (24.51) (20.02) (18.54) (20.07) (15.24) (16.51) 31 1.325 1.115 .938 .880 .940 15 16 .750 .800 (33.66) (28.32) (23.83) (22.35) (23.88) (19.05) (20.32) 37 1.475 1.265 1.088 1.030 .1.090 18 19 .900 .950 (37.47) (32.13) (27.64) (26.16) (27.69) (22.86) (24.13)

 micro d series  filtered connectors spectrum advanced specialty products ? 8061 avonia rd. ? fairview, pa 16415 ? ph: 814-474-1571 ? fax: 814-474-3110 ? www.specemc.com spectrum control gmbh ? hansastrasse 6 ? 91126 schwabach, germany ? phone: (49)-9122-795-0 ? fax: (49)-9122-795-58 fc59 dimensions in inches  (mm) a size bc (rcpt) c (plug) d 9 .775 .565 .388 .330 .390 (19.69) (14.35) (9.86) (8.38) (9.91) 15 .925 .715 .538 .480 .540 (23.50) (18.16) (13.67) (12.19) (13.72) 21 1.075 .865 .688 .630 .690 (27.31) (21.97) (17.48) (16.00) (17.53) 25 1.175 .965 .788 .730 .790 (29.85) (24.51) (20.02) (18.54) (20.07) 31 1.325 1.115 .938 .880 .940 (33.66) (28.32) (23.83) (22.35) (23.88) 37 1.475 1.265 1.088 1.030 .1.090 (37.47) (32.13) (27.64) (26.16) (27.69) vertical pcb receptacle plug solder cup receptacle plug

 spectrum advanced specialty products ? 8061 avonia rd. ? fairview, pa 16415 ? ph: 814-474-1571 ? fax: 814-474-3110 ? www.specemc.com spectrum control gmbh ? hansastrasse 6 ? 91126 schwabach, germany ? phone: (49)-9122-795-0 ? fax: (49)-9122-795-58 fc60 micro d series filtered connectors options jp-#2-56jackpost m83513/05-07 js-#2-56jackscrew m83513/05-05 ti-threadedinsert receptacle ti-threadedinsert plug gb-groundbracket receptacle gb-groundbracket plug

 micro d series filtered connectors board and panel cutouts spectrum advanced specialty products ? 8061 avonia rd. ? fairview, pa 16415 ? ph: 814-474-1571 ? fax: 814-474-3110 ? www.specemc.com spectrum control gmbh ? hansastrasse 6 ? 91126 schwabach, germany ? phone: (49)-9122-795-0 ? fax: (49)-9122-795-58 fc61 9contacts 15contacts 21contacts 25contacts 31contacts 37contacts 9contacts 15contacts 21contacts 25contacts 31contacts 37contacts vertical pcb layouts pin connector shown notes: pc tail diameter 0.018 0.002 (0.46 0.05) contact numbers shown are pin connector.  reverse for socket. patterns shown are for connector mounting side of pc board. right angle pcb layouts pin connector shown
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