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		  Datasheet File OCR Text:


		  bnc7t, mbnc7 series bnc7t?j?p?gn?st?th2d mbnc7?j?p?gn?st?th1 bnc7t?j?p?hn?st?em1 bnc7t?j?p?hn?ra?bh2d www.samtec.com f-210-2 bnc7t mates with:   rf179, rfa6t mbnc7 mates with:   rf179, rfb6t 75    optimized  bnc  &  mini  bnc  jacks specifications for complete speci  cations and  recommended pcb layouts see  www.samtec.com? bnc7t or www.samtec.com? mbnc7 shell material:  ni plated brass contact material:  copper alloy insulator material:   ptfe impedance:  st = 75   ?  ra = 75   ?  frequency range:  0~6 ghz v.s.w.r:  1.3 max  (with optimized launch design) working voltage:  500 vrms max dielectric withstanding:  1500 vrms min  contact resistance:  center contact: 1,5m   max outer contact: 0,4m   max rohs compliant: ye s lead?free solderable:  ye s mbnc7 gender plating type ?th1 = through-hole ?j = jack ?p = pcb  mount orientation ?st = straight termination ?gn = 10"  (0,25m)  gold  contact,  100"  (2,54m)  nickel  shell (11,45) .451 (3,99) .157 (7,82) .308 (0,97)  .038 dia (9,04)  .356  dia (4,10) .161  (to center contact) bnc7t gender plating type ?j = jack ?p = pcb  mount orientation ?st = straight ?ra = right angle bulkhead/ panel mount termination ?gn = 10"  (0,25m)  gold  contact,  100"  (2,54m)  nickel  shell ?hn = 30"  (0,76m)  gold  contact,  100"  (2,54m)  nickel  shell also available tool for quickly installing/ uninstalling knurl nut for  bnc7t series part number:  tool?nc7t?1  ?st?em1 & ?st?em2 (4,50) .177 (13,50) .531 (9,63)  .379  dia (12,70)  .500 (9,63)  .379  dia (9,63)  .379  dia (9,63)  .379  dia (25,48) 1.003 (18,11) .713 (24,24) .954 (10,92) .430 (29,00) 1.142 (10,80)  .425 (4,00)  .157 (8,80)  .346 (9,63)  .379  dia (3,00)  .118 (18,00)  .709 (10,92)  .430 (11,30)  .445 (26,95) 1.061 (32,75) 1.289 (18,10) .713 (19,00) .748 (4,50) .177 ?ra?bh2d ?st?th2d ?th1 = standard  through-hole ?th2d = tall  through-hole ?bh1 = standard bulkhead  through-hole (?ra only) ?bh2d = low pro?  le die cast bulkhead  through-hole (?ra only) ?em1 = edge mount bulkhead/panel mount  for (1,60mm) .062" pcb (?st only) ?em1d = edge mount die cast  bulkhead/panel mount for  (1,60mm) .062" pcb (?st only) ?em2 = edge mount bulkhead/panel mount  for (2,40mm) .093" pcb (?st only) ?em2d = edge mount die cast bulkhead/panel mount  for  (2,40mm) .093" pcb (?st only)  ?st?th1 ?ra?bh1 * lock washers  & knurled nuts  supplied with   bulkhead/panel  mount options
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